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PREFACE 



This manual describes programming considerations for three Honeywell options: 
the Type 4720 20-Surface Single Spindle Moving-Head Disk File, the Type 4651 2- 
Surface Dual Spindle Moving-Head Disk Store, and the Type 4623 10-Surface Single 
Spindle Moving-Head Disk File. These three devices are used with Series 16 General 
Purpose Computers. They share the same control unit design and are programmed in 
a similar manner. 

All three of the options described in this manual support the Series 16 Operating 
Program (OP-16), the Batch Operating System (BOS), the On-Line Executive for Real 
Time (OLERT), and the Disk Operating System (DOP); M$FT fulfills general formatting 
requirements for user systems and supports the formatting of disk packs used with 
OLERT, OP-16, and DOP. 

BOS interprets and executes directions for program management, i.e., control 
cards which specify loading, assembly, compilation, and execution-time information. 
DOP provides a method for accessing named files at run time; these files may be card 
images, print-line images, object text, or binary (core-images). DOP supports I/O 
supervisors for language processors, such as the DAP assembler and the Fortran com- 
piler, and for the linking loader. OP-16 and OLERT generally are found in interrupt - 
driven real-time multitask operations. BOS and OLERT, like DOP, support a named 
file storage and access system. 

This manual is divided into six sections: The first three sections describe the 
20-Surface Disk, 2 -Surface Disk, and 10-Surface Disk respectively. The fourth section 
provides example programs for the three options. The fifth section describes driver 
program M$IO and formatter program M$FT, used by the three options. The final 
section is on the use of these options in a Fortran environment. 

Information contained in this manual enables the reader to write assembly language 
programs operating the options either directly or through the Honeywell- supplied I/O 
library, assuming the reader has a basic familiarity with Series 16 assembly language 
programming and the 316/516 Programmers' Reference Manual, Doc. No. 70130072156, 
Order No. BX47 (formerly M-490). 

©1970, 1971, Honeywell Information Systems Inc. 

#CA38 



REVISION HISTORY 



New 

Revision 
Level of 
Manual 



Change No. 



Effective Date 



Pages Affected 
by Revision 



9731 



October, 1971 



Cover, Copyright, 1-5, 1-8, 1-11, 
1-17, 1-18, 2-1, 2-5, 2-6, 2-7, 
2-11, 2-17, 2-18, 3-1, 3-2, 4-1, 
4-3 thru 4-11; Section III changed 
to IV, Section IV changed to V, new 
Sections III and VI added. 



#CA38 



TABLE OF CONTENTS 



Page 

Section I Type 4720 20-Surface Single Spindle Moving -Head 

Disk File Option 1-1 

Description 1-1 

Type Number Information 1-4 

Timing 1-4 

Storage Capacity 1-6 

Operation 1-8 

Controls and Indicators 1-8 

Start / Ready ... . 1-8 

Stop . . 1-8 

Fault/CP Finished 1-8 

Permit/ Protect 1-8 

Power 1-9 

Changing Disk Packs 1-9 

Cleaning Disk Packs 1-9 

Programming Information 1-10 

-Relevant Hardware Information 1-10 

Unit Number Assignment 1-10 

Track Format and Gap 1-10 

Status Word 1-12 

Setup Words 1-12 

Checksum 1-13 

Interrupt Requests 1-13 

Access to DMC Dedicated Locations 1—13 

General Instruction Sequences 1-14 

Seek, Seek Track Zero . . . 1 -14 

CP Finished . ... 1-15 

Read Current Address 1-15 

Write Track Format 1-16 

Read or Write One Record 1-17 

Read Status Word 1-18 

Instruction Descriptions 1-19 

Seek Track Zero, OCP '0025 . . . ... 1-19 

Direct Seek, OCP '0125 . . 1-19 

Read Current Address, OCP '0225 1-20 

CP Finished, OCP '0425 .. 1-20 

Write Track Format, OCP '0525 ........ 1-20 

Read or Write One Record, OCP '0625 ....1-20 

Read . 1-21 

Write 1-21 

Stop Transfer, OCP '1025 1-22 

Read Status Word, OCP ' 1 125 ........ 1-22 

Enable Data Transfer via DMC /DMA, 
OCP '1325; Enable Data Transfer via 

I/O Bus, OCP '1725 ....... .... 1-22 

Acknowledge Interrupt, OCP '1425 1-23 



iii #CA38 



TABLE OF CONTENTS (cont) 



Page 

Section I (cont) Input from Disk to A-Register If Ready, 

INA '0025. ................ ■ •••• 1 " 23 

Clear A-Register and Input from Disk to 

A-Register If Ready, INA ' 002$ 1-23 

Output to Moving-Head Disk If Ready, 

OTA '0025 .. l " 23 

Set Interrupt Mask (Bit 4), SMK '0020 1-24 

Skip If Ready, SKS '0025 . 1-24 

Skip If Not Interrupting, SKS '0125 1-24 

Skip If Operational, SKS '0025 1 -24 

Skip If No Error, SKS '0325 1-24 

Skip If Not Busy, SKS '0425 . 1-24 

Skip If Unit Not Seeking, SKS 'XX25. ..... 1-24 

Section II Type 4651 2-Surface Dual Spindle Moving-Head Disk 

Store Option 2-1 

Description 

Type Number Information 2-2 

Timing ••••• - - 

Storage Capacity 2 " z 

2 2 
Operation 

Controls and Indicators . . . . 2-2 

Power On (Green) 2-2 

Power Off (Red) 2-5 

Start/Stop • 2-5 

Ready/Load 2-6 

Check • ..-'.. '•'•• 2 " 6 

Permit/Protect................... 2-6 

Power • • • • • • • 

Changing Disk Packs 2-7 

Programming Information 2-7 

Relevant Hardware Information • • 2-7 

Index Mark ,. 2 " 7 

2 7 

Unit Number Assignment c -~ ' 

27 

Track Format and Gap . £ -" ' 

1 Status Word . . • • • • 2 " 9 

Setup Words 2-9 

Checksum " 7 

Interrupt Requests z "" 

Access to DMC Dedicated Locations 2-9 

General Instruction Sequences 2-13 

Seek, Seek Track Zero 2-14 

CP Finished 2-14 

Read Current Address • • • 2-14 

Write Track Format • • 2-15 

Read or Write One Record • • • 2-16 

Read Status Word '. 2-17 



IV 



#CA38 



TABLE OF CONTENTS (cont) 



Section II (cont) 



Section III 



Page 

Instruction Descriptions 2-18 

Seek Track Zero, OCP '0025. 2-18 

Direct Seek, OCP '0125 . . . . 2-18 

Read Current Address, OCP '0225 2-19 

CP Finished, OCP '0425.. .. 2-19 

Write Track. Format, OCP '0525. ......... 2-19 

Read or Write One Record, OCP '0625 2-19 

Read 2-20 

Write 2-20 

Stop Transfer, OCP '1025 . . . . . 2-21 

Read Status Word, OCP '1125 , . . . . 2-21 

Enable Data Transfer via DMC/DMA, 

OCP '1325; Enable Data Transfer via 

I/O Bus, OCP '1725 2-21 

Acknowledge Interrupt, OCP '1425 2-22 

Input from Disk to A-Register If Ready, 

INA '0025 ..... '.'.. 2-22 

Clear A-Register and Input from Disk to 

A-Register If Ready, INA '1025 2-22 

Output to Moving -Head Disk If Ready, 

OTA'0025... 2-22 

Set Interrupt Mask (Bit 4), SMK '0020 .......... 2-23 

Skip If Ready, SKS "0025 2-23 

Skip If Not Interrupting, SKS '0125 '.'.' 2-23 

Skip If Operational, SKS '0225 2-23 

Skip If No Error, SKS '0325 2-23 

Skip If Not Busy, SKS '0425 . 2-23 

Skip If Unit Not Seeking, SKS 'XX25 2-23 

Type 4623 10-Surface Single Spindle Moving-Head 

Disk File Option 3_1 

Description 3_l 

Type Number Information 3_5 

Timing / 3.5 

Storage Capacity 3.5 

Operation 3_g 

Controls and Indicators 3_8 

Start Indicator /Switch 3_8 

Start 3_8 

Stop... • V- • 3-8 

Unit Number Indicator 3 _8 

Fault Indicator Switch 3_8 

Write Permit Indicator /Switch 3-9 

CP Finished Indicator /Switch . . . 3-9 

Power 3_9 

Changing Disk Packs 3-9 

Cleaning Disk Packs 3-9 



#CA38 



TABLE OF CONTENTS (cont) 



Section III (cont) 



Page 

Programming Information 3 1Q 

Relevant Hardware Information 3I10 

Unit Number Assignment . . . 3_io 

Track Format and Gap 3 , Q 

Status Word 

Setup Words 

Checksum _ , . 

_ 3-14 

Interrupt Requests 314 

Access to DMC Dedicated Locations .'." .' .' ." .' " ' 3 ~ 14 

General Instruction Sequences " " 3 "15 

Seek, Seek Track Zero 3I15 

CP Finished * " * _ ,, 

Read Current Address * ' 3 

Write Track Format 3 Ii 7 

Read or Write One Record . \ " * 3 " 18 

Read Status Word ...... 

Instruction Descriptions 3 ~ 2 - 

Seek Track Zero, OCP ! 0025 .*.'.".'"' 3I2O 

Direct Seek, OCP '0125 3I20 

Read Current Address, OCP'0225 ' 3.31 

CP Finished, OCP "0425 3I2I 

Write Track Format, OCP '0525 . . . . . 3I2I 

Read or Write One Record, OCP »0625 3*21 

^ ad • '.'.'.'.'.'.'.'. 3-~22 

Write 22 

Stop Transfer, OCP '1025 3I23 

Read Status Word, OCP '1125 . . . 3*23 

Enable Data Transfer via DMC/ DMA, 
OCP '1325; Enable Data Transfer via 

I/O Bus, OCP "1725 3_ 23 

Acknowledge Interrupt, OCP '1425 '.'.'.'.'. 3^23 

Input from Disk to A-Register If Ready 

INA '0025 , ,. 

dear A-Register and Input from Disk to 

A-Register If Ready, INA '1025 .. 3.24 

Output to Moving -Head Disk If Ready, 

OTA '0025 3 _ 24 

Set Interrupt Mask (Bit 4), SMK '0020 ........ \ [ 3I24 

Skip If Ready, SKS '0025 [ m 3 _ 25 

Skip If Not Interrupting, SKS '0125 3,35 

Skip If Operational, SKS '0025 ' 3 ~_ Z5 

Skip If No Error, SKS '0325 3I25 

Skip If Not Busy, SKS '0425 3 1 25 

Skip If Unit Not Seeking, SKS 'XX25. ............ 3 1 2 5 



vi 



#CA38 



TABLE OF CONTENTS (cont) 



Section IV 



Section V 



Section VI 



Page 

Example s 4 _ 1 

Seek Track Zero 4-1 

Write. Track Format 4-1 

Read One Record on DMA/Write One Record 

onDMC 4-1 

Driver M$IO and Formatter M$FT . . 5-1 

Driver M$IO . . . 5 _ 1 

Initialize Drive , M$IN . . . 5-1 

Read Record, Write Record, or Read Current 

Record Address, M$IO 5-1 

Seek Track Zero, M$SZ 5-4 

Check Status, M$CK . 5-4 

Central Processor Finished with Unit, M$CF 5-4 

Formatter M$FT 5-5 

Description 5-5 

Use '.. . . 5_7 

Format (F) Mode .'...' . . ... 5-7 

Command Types for F Mode 5-7 

Type 1 Command 5-8 

Type 2 Command 5-9 

Type 3 Command 5-9 

Type 4 Command 5.9 

Keyboard Conventions for F Mode 5-9 

OLERT (O) Mode ... . ..;. 5-10 

Track Specification (T) Mode 5-11 

Verify Format (V) Mode 5-11 

Read One Record (R) Mode .. 5-11 

Keyboard Conventions for T, V, and 

R Modes 5-11 

Channel Data in V or R Mode 5-12 

Error Messages 5-12 

Formatting Examples 5-12 

Conventional f . . . 5-12 

Format/ Write .... . . . 5-13 

Interlace . 5-16 

OLERT . .. . . . . . . 5-16 

Fortran Access to Disk Storage 6-1 

Error Processing 6-1 

Assembly Language Interface 6-2 

Fortran Using Program 6-2 

Non-ANSI Fortran Features . 6-4 

Use of Fortran Format Statements 6-4 



vii 



#CA38 



LIST OF ILLUSTRATIONS 



Page 

Figure 1-1. 20-Surface Single Spindle Disk Storage Unit 

Type 4720 1-2 

Figure 1-2. 20-Surface Disk Pack, Type 4722 1-3 

Figure 1-3. T YP e 4720 System Block Diagram 1-4 

Figure 1-4. Physical Organization of Type 4722 Disk Pack 1-5 

Figure 1-5. 20-Surface Disk Track Capacity vs Number of 

Records per Track 1-7 

Figure 1 -6. 20-Surface Disk Track Format . . 1-11 

Figure 1 -7. 20-Surface Disk Status Word Format 1-12 

Figure 1-8. 20-Surface Disk Instructions with Required Setup Words. . . 1-13 

Figure 2-1 . 2 -Surface Dual Spindle Disk Storage Unit, Type 4651 2-3 

Figure 2-2. 2 -Surface Disk Pack, Type 4653 2-4 

Figure 2-3. Type 4651 System Block Diagram 2-4 

Figure 2-4. Physical Organization of Type 4653 Disk Pack 2-8 

Figure 2-5. 2 -Surface Disk Track Capacity vs Number of Records 

per Track . . . 2-10 

Figure 2-6. 2 -Surface Disk Track Format. 2-11 

Figure 2-7. 2 -Surface Disk Status Word Format. . 2-12 

Figure 2-8. 2-Surface Disk Instructions with Required Setup Words . . . 2-12 

Figure 3-1. 10-Surface Single Spindle Disk Storage Unit, 

Type 4623 . . 3-2 

Figure 3-2. 10-Surface Disk Pack, Type 4622 3-2 

Figure 3-3. Type 4623 System Block Diagram 3-3 

Figure 3-4. Physical Organization of Type 4622 Disk Pack 3-4 

Figure 3-5. 10-Surface Disk Track Capacity vs Number of 

Records per Track 3-7 

Figure 3-6. 10-Surface Disk Track Format 3-12 

Figure 3-7. 10-Surface Disk Status Word Format 3-13 

Figure 3-8. 10-Surface Disk Instructions with Required Setup Words. . . 3-14 

Figure 4-1. Seek Track Zero Example . 4-2 

Figure 4-2. Write Track Format Example 4-3 

Figure 4-3. Read One Record on DMA Example 4-4 

Figure 4-4. •■ .Write One Record on DMC Example ....'.. 4-5 

Figure 5-1. Driver M$IO Calling Sequence Example 5-3 

Figure 5-2 . M$FT Memory Map 5-6 

Figure 5-3. M$FT Conventional Formatting Example 5-14 

Figure 5-4. M$FT Format/Write Example 5-15 

Figure 5-5. M$FT Interlace Example 5-17 

Figure 5-6. M$FT OLERT Format Example . 5-18 

Figure 6 -1 . Fortran -to-M$IO Interface 6-5 

Figure 6-2. Fortran Code to Access Disk Through M$IO 6-6 

Figure 6-3. Dummy Device Driver 6-7 

Figure 6-4. Use of Dummy Device Driver 6-7 



viii #CA38 



LIST OF TABLES 



Table 1-1. 
Table 1-2. 
Table 1-3. 

Table 1-4. 
Table 1-5. 

Table 1-6. 
Table 1-7. 

Table 1-8. 

Table 1-9. 

Table 1-10. 

Table 2-1. 
Table 2-2. 
Table 2-3. 

Table 2-4. 
Table 2-5. 

Table 2-6. 
Table 2-7. 

Table 2-8. 

Table 2 -9. 

Table 2-10. 

Table 3-1. 
Table 3-2. 
Table 3-3. 

Table 3-4. 
Table 3-5. 

Table 3-6. 
Table 3-7.' 

Table 3-8. 

Table 3-9. 

Table 3-10. 



Page 

Timing for Basic Type 4720 Disk Functions 1-4 

20-Surface Moving-Head Disk Capacity 1-6 

Type 4722 Record Capacity as Function of 

Records/Track 1-6 

20-Surface Moving -Head Disk Instructions 1-14 

20-Surface Disk Seek and Seek Track Zero 

Instruction Sequence 1-15 

20-Surface Disk CP Finished Instruction Sequence 1-15 

20-Surface Disk Read Current Address Instruction 

Sequence 1-16 

20-Surface Disk Write Track Format Instruction 

Sequence 1-17 

20-Surface Disk Read or Write One Record 

Instruction Sequence 1-18 

20-Surface Disk Read Status Word Instruction 

Sequence 1-19 

Timing for Basic Type 4651 Disk Functions 2-5 

2 -Surface Dual Spindle Moving -Head Disk Capacity 2-5 

Type 4653 Record Capacity as a Function of 

Records/Track 2-6 

2 -Surface Moving -Head Disk Instructions 2-13 

2 -Surface Disk Seek and Seek Track Zero Instruction 

Sequence 2-14 

2 -Surface Disk CP Finished Instruction Sequence 2-14 

2 -Surface Disk Read Current Address Instruction 

Sequence 2-15 

2 -Surface Disk Write Track Format Instruction 

Sequenc e 2-16 

2-Surface Disk Read or Write One Record Instruction 

Sequence 2-17 

2-Surface Disk Read Status Word Instruction 

Sequence 2-18 

Timing for Basic Type 4623 Disk Functions 3-5 

10 -Surface Moving -Head Disk Capacity 3-6 

Type 4622 Record Capacity as a Function of 

Records/Track . 3-6 

10-Surface Moving-Head Disk Instructions 3-15 

10 -Surface Disk Seek and Seek Track Zero 

Instruction Sequence 3-16 

10-Surface Disk CP Finished Instruction Sequence 3-16 

10-Surface Disk Read Current Address Instruction 

Sequence 3-17 

10-Surface Disk Write Track Format Instruction 

Sequence 3-18 

10-Surface Disk Read or Write One Record 

Instruction Sequence 3-19 

10-Surface Disk Read Status Word Instruction Sequence . . . 3-20 



IX 



#CA38 



LIST OF TABLES (cont) 



Page 

Table 5-1. Column Assignments for M$FT Type 1 Commands 5-8 

Table 5-2. Column Assignments for M$FT Type 2,3, and 4 

Commands c q 

Table 5-3. Typical M$FT Program Area Addresses for 

20 -Surface Disk 5 10 

Table 5-4. M$FT Error Messages .1 ........... .... 5^2 



#CA38 






SECTION I 

TYPE 4720 20 -SURFACE SINGLE SPINDLE 
MOVING -HEAD DISK FILE OPTION 



DESCRIPTION 

The 20 -Surface Single Spindle Moving -Head Disk File Option, Type 4720, consists of 
a disk control unit and one to eight disk storage units. Each disk storage unit houses a 
disk drive and a disk pack, the recording medium. Figure 1-1 shows the Type 4720 
20-Surface Single Spindle Disk Storage Unit, and Figure 1-2 shows the Type 4722 20- 
Surface Disk Pack. The disk control unit is referred to in this manual alternately as the 
DCU and the disk controller. Unit, when used alone, is synonymous with disk storage 
unit. 

Notice in Figure 1-3, the system block diagram, that the disk control unit maybe 
connected to the central processor through either a direct multiplex control (DMC) channel 
or a direct memory access (DMA) channel. The DMC transfers data between memory and 
the peripheral devices over the standard I/O bus. The DMA transfers data to and from 
memory at high speed over a special data bus. DMC also allows use of the I/O bus; DMA 
does not. Although this option can operate via the I/O bus, Honeywell neither supports 
nor recommends such operation. 

The recording medium, known as the disk pack, is a stack of 11 aluminum plates 
coated with magnetic material. It is physically interchangeable with the IBM 15 -megabyte 
disk pack. With required adjustments, the Honeywell drive can read from or write on an 
IBM disk. Figure 1 -4 shows the physical organization of the Honeywell disk pack. 

The Type 4720 option reads from and writes on number 203 cylinders*. The term 
"cylinder" refers to a set of 20 recording tracks which are at the same radial distance 
from the hub. The drive detects the beginning of all tracks by sensing one physical index 
mark on the disk pack hub. Each track is divided into records in a format defined by the 
user. The fields within a record are discussed under "Programming Information" in this 
section. 

The controller is described in Doc. No. 70130072318; the drive is described in 
Doc. No. 60034962002, 172/273/274 Disk Pack Drives Operation Maintenance Manual. 



*By convention, -cylinders 200, 201, and 202 are used as spares. 
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Figure 1-1.. 20-Surface Single Spindle Disk Storage Unit, 

Type 4720 
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Figure 1-2. 20 -Surface Disk Pack, Type 4722 
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Figure 1-3. Type 4720 System Block Diagram 



Type Number Information 

To specify a 20-Surface Moving-Head Disk system, choose from the following typ< 
Type No. 



4720 



4721 



4722 



Disk Control Unit with one Disk Storage Unit (each DCU 
is capable of controlling up to eight Disk Storage Units) 

Additional Disk Storage Unit (Disk Storage Drive and 
Disk Pack) 

Additional Disk Pack 



Timing 

The timing of disk rotation, bit transfer, and head travel is shown in Table 1-1. 
The timing of specific data input and output operations is discussed under "Programming 



Information. 



Table 1-1. Timing for Basic Type 4720 Disk Functions 



Rotational speed 


2352-2448 rpm 


Time for one revolution 


25 ms (nominal) 


Average rotational latency 


12. 5 ms 


(Time lapse for required data 




to move under head) 




Word transfer time 


12.8 |xs 


Word data aperture 


12 (is 


Maximum head travel time: 




1 cylinder 


20 ms 


200 cylinders 


110 ms 
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Figure 1-4. Physical Organization of Type 4722 Disk Pack 
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Storage Capacity 

The storage capacity of a disk pack depends on the format chosen for the tracks. 
Each track may be formatted for 1 to 103 records. The maximum capacity of a track is 
1, 891 words in 1 record. . The, 16. 5 -word overhead and the timing tolerance (5 percent 
gap) associated with each record reduce the net storage capacity as more records are 
formatted. 



) 



Table 1-2 shows the gross storage capacity. Figure 1-5 shows the capacity of a 
track as a function of the number of records formatted on it. Table 1-3 shows record 
capacity as a function of the number of records per track for some commonly selected 
values. 

Table 1-2. 20-Surface Moving -Head Disk Capacity* 





Maximum 


Minimum 


Words per track 




•1,891 


103 


Words per surface 




378,200 


20,600 


Words per disk pack 




7,564,000 


412, 000 


Words per control unit 
(with 8 drives) 




60,512, 000 


3,296,000 


^Maximum capacity obtained with one 
capacity obtained with 103 one -word 


1,891 -word record pe 
records per track. 


r track; minimum 



Table 1-3. Type 4722 Record Capacity as Function of Records/Track* 



N 



D' 



N 



D 1 



N 



1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 



1891 


12 


914 


13 


599 


14 


443 


15 


350 


16 


288 


17 


244 


18 


212 


J 9 


186 


20 


166 


21 


149 


22 



135 


23 


62 


123 


24 


59 


113 


25 


56 


106 


26 


53 


97 


27 


50 


90 


28 


48 


84 


29 


46 


79 


30 


44 


74 


31 


42 


70 


32 


40 


66 


33 


38 



*N = no. of records /track. 
D' = no. of 16 -bit words/record for G = 5% 
Data applicable for primary power frequencies of 60 ± 1/2 Hz. or 5- ± 1/2 Hz. 

I For tolerances greater than 1/2 Hz, see "Track Format and Gap" in this section. 
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Figure 1-5. 20-Surface Disk Track Capacity vs 
Number of Records per Track 



1-7 



#CA38 



OPERATION 

Controls and Indicators 

Each disk drive contains four indicator /switches which function as follows. 

START /READY 

To start up the disk, apply power to the unit (if not on), load the disk pack, close 
the cover, and press START. The indicator will illuminate, the disk will rotate, and the 
heads will seek to track zero. In about 25 seconds the READY indicator will light. 
During this cycle-up sequence a set of brushes will wipe all recording surfaces and then 
retract. 

STOP 

Press STOP to remove power from the spindle drive motor and brake the spindle. 
The START light will go out, STOP will illuminate, and the heads will retract. In about 
15 seconds the disk will stop rotating and will release the cover lock solenoid. 

FAULT /CP FINISHED 

The FAULT indicator lights upon detection of any of the following conditions. 

a. Selection of more than one head 

b. Improper combination of read, write, and erase heads or drivers 
(e.g., both read and erase) 

c. Attempt to read, write, or erase with head not directly on track 

d. Disk not rotating at proper speed 

Depressing FAULT clears the indicator. If the condition reappears, the indicator lights 
again. Clearing a recurrent fault may be attempted by stopping the unit, then restarting 
it with the START switch. 



OCP '0425 controls the CP FINISHED indicator. The programmer can program 
this indicator to flash as a signal to the operator that the program is finished with the 
current disk pack. The command also causes the unit to cycle down. Push CP FINISHED 
to turn off the indicator. 

PERMIT /PROTECT 

The permit state allows writing or formatting on a disk. Since the unit cycles up 
(i.e., starts) in the protect state, press PERMIT before attempting either of these 
operations. 
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Power 

The main circuit breaker at the front of the disk drive controls power to the unit 
except for the main motor. Controller logic is powered from the computer. The main 
motor is controlled by the START pushbutton and interlocked with the plastic cover. 

Changing Disk Packs 

The disk pack should be changed with the main circuit breaker ON. This activates 
the spindle brake, making pack changing easier, and safer. 

To install a pack, hold it by its cover handle, and remove the bottom cover by un- 
screwing the knob at the bottom. Slide back the plastic cover on the disk drive and lower 
the pack over the matching spindle, being careful not to bump one against the other. Twist 
the disk pack handle clockwise until the pack is firmly seated on the spindle. Raise the 
disk pack cover and remove it. Close the plastic cover of the disk drive immediately to 
prevent the entry of dust. 

To remove a pack, first make sure it is not rotating. Then slide back the plastic 
cover of the drive and place the disk pack cover over the disk pack, making sxire it is 
seated. Twist the disk pack cover handle counterclockwise until the pack is free. Remove 
the disk pack and close the drive cover. Place the disk pack in position over the bottom 
cover and tighten it with the bottom knob. 

Cleaning Disk Packs 

Dust or dirt on the disc pack recording surfaces may cause read or write errors as 
well as permanent damage to the surfaces and the read/write heads. Honeywell disk pack 
drives are equipped with nylon cleaning brushes to ensure optimum performance. Manual 
cleaning on Honeywell drives equipped with brushes is not usually necessary; brushes 
clean the packs during each cycle -up. 

If a specific pack continually causes read errors after write operations, however, 
cycle up the unit five times. The brushes will clean the error -causing disk pack during 
the cycle -up process. If read errors persist and the record or format was written on 
another drive, this may be the cause of the error. If errors persist and the drive used 
for writing and reading is the same and otherwise satisfactory, take the error-causing 
track out of service and assign one of the spare tracks. If spare tracks are not available, 
remove the pack from service, as the entire surface may be degraded. 
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Check the disk pack filter on the bottom of each pack and change it when necessary. 
Filters can be ordered through your local Honeywell Field Service Office. 

Note that Honeywell disk packs are impervious to 91 -percent isopropyl alcohol 
(2-propanol); however, other solvents may cause damage. 

PROGRAMMING INFORMATION 

Relevant Hardware Information 

UNIT NUMBER ASSIGNMENT 

Each disk drive is assigned a number from to 7 at its installation, and each drive 
should be labelled with its appropriate number. 

TRACK FORMAT AND GAP 

Figure 1-6 shows the track format. Information is recorded on the disk in a serial 
bit stream. 

Field A is a 64 -bit field which allows for jitter in detection of the index mark. This 
field is recorded only before the first record of the track. Fields B, E, and K are 64-bit 
fields which allow for the distance between the erase head and the read/write head. Fields 
C, F, and J are special fields also used internally. Field D is the address, which is a 
24-bit field with the first 8 bits ignored. The remaining 16 bits contain a program- 
assigned address for each record. Field G contains the data of the record. Field H is a 
16 -bit record checksum for field G. Field Lisa gap field which must be at least 5 per- 
cent of the total length of fields B through K: 

L = 16(0. 05<G + 16.5)) = 0.80G + 13.2 
where L is the length of field L in bits, G is the length of field G in words, and 16.5 is the 
length in words of fields B through K except G. If the frequency tolerance exceeds 0. 5 Hz, 
increase the gap proportionally. For example, with a tolerance of 1.0 Hz, increase the 
gap to 10 percent: 

5% Gap 

0.5 Hz ~ 1.0 Hz 

To access sequential records within the same rotation, take into account time T 
between the end-of-busy for the first record (which allows the next OCP to be sent) and 
the output of the second setup word as follows. 
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8-BIT SYNC MARK 
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DATA 
(1-1800 WORDS) 



Figure 1-6. 20 -Surface Disk Track Format 
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L = 16(0. 05(G + 16.5) + 0.078T + 1.75) 
= 0.80G + 41.2 + 1.25T 
where T is in p.s. The minimum time T between the initiating OCP and output of the second 
setup word is 55 H-s. 

STATUS WORD 

The programmer can obtain detailed information about the state of important elements 
within the controller by requesting a status word transfer. In particular, the contents of 
the status word help him to determine if recovery from an error state is possible. 
Figure 1-7 shows the format of the status word with the significance of each bit (when set) 
called out. 



—————— ^^—r- ' — — — — — — - — : — - ; r- 






12 3 4 5 6 7 


8 - 9 10 


11 12 13 14 15 16 






























End-of-Record Mark Found 




























Error, OR of bits 3-7 and 1 1-14 


























Data Transfer Rate Failure 
























' Checksum Error 






















Data Unsafe inconsistency in internal logic, such as read 

and write at the same time or erase without detent; 
refer to the hardware manual for complete list 
of data unsafe conditions) 




















Write Operation requested while in protect mode 


















Seek Error {Attempt to seek track outside -1 to 202 limits) 
















Requested Unit Not Available 














Heads Not Loaded on Selected Unit 












Attempt to Format over Index Mark 










Requested Address Not Found 








Data Ready for Transfer 






Controller Busy * 





Figure 1-7. 20-Surface Disk Status Word Format 

SETUP WORDS 

Six of the OCP instructions require one or two setup words which transfer informa- 
tion necessary for the particular operation. Figure 1-8 contains these six OCPs and the 
formats of the corresponding setup words. 
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OCP '0025 

Seek Track Zero 

OCP '0125 
Direct Seek 

OCP '0225 

Read Current Address 

OCP '0425 
CP Finished 

OCP '0525 

Write Track Format 

OCP '0625 

Read/Write One Record 




IO It 12 I3 |4 15 



UNIT 
NO. 



UNIT 
NO. 



UNIT 
NO. 




RECORD ADDRESS 



NOTE 

D = Direction. means toward hub; 1 means toward rim. 

RA/V = Read or Write. means read; 1 means write. 
Shaded bits not used. 



Figure 1-8. 20 -Surface Disk Instructions with Required Setup Words 

CHECKSUM 

As data is written onto the disk the controller accumulates a checkword. The check- 
word is formed by exclusively ORing all data words into a register. At the end of an 
n-word transfer, the checkword is a 16-bit even-parity checksum which is written onto 
the disk as word n+ 1 . 

When data is read from the disk and passes back through the controller, the hard- 
ware recomputes the checksum. Word n+ 1 is included in the computation. If the result 
is nonzero, the checksum error bit in the status word is set. A programmer may examine 
the checkword by requesting an n+ 1 word read operation. 

INTERRUPT REQUESTS 

Certain conditions cause hardware interrupt requests. These conditions are listed 
under "Acknowledge Interrupt, OCP '1425" in this section. 



ACCESS TO DMC DEDICATED LOCATIONS 

On a Model 316 with high-speed DMC the programmer is guaranteed access to DMC 
dedicated locations only when the disk controller is not busy. More information on this 
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subject is presented in the 316/516 Programmers' Reference Manual (Doc. No. 701300- 
72156) under "316 High-Speed DMC Dedicated Locations. " 



General Instruction Sequences 

The instruction complement for the Type 4720 is given in Table 1-4. Tables 1-5 
through 1-9 give appropriate instruction sequences for common operati< 



tons, 



SEEK, SEEK TRACK ZERO 

Before information can be transferred to or from a record, the head must be 
positioned on the proper track. Two instructions perform this function: One is an ab- 
solute seek to cylinder 000; the other moves the head a specified number of cylinders in 
either direction from the current position. The programmer is expected to keep track 
of the current head position within his program. Table 1 -5 shows the sequence of oper- 
ations required for the seek operations. 

Table i-4. 2 -Surface Moving -Head Disk Instructions* 



Instruction 



Function 



OCP '0025 
OCP '0125 
OCP '0225 
OCP '0425 
OCP '0525 
OCP '0625 

OCP '1025 
OCP '1125 
OCP '1325 
OCP '1425 
OCP '1725 

INA 'X025 

OTA '002 5 

SKS '0025 

SKS '0125 . 

SKS '0225 
'^•S KS 'fl-^& fe 
--SKS~i04££^ 

SKS '0725 

SKS '1125 
SKS '1225 
SKS '1325 
SKS 4425 
SKS 4525 
SKS 4625 
SKS 4 725 

SMK '0020 



Seek track zero 

Direct seek 

Read current address 

CP finished 

Write track format 

Read or write one record 

Stop transfer 
Read status word 
Enable DMC /DMA mode 
Acknowledge interrupt 
Enable I/O bus mode 

Input from disk to A-register if ready 

Output contents of A-register to disk if ready 

Skip if ready 

Skip if disk not requesting interrupt 

Skip if operational 

Skip if not busy * 

Skip; if no error 

Skip if unit 7 not seeking 

Skip if unit not seeking 
Skip if unit 1 not seeking 
Skip if unit 2 not seeking 
Skip if unit 3 not seeking 
Skip if unit 4 not seeking 
Skip if unit 5 not seeking 
Skip if unit 6 not seeking 

Set interrupt mask (bit 4) 



*Address of moving-head disk control unit is 25. X in INA 'X025 may be either 1 or 0; 
1 means clear A-register before input; means input without first clearing. 
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Table 1-5. 20 -Surface Disk Seek and Seek Track Zero 
Instruction Sequence 



Step 



I/O Bus & DMC 



Test control unit busy indicator 
Test if drive seeking 

Execute seek instruction 
Output setup word 



Handle seek complete interrupt 
request 



DMA 



Test control unit busy indicator 

Test if drive seeking 

Set up DMA for one -word 
transfer 

Execute seek instruction 

(Enter DMA) 

(End-of-range) 

Handle seek complete interrupt 
request 



CP FINISHED 

Execution of the CP finished instruction causes the selected unit to seek track zero, 
power down, and flash the CP FINISHED indicator. The flashing continues until the 
operator presses CP FINISHED. The sequence of operations required for a CP finished 
instruction is shown in Table 1-6. 

Table 1 -6. 20 -Surface Disk CP Finished Instruction Sequence 



Step 


I/O Bus and DMC 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


•■■ — 


Set up DMA for one -word 
transfer 


3 


Execute CP Finished instruction 


Execute CP Finished instruction 


4 


Output setup word 


(Enter DMA) 


5 


— 


(End-of-range) 



READ CURRENT ADDRESS 

Disks often are formatted so that the address of each record identifies the track, 
head, and unit. By r*&ading,the addW*ss of the next record formatted under such a system, 
a programmer can determine the track location and relative rotational position of the 
heads on the disk. Table 1-7 shows the sequence of operations required for reading the 
current address. When the DMA is used, the address is returned as the second word of 
the two -word buffer. 
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Table 1-7. 20-Surface Disk Read Current Address 
Instruction Sequence 



Step 


I/O Bus 


DMC 


DMA 


1 


Test control unit busy- 


Test control unit busy- 


Test control unit busy 




indicator 


indicator 


indicator 


2 


— 


Set up DMC for one- 


Set up DMA for one- 






word input transfer 


word output transfer 


3 


Enable transfer via 


Enable transfer via 


Enable transfer via 




I/O bus 


DMC /DMA 


DMC /DMA 


4 


Execute read current 


Execute read current 


Execute read current 




address instruction 


address instruction 


address instruction 


5 


Output setup word 


Output setup word 


(Enter DMA) 


6 


INA current address 


(Enter DMC) 


(Disk control unit 
switches DMA to input) 


7 


Return to DMC /DMA 


(End-of-range) 


(End-of-range) 




mode 







WRITE TRACK FORMAT 

Table 1-8 shows the sequence of operations required for writing a track format. 
Formatting takes place in the following order (after the setup word). 
a. Record address 

Data for every word in the record (may be blank or filler) 
End-of-range 



b. 
c. 
d. 



Five -percent gap word (whose value is the number of bit cells in the 
gap field) 

e. Repetition of steps a. through d. for each record 

f. End-of-range, acknowledge interrupt, and stop transfer after the 
last record (which writes gap to the track origin) 



The 5 -percent gap word related to the previous record must be output as the first 
word of the block being output for the present record. s 

Because of timing constraints the CPU must be dedicated exclusively to formatting, 
Time -sharing or multiprogramming is not possible, because time is not available to 
handle interrupts. 



1-16 



#CA38 



Table 1-8. 20 -Surface Disk Write Track Format 
Instruction Sequence 



1 

Step 


DMC 


DMA 


1 
2 

3 

4 

5 
6 
7 

8 

9 
10 

11 


Test control unit busy indicator 

Set up DMC for n+ 1 -word 
output 3. 

Enable transfer via DMC /DMA 

Execute write track format 
instruction 

Output setup word 

(Enter DMC) 

(End-of-range) 

Reinitialize DMC for n+2-word 
output c 

(Enter DMC) 

Repeat steps 6 through 9 for 
each record 

Reinitialize DMC for 1 -word 
output^ 


Test control unit busy indicator 
Set up DMA for n+2-output b 

Enable transfer via DMC /DMA 

Execute write track format 
instruction 

(Enter DMA) 

(End-of-range) 

Reinitialize DMA for n+2-word 
output 

(Enter DMA) 

Repeat steps 6 through 9 for 
each record 

Reinitialize DMA for 1 -word 
output 


a . 

For first DMC transfer, word 1 should be record address and the remaining n words 

should be data. 

b 

For first DMA transfer, word 1 should be setup word, word 2 should be record address, 

and the remaining n words should be data. 

c 

For subsequent DMC or DMA transfers, word 1 should be the 5 -percent gap word for the 

preceding record, word 2 should be the record address, and the remaining n words 
should be data. 

d 

Last DMC or DMA transfer should be 5 -percent gap word for the previous record. Set- 
up must be accomplished within 60 us and subsequent interrupt request must be followed 
by stop transfer and acknowledge (clear) interrupts commands. The drive will write gap 
until it detects track origin. 

If the programmer has ensured that enough space remains on disk for gap for the final 
record (he may include the 64 -bit field A), he need not transfer the 5 -percent gap for the 
final record. If the last gap word is not transmitted or timing requirements are not 
satisfied, the drive writes gap to track origin and sets the data-transfer rate -failure bit 
in the status word. 



READ OR WRITE ONE RECORD 

The sequence of instructions for these two operations is almost identical. The data 
words, preceded by two setup words, are transferred between the computer and the disk. 
The address is read but not modified. The record checksum is written or read and com- 
pared but is not transferred to the computer unless a read has been specified for more 
words than the record contains. Table 1-9 shows the sequence of operations required for 
reading or. writing one record. 
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Step 



Table 1-9. 20 -Surface Disk Read or Write One Record 
Instruction Sequence 



J 



DMC 



Test control unit busy indicator 

Set up DMC for n-word input or 
output 

Enable transfer via DMC /DMA 

Execute read/write one record 
instruction 

Output first setup word 

Output second setup word 

(Enter DMC) 

(End-of-range) 



DMA 



Test control unit busy indicator 

Set up DMA for N+2-word 
output 3- 

Enable transfer via DMC /DMA 

Execute read/write one record 
instruction 

(Enter DMA) 



(Disk control unit switches DMA 
to input when reading) 

(End-of-range) 



For DMA transfers, words 1 and 2 must be setup words; the remaining n words are data 
storage locations. 

The time of second setup word is critical only if sequential access within the same 
rotation is desired (see "Track Format and Gap", a preceding paragraph). 



In an under -range read the controller transfers the specified number of words to 
memory and discards the remainder of the record. The controller becomes not busy 
shortly after the end-of-record mark is detected. The checksum is handled as in a nor- 
mal read. 

An over-range read, which inputs the checksum word (often useful for error re- 
covery), terminates at the end-of-record mark. The checksum error bit (bit 13 in the 
status word) is valid as in a normal read. An under -range write causes no problems. 

An over -range write reduces the gap field correspondingly for up to four words over 
the original format. If more than four words are written beyond the format, the next 
record (and format) is destroyed. The current record is readable under most circum- 
stances. . ' 

READ STATUS WORD 

The sequence in Table 1-10 shows the order of instructions to read the contents of 
the status register. With DMC it is easiest to code this operation using the I/O bus as 
shown below, although DMC is perfectly acceptable. 
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Table 1-10. 20 -Surface Disk Read Status Word 
Instruction Sequence 



Step 


I/O Bus 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 




2 


Enable I/O bus 


Set up DMA for one -word input 
transfer 




3 


Execute read status word 


Execute read status-word 






instruction 


instruction 




4 


Input status word 


(Enter DMA) 




5 


Enable DMC/DMA 


(End -of -range) 





Instruction Descriptions 

SEEK TRACK ZERO, OCP '0025 

This instruction and its associated setup word cause the heads on the selected unit to 
move to track 000. The disk control unit busy indicator is set for 50 (is after the setup 
word is output; the seeking indicator of the selected unit is set for 20 to 110 ms after the 
setup word is output (see Table 1-1). 

More than one disk drive may be seeking at a time. When the heads reach track zero, 
the controller generates an interrupt request (which may be delayed until the controller 
becomes not busy). This instruction is ignored if issued while the disk control unit busy 
indicator is set. A seek-track-zero instruction executed with the heads already on track 
zero is processed the same as a seek-track-zero from any other position. 

DIRECT SEEK, OCP '0125 

This instruction and its associated setup word cause the heads on the selected unit to 
move the number of tracks specified by bits 9 through 16 of the setup word and in the 
direction specified by bit 8 of the setup word, where means toward the center of the disk 
(higher track numbers) and 1 means toward the outside of the disk (lower track numbers). 
If the disk control unit detects a in the difference field (bits 9 through 16), it sends no 
orders to the disk drive, sets the seek error bit in the status word, and generates an 
interrupt request. The disk control unit busy indicator is set for 50 jjls after the setup 
-word is output; the selected unit seeking indicator is set for 20 to 110 ms after the setup 
•word is output. This instruction is ignored if issued while the disk control unit busy 
indicator is set. 



The programmer can code several units to seek concurrently with successive OCP 
seeks and setup words. He must test for controller busy between OCP's. If several units 
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are seeking, the programmer can either acknowledge interrupts as they occur or wait 
until all units have finished seeking, and then clear all interrupt requests with one 
acknowledge interrupt. An interrupt request will be delayed until the controller becomes 
not busy (e. g. , a data transfer follows a seek). A seek directed to a nonexistent track 
results in a seek to zero and a seek error in the status word. 

READ CURRENT ADDRESS, OCP '0225 

This instruction and its associated setup word cause the next address encountered 
on the selected track by the selected head to become available on the input bus. The 
disk control unit busy indicator is set from the time the setup word is output until the 
address becomes available to the central processor. Then the ready indicator is set, 
the busy indicator is reset, and an interrupt request is generated. This OCP has no 
effect if issued while the DCU is busy. 

CP FINISHED, OCP '0425 

Execution of this instruction and its associated setup word cycles down the unit, 
starts the CP FINISHED indicator flashing, and illuminates STOP. A programmer may 
code this operation to signal the operator that a certain disk is no longer needed by the 
executing program. The DCU busy indicator remains set for 50 ^s after the setup word 
OTA. No interrupt request is generated. 

WRITE TRACK FORMAT, OCP '0525 

This instruction and its associated setup word cause the selected head on the 
selected unit to detect the track origin and write a new format on the track. In addition, 
data may be written in the newly formatted records. The address, the data, and the 
gap size are under program control. If the output transfer rate is not maintained by the 
computer, the disk control unit aborts the operation, writes gap to the track origin, and 
sets the data-transfer rate-failure bit in the status word. The DCU is busy from the 
time of the order -initiation OCP until formatting terminates at track origin. Refer to 
"Track Format and Gap" earlier in this section for information on how to format to 
access sequential records on a track. 

READ OR WRITE ONE RECORD, OCP '0625 

This instruction and its two associated .setup words cause the selected head on the 
selected disk drive to read or write one record at the specified record address on the 
current cylinder. Bit 1 of the first setup word must be for read and 1 for write. 
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Read 

The unit reads until one of the following conditions occurs. 

a. End-of-record is sensed. 

b. The computer fails to maintain the necessary input transfer rate. 

c. Two index pulses are tallied 

d. The stop transfer instruction (OCP 4 025) is executed or DMC / DxMA 
end-of-range occurs. Data transfer will cease, but the disk control 
unit continues reading to the end of the record. When a stop transfer 
instruction is executed during a read operation, the last data word 
transferred before the instruction takes effect is interpreted as a 
checksum. The checksum error bit in the status word may be set. 
This feature is useful in test programs. 

The control unit busy indicator is set from the time the OCP is issued until the 
read is completed in one of the four ways listed above. 

If the program specifies a larger number of words (range) to be read than the 
record contains, the record checksum is transferred to the central processor as if it 
were data, and the end-of-record is sensed before the next word is transferred. If, 
at the end of the read operation, the checking logic indicates an error, the checksum 
error bit in the status word is set. 

Write 

Data is written into the addressed record until one of the following conditions 
occurs. 

a. The stop transfer instruction (OCP '1025) is executed or DMC/DMA end-of- 
range occurs. 

b. The computer fails to maintain the necessary output transfer rate. 

c. Two index pulses are tallied. 

When condition a. or b. is encountered, the word being- written is finished, and the 
checksum record is written along with the end-of-record mark and the field of ones 
(fields H, J, and K of Figure 1-6). When condition c. occurs, the operation is terminated 
immediately. 

The programmer should make sure that. the record written is no larger than 
allowed by the record format. If it is too long by four words or less, the 5 -percent gap 
is diminished but the following record will not be affected. If it is more than four words 
too long, the following records are destroyed. 
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The controller is busy from the time the OCP is issued until a, , b. , or c. above 
terminates the operation. The read/write operation may be requested when one or more 
units are seeking and will be executed either immediately or when the appropriate seek 
is complete. Any pending interrupt request is delayed until the operation is complete, 
i. e. , until the controller becomes not busy. 

STOP TRANSFER, OCP '1025 

This instruction, which does not require a setup word, stops track formatting if 
issued immediately after the DCU has received the last data word. If this OCP is not 
issued within 50 \is of end-of-range for the last record formatted, the data -transfer rate- 
failure bit in the status word is set. Execution of a stop transfer instruction forces the 
controller to not busy. In this way, a programmer can clear a busy hangup which may 
result from an OCP with no setup word transfer or a hardware fault. If issued during a 
read operation, this instruction forces a diagnostic checksum (see "Read", preceding). 

READ STATUS WORD, OCP '1125 

This instruction causes the status word to be the next data-like word transferred 
via I/O bus, DMC, or DMA (whichever is enabled). Code INA ' 0025 or '1025 after the 
OCP to make the transfer via I/O bus. For DMC or DMA transfers, initialize the 
channel before issuing the OCP. Before issuing OCP ! 1 125 while the DCU is busy, delay 
50 ms (two revolutions) to allow completion of any transfer in progress. Reading the 
status word does not alter the state of the controller other than to clear the status re- 
quest. See Figure 1 -7 for the status word format. 

ENABLE DATA TRANSFER VIA DMC /DMA, OCP'1325; 
ENABLE DATA TRANSFER VIA I/O BUS, OCP '1725 

OCP '1325 (or '1725), which does not require a setup word, enables the disk control 

unit to use the DMC /DMA (or I/O bus) exclusively. It does not initiate- an order to any of 

the disk drives. 

Pressing MSTR CLEAR initializes the system for DMC or DMA transfers. To 
initialize the system for I/O bus transfers, execute OCP '1725 before executing the OCP 
which implies the data transfer (e.g., OCP '0625, Read One Record). Transfers are 
enabled via the I/O bus until OCP '1325 is executed or the computer is MSTR CLEARed. 
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ACKNOWLEDGE INTERRUPT, OCP '1425 

This instruction, which does not require a setup word, does not initiate any orders 
to the disk drives but does reset (clear) an interrupt request if one is present. The 
following situations cause interrupts if allowed. 

a. The disk control unit goes from busy to not busy, except for the 50-(jls 
busy at the beginning of a seek, CP-finished, or read-status-word 
instruction. Any OCP, except read-status-word, addressed to the disk 
control unit resets this interrupt request; 

b. A seek operation is completed. If this happens when the disk control 
unit is busy, the interrupt is delayed until the control unit goes to not 
busy. If a direct seek is requested and its setup word specifies a 
difference of zero tracks, this interrupt request is generated immediately. 
Only OCP '1425 resets this interrupt request. 

c. A disk drive error (bits 5, 6, 7, '11, or 12 in the status word) is 
detected. The operation is terminated, and an interrupt request is 
generated at the end of the 50-|o.s order process interval. 

d. End-of -range is reached in write -track -format operations with DMC/DMA 
mode set. The interrupt signals the program to reinitialize the DMC/DMA 
within the time constraints. It may be cleared by OCP 1425 during the 
format operation, or by OCP '1425 or OCP '1025 at the end of the format 
operation. 

INPUT FROM DISK TO A-REGISTER IF READY, INA '0025 

If the disk control unit has a data word ready for transfer, this instruction ORs 
the word from the DCU into the A-register and skips the next instruction. At the com- 
pletion of the instruction, data-ready and status -request are reset. If data is not ready, 
INA '0025 is treated as a NOP. To maintain the data transfer rate, INA must be 
executed within 12 [is of the time data becomes ready (time constraints do not apply 
for status and address transfers). INA '0025 is not applicable to a DMA configuration. 

CLEAR A-REGISTER AND INPUT FROM DISK TO A-REGISTER IF READY, INA '0025 
This instruction performs a function similar to that above, except the A-register 
is cleared before the data is ORed in. 

OUTPUT TO MOVING -HEAD DISK IF READY, OTA '0025 

If the data ready indicator is set, this instruction outputs data (usually a setup 
word) to the moving -head disk, resets data ready, and skips the next instruction. If 
data ready is reset, the instruction is treated as a NOP. The timing requirements for 
disk data are the same as for INA '0025 and '1025. Timing of setup words is noncritical. 
OTA '0025 is not applicable to a DMA configuration. 
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SET INTERRUPT MASK (BIT 4), SMK '0020 

The state of the standard interrupt mask for the moving -head disk is made equal 
to bit 4 of the A-register (which must contain the entire mask word) by executing SMK 
'0020. 

SKIP IF READY, SKS '0025 

The data ready indicator is used on both read and write operations to signal that 
another word may be transferred to or from the disk control unit. SKS '0025 tests this 
indicator. This instruction generally is not useful. 

SKIP IF NOT INTERRUPTING, SKS '0125 

This instruction skips if the disk control is not generating an interrupt request. 
Interrupt conditions are listed under OCP '1425. 

SKIP IF OPERATIONAL, SKS '0025 

This instruction skips if the DCU is not busy and if no error bits in the status 
word are set. It skips if the previous data transfer was completed satisfactorily or a 
seek operation started without error. 

SKIP IF NO ERROR, SKS '0325 

This instruction skips if no error bit is set in the status word (bits 3 through 7 and 
11 through 14). 

SKIP IF NOT BUSY, SKS '0425 

This instruction tests the disk control unit busy indicator and skips if the con- 
troller is not busy. The control unit is busy for the duration of a read, write, or write 
format operation, and for 50 jjls after the beginning of a seek. See the relevant OCP 
descriptions for specific information about busy conditions. 

SKIP IF UNIT NOT SEEKING, SKS 'XX25 

These instructions (Table 1-4) test the seek indicator of each disk drive. Since 
the indicator is set near the end of the 50-(xs seek cycle, a valid indication of unit seek- 
ing can be obtained only after the DCU has gone not busy. 
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SECTION II 
TYPE 4651 2-SURFACE DUAL SPINDLE MOVING-HEAD DISK STORE OPTION 

DESCRIPTION 

The 2-Surface Dual Spindle Moving-Head Disk Store Option, Type 4651, consists of 
a disk control unit and one or two disk storage units. Each disk storage unit houses two 
disk drives and two disk packs, the recording media. The device is also available with 
only one spindle (Type 4650). Figures 2-1 and 2-2 show a 2-Surface Dual Spindle Unit 
and a 2-Surface Disk Pack, respectively. The disk control unit is referred to in this 
manual alternately as the DCU and as the disk controller. Unit, when used alone, is 
synonymous with disk storage unit. 

Notice in Figure 2-3, the system block diagram, that the disk control unit may be 
connected to the central processor via either a direct multiplex control (DMC) channel or 
a direct memory access (DMA) channel. The DMC transfers data between memory and 
the peripherial devices over the standard I/O bus. The DMA transfers data to and from 
memory at high speed over a spacial data bus. DMC also allows use of the I/O bus; DMA 
does not. Although the option can operate via the I/O bus, Honeywell neither supports nor 
recommends such operation. 

The recording medium, known as a disk pack, is an aluminum plate coated with 
magnetic material. A nonremovable, opaque plastic cassette protects the disk. The pack 
is physically interchangeable with the IBM Model 2315 disk pack. With required adjust- 
ments, the Honeywell drive can read from or write on an IBM disk. Figure 2-2 shows the 
disk pack with the cover elevated as when the heads are in position on the disk. The molded 
handle is on the far side of the disk as shown in the figure. Figure 2-4 shows the physical 
organization of the pack. 

The Type 4651 reads from and writes on number 203 cylinders. * The term "cylinder" 
refers to a pair of recording tracks which are at. the same radial distance from the hub. 
The drive detects the beginning of all tracks by sensing one physical index mark on the 
disk pack hub. Each track is divided into records in a format defined by the user. The 
fields within a record are discussed under "Programming Information" in this section. 



c By convention, cylinders 200, 201, and 202 are used as spares. 
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The controller is described in Doc. No. 70130072318; the drive is described in Doc. 
No. 60036601002, 155 Disk Pack Drive Operation Maintenance Manual. 

Type Number Information 

To specify a 2-Surface Moving-Head Disk system, choose from the following types: 
Type No. 

4651 Disk Control Unit with one Dual Spindle Disk Storage Unit 
(each DCU is capable of controlling up to four spindles) 

4652 Additional Dual Spindle Disk Storage Unit (two Disk 
Storage Drives and two Disk Packs) 

4650 Disk Control Unit with one Single Spindle Disk Storage Unit 

4653 Additional Disk Pack 

Timing 

The timing of disk rotation, bit transfer, and head travel is shown in Table 2-1. The 
timing of specific data input and output operations will be discussed under 'Programming 
information" in this section. 

Storage Capacity 

The storage capacity of a disk pack depends on the format chosen for the tracks. 
Each track may be formatted for 1 to 103 records. The maximum capacity of a track is 
1,891 words in one record. The 16. 5-word overhead and the timing tolerance (5-percent 
gap) associated with each record reduce the net storage capacity as more records are 
formatted. Table 2-2 shows the gross storage capacity. Figure 2-5 shows the capacity 
of a track as a function of the number of records formatted on it. Table 2-3 shows record 
capacity as a function of the number of records per track for some commonly selected 
values . 

OPERATION 

Controls and Indicators 

Each disk drive contains six indicator /switches which function as follows. 

POWER ON (GREEN) 

Press this switch to power up the unit and release the cover lock. POWER ON, 
LOAD, STOP, and PERMIT or PROTECT (depending on the state of the switch) will be 
illuminated. 
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Figure 2-1. 2 -Surface Dual Spindle Disk Storage Unit, Type 4651 
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Figure 2-2. 2-Surface Disk Pack, Type 4653 
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Figure 2-3. Type 4651 System Block Diagram 
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Table 2-1. Timing For Basic Type 4651 Disk Functions 



— 

Rotational speed 


1683-1717 rpm 


Time for one revolution 


35. 3 ms (nominal) 


Average rotational latency 


17. 65 ms 


(Time lapse for required 




data to move under head) 




Word transfer time 


18. 1|JLS 


Word data aperture 


17 us 


Maximum head travel time: 




1 cylinder 


20 ms 


200 cylinders 


200 ms 



Table 2-2. 2 -Surface Dual Spindle Moving -Head Disk Capacity* 





Maximum 


Minimum 


Words per track 


1,891 


103 




Words per surface 


378,200 


20,600 




Words per disk pack 


756,400 


41,200 




Words per control unit 


3,025,600 


164,000 




(with 4 drives) 









^Maximum capacity is obtained with one 1,891-word record per track. Minimum 
capacity is obtained with 1-3 one-word records per track. 

POWER OFF (RED) 

Press this switch to remove power from the unit. POWER OFF will be illuminated; 
all other indicators are extinguished. 

START /STOP 

To start up the disk once power is on, load the disk packs, close the cover, and 
press START. Pressing START locks the cover, starts the spindle and disk rotating, 
loads the heads (positions them the correct distance above the surface of the disk), ex- 
tinguishes STOP and LOAD, and illuminates START and READY. READY is illuminated 
approximately 45 seconds after START is illuminated. 

To stop spindle rotation and unload the heads, press STOP. The cover lock is re- 
leased, STOP and LOAD are illuminated , and START and READY are extinguished. LOAD 
is illuminated approximately 15 seconds after STOP is illuminated. 
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READY/LOAD 

READY is illuminated when the heads are loaded on the associated drive. LOAD 
is illuminated when the heads are unloaded, and the disk cassette may be changed. 

CHECK 

CHECK is illuminated upon detection by the hardware of an improper combination 
of read, write, and erase heads or drivers (e.g. , both read and erase). It also is il- 
luminated when the head has been positioned outside its limits while the unit was being 
selected. 

Press CHECK to clear the former conditions, then retry the operation. If this 
procedure fails, the error is not recoverable under software control. The latter con- 
dition, however, can be corrected by issuing a Seek Track Zero instruction to the 
controller. 

PERMIT /PROTECT 

The permit state allows writing or formatting on a disk. Since the unit cycles up 
(i.e., starts) in the protect state, press PERMIT before attempting cither writing or 
formatting. With power on and the computer started, one of these indicators should 
illuminate. 



Table 2-3. Type 4653 Record Capacity As Function of Records/ Track 



— — — 


N' 


D' 


N' 


D' 


N' 


D' 


N' 


D' 






1 


1891 


9 


186 


17 


90 


25 


56 






2 


914 


10 


166 


18 


84 


26 


53 






3 


599 


11 


149 


19 


79 


27 


50 






4 


443 


12 


135 


20 


74 


28 


48 






5 


350 


13 


123 


21 


70 


29 


46 






'6 


288 


14 


113 


22 


66 


30 


44 


* 




7 


244 


15 


106 


23 


62 


31 


42 






8 


212 


16 


97 


24 


59 


32 


40 




N = No. of records /track. 




D = No. of 16 bit words /recc 


>rd for G = 5% 


Data applicable for primary 


power frequencies of 60 ±1/2 Hz or 


50 ±1/2 Hz. For tolerances 


greater than 1/2 Hz, see "Track 


Format and Gap" later in thi 


s section. 
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Power 

The main circuit breaker at the front of the disk drive controls power to the unit ex- 
cept for the main motor. Controller logic is powered from the computer. The main motor 
is controlled by the START switch and interlocked with the plastic cover. 

Changing Disk Packs 

Make certain the main circuit breaker is on before loading a disk pack. Open the 
plastic cover on the disk drive. Holding the pack by its molded handle on the front of the 
cassette, slide it back into the unit until it seats securely. Close the plastic cover of the 
disk drive immediately to keep out dust. 

To remove a disk pack, push STOP and wait for LOAD to light. Then open the cover, 
remove the cassette, and close the cover. 

PROGRAMMING INFORMATION 

Relevant Hardware Information 

INDEX MARK 

Two slits on the hub of each disk pack, when sensed by a photoelectric device on the 

drive spindle, signal beginning -of -track to the controller. 

UNIT NUMBER ASSIGNMENT 

Each disk drive is assigned a number from to 3 at installation time. Each 
drive should be labelled with the appropriate number. 

TRACK FORMAT and GAP 

Figure 2-6 shows the track format. Field A is a 16-bit field which allows for 
jitter in detection of the index mark. This field is recorded only before the first record 
of the track. Fields B, E, and K are 64-bit fields which allow for the distance between 
the erase head and the read/write head. Fields C, F, and J are special fields also used 
internally. Field D is the address which is a 24-bit field with the first 8 bits ignored. 
The remaining 16 bits contain a program-assigned address for each record. Field G 
contains the data of the record. Field H is a 16-bit record checksum for field G. Field 
Lisa gap field which must be at least 5 percent of the total length of fields B through K: 

L,= 16(0. 05 (G +16.5)) = 0.80G + 13.2 
where L is the length of field L, in bits, G is the length of field G in words, and 16. 5 is 
the length in words of fields B through K except G. If the frequency tolerance exceeds 
0.5 Hz, increase the gap proportionally. For example, with a tolerance of 1.0 Hz, in- 
crease the gap to 10 percent: 

5% _ Gap 
0.5 Hz" 1.0 Hz 
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HEADS 0-1 
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Figure 2-4. Physical Organization of Type 46 53 Disk Pack 
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To access sequential records within the same rotation, take into account the time 
T between the end of busy for the first record (which will allow the next OCP to be sent) 
and output of the second setup word, as follows. 

L = 16(0. 05(G + 16.5) + 0.078T + 1.75) 
= 0.08G + 41.2 + 1.25T 
where T is in us. The minimum time T between the initiating OCP and output of the 
second setup word is 55 ^ls. 

STATUS WORD 

The programmer can obtain detailed information about the state of important 
elements within the controller by requesting a status word transfer. In particular, the 
contents of the status word help him to determine if recovery from an error state is 
possible. Figure 2-7 shows the format of the status word with the significance of each 
bit (when set) called out. 

SETUP WORDS 

Six of the OCP instructions require one or two setup words which transfer information 
necessary for the particular operation. Figure 2-8 contains these six OCP's and the formats 
of the corresponding setup words. 

CHECKSUM 

As data is written onto the disk the controller accumulates a checkword. The word-*" 
is formed by exclusively ORing all data words into a register. At the end of an n-word trans- 
fer, the checkword is a 16-bit even parity checksum which is written onto the disk as word 
n+1. 

When data is read from the disk and passes back through the controller, the hardware 
recomputes the checksum. Word n+1 is included in the computation. If the result is non- 
zero the checksum error bit in the status word is set. A programmer may examine the 
checkword by requesting an n+l-word read operation. 

INTERRUPT REQUESTS 

Certain conditions cause hardware interrupt requests. These conditions are listed 

under 'Acknowledge Interrupt, OCP '1425" in this section. 

ACCESS TO DMC DEDICATED LOCATIONS 

On a Model 316 with high-speed DMC the programmer is guaranteed access to DMC 
-dediccted locations only when the disk controller is not busy. Mor information on this sub- 
ject is presented in the 316/516 Programmers' Reference Manual (Doc. No. 70130072156) 
under "316 High-Speed DMC Dedicated Locations. " 
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Figure 2-5. 2-Surface Disk Track Capacity vs Number of Records per Track 
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INDEX 
PULSE 



/ 



ONES 

16 ONES FOR INDEX PULSE 
JITTER 



/ 



I 



FIRST RECORD BEGINS HERE 



64 ONES 



16-BIT ADDRESS MARK 



24-BIT RECORD ADDRESS 
(FIRST 8 BITS IGNORED) 



64 ONES 



8-BIT SYNC MARK 



DATA 
(1-1800 WORDS) 



/ 



/ 



A 



/ 



16-BIT RECORD CHECKSUM 



8-BIT END-OF-RECORD MARK 
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x 
l / 
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5% GAP 



/ X 



X 

X 



I 
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Figure 2-6. 2-Surface Disk Track Format 
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10 



11 



12 13 14 15 16 



- End-of-Record Mark Found 

Error, OR of bits 3-7 and 11-14 

Data Transfer Rate Failure 

Checksum Error 

Data Unsafe (Inconsistency in internal logic, such as read 
and write at the same time or erase without detent; 
refer to the hardware manual for complete list 
of data unsafe conditions) 

Write Operation requested while in protect mode 

Seek Error (Attempt to seek track outside -3 to 202 limits) 

Requested Unit Not Available 

Heads Not Loaded on Selected Unit 

Attempt to Format over Index Mark 

Requested Address Not Found 

Data Ready for Transfer 

Controller Busy 



Figure 2-7. 2-Surface Disk Status Word Format 



OCP '0025 

Seek Track Zero 

OCP '0125 

Direct Seek 

OCP '0225 

Read Current Address 

OCP '0425 

CP Finished 

OCP '0525 

Write Track Format 

OCP '0625 

Read/Write One Record 




RECORD ADDRESS 



NOTE 

D = Direction. means toward hub; 1 means toward rim. 
R/W = Read or Write. means read; 1 means write. 
Shaded bits not used. 



Figure 2-8. 2-Surface Disk Instructions with Required Setup Words 
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General Instruction Sequences 

The instruction complement for the Type 4651 is given in Table 2-4. Tables 2-5 
through 2-8 give appropriate instruction sequences for common operations. 

Table 2-4. 2 -Surface Moving -Head Disk Instructions* 



OCP '0025 
OCP '0125 
OCP '0225 
OCP '0425 
OCP '0525 
OCP '0625 


Seek track zero 

Direct seek 

Read current address 

CP finished 

Write track format 

Read or write one record 


OCP '1025 
OCP '1125 
OCP '1325 
OCP '1425 
OCP '1725 


Stop transfer 
Read status word 
Enable DMC/DMA mode 
Acknowledge interrupt 
Enable I/O bus mode 


INA 'X025 


Input from disk to A- register if ready- 


OTA '0025 


Output contents of A- register to disk if ready 


SKS '0025 
SKS '0125 
SKS '0225 
SKS '0325 
SKS '0425 


Skip if ready 

Skip if disk not requesting interrupt 

Skip if operational 

Skip if no error 

Skip if not busy 


SKS '1125 
SKS '1225 
SKS '1325 
SKS '1425 


Skip if unit not seeking • 
Skip if unit 1 not seeking 
Skip if unit 2 not seeking 
Skip if unit 3 not seeking 


SMK '0020 


Set interrupt mask (bit 4) 



*The address of the moving head disk control unit is 25. X in INA 'X025 may be either 1 
or 0: 1 m ans clear the A-register before input; means input without first clearing. 
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SEEK, SEEK TRACK ZERO 

Before information can be transferred to or from a record, the head must be 
positioned on the proper track. Two instructions perform this function. One is an 
absolute seek to cylinder 000. The other moves the head a specified number of cylinders 
in either direction from the current position. The programmer is expected to keep track 
of the current head position within his program. Table 2-5 shows the sequence of oper- 
ations required for the seek operations. 



J 



Table 2-5. 2-Surface Disk Seek and Seek Track Zero Instruction Sequence 



__________ 

Step 


I/O Bus & DMC 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


Test if drive seeking 


Test if drive seeking 


3 


- 


Set up DMA for one -word transfer 


4 


Execute seek instruction 


Execute seek instruction 


5 


Output setup word 


(Enter DMA) 


6 


- 


(End -of- range) 


7 


Handle seek complete interrupt request 


Handle seek complete interrupt request 



CP FINISHED 

Execution of the CP finished instruction causes the selected unit to seek track zero 
and power down. The sequence of operations required for a CP finished instruction is 
shown in Table 2-6. 



Table 2-6. 2 -Surface Disk CP Finished Instruction Sequence 



Step 


I/O Bus and DMC 


DMA 


1 
2 
3 

4 
5 


Test control unit busy indicator 

Execute CP finished instruction 
Output setup word 


Test control unit busy indicator 
Set up DMA for one -word transfer 
Execute CP finished instruction 
.(Enter DMA) 
(End -of -range) 



READ CURRENT ADDRESS 

Disks are often formatted so that the address of each record identifies the track, 
head, and unit. By reading the address of the next record formatted under such a system, 
a programmer can determine the track location and relative rotational position of the heads 
on the disk. 
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Table 2-7 shows the sequence of operations required for reading the current address. 
When the DMA is used, the address is returned as the second word of the two-word buffer. 



Table 2-7. 2 -Surface Disk Read Current Address Instruction Sequence 



Step 


I/O Bus 


DMC 


DMA 


1 


Test control unit 
busy indicator 


Test control unit 
busy indicator 


Test control unit 
busy indicator 


2 


- 


Set up DMC for one- 
word input transfer 


Set up DMA for two- 
word output transfer 


3 


Eanble transfer 
via I/O bus 


Enable transfer 
via DMC /DMA 


Enable transfer 
via DMC /DMA 


4 


Execute, read cur- 
rent address in- 
struction 


Execute read cur- 
rent address in- 
struction 


Execute read cur- 
rent address in- 
struction 


5 


Output setup word 


Output setup word 


(Enter DMA) 


6 


IN A current address 


(Enter DMC) 


(Disc control unit switches 
DMA to input) 


7 


Return to DMC / 
DMA mode 


(End -of -range) 


(End -of - range ) 



WRITE TRACK FORMAT 

Table 2-8 shows the sequence of operations required for writing a track format. 
Formatting takes place in the following order (after the setup word) 
a. Record address 

Data for every word in the record (may be blank or filler) 

End-of-range 

Five-percent gap word (whose value is the number of bit cells in the gap field) 

Repetition of steps a. through d. for each record 



b. 
c. 
d. 
e. 

f. 



End-of-range, adknowledge interrupt, and stop transfer after the last 
record (which will write gap to the track origin) 



The 5-percent gap word related to the previous record must be output as the first 
word of the block being output for the present record 

Because of timing constraints, the CPU must be dedicated exclusively to formatting. 
Time -sharing or multiprogramming is not .possible, because time is not available to handle 
interrupts. 
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Table 2-8. 2 -Surface Disk Write Track Format Instruction Sequence 



— — — — - 
Step 


DMC 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


a 
Set up DMC for n+l-word output 


b 
Set up DMA for n+2 output 


3 


Enable transfer via DMC /DMA 


Enable transfer via DMC /DMA 


4 


Execute write track format instruction 


Execute write track format instruction 


5 


Output setup word 


(Enter DMA) 


6 


(Enter DMC) 


- 


7 


(End of range) 


(End of range) 


8 


c 
Reinitialize DMC for n+2-word output 


Reinitialize DMA for n+2-word out- 

,c 
put 


9 


(Enter DMC) 


(Enter DMA) 


10 


Repeat steps 6 through 9 for each 
record 


Repeat steps 6 through 9 for each 
record 


11 


Reinitialize DMC for 1-word output 


Reinitialize DMA for 1-word output 


For the first DMC transfer, word 1 should be the record address and the 
remaining n words should be data. 


b , - 
For the first DMA transfer, word 1 should be the setup word, word 2 should 

be the record address, and the remaining n words should be data. 


C ' 

For subsequent DMC or DMA transfers, word 1 should be the 5%-gap word 
for the preceding record, word 2 should be the record address, and the re- 
. ■■*" * maining n words should be data. 


d 

The last DMC or DMA transfer should be the 5%-gap word for the previous record. 

The setup must be accomplished within 60 jjls and the subsequent interrupt request 
followed by stop transfer and acknowledge (clear) interrupts commands. The 
drive will write gap until it detects track origin. 


If the programmer has ensured that enough space remains on the disk for gap 
for the final record (he may include the 64-bit field A), he need not transfer 
the 5% gap for the final record. If the last gap word is not transmitted or timing 
requirements are not satisfied, the drive writes gap to track origin and sets the 
data -transfer rate -failure bit in the status word. 



READ OR WRITE ONE RECORD 

The sequence of instructions for these two operations is almost identical. The data 
words, preceded by two setup words, are transferred between the computer and the disk. 
The address is read but not modified. The record checksum is written or read and com- 
pared but is not transferred to the computer unless a read has been specified for more 
words than the record contains. Table 2-9 shows the sequence of operations required for 
reading or writing one record. 
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Table 2-9. 2-Surface Disk P ead or Write One Record Instruction Sequence 





DMC 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


Set up DMC for n-word input or output 


a 
Set up DMA for N + 2-word output 


3 


Enable transfer via DMC /DMA 


Enable transfer via DMC /DMA 


4 


Execute read /write one record 


Execute read /write one record 




instruction 


instruction 


5 


Output first setup word 


(Enter DMA) 


6 


Output second setup word 


— 


7 


(Enter DMC) 


(Disk control unit switches DMA to 
input when reading) 


8 


(End-of-range) 


(End-of-range) 




a 
For DMA transfers, words 1 and 2 must be 


the setup words; the remaining 




n words are data storage locations. 






The time of the second setup word is critic 


al only if sequential access within 




the same rotation is desired (see "Track F 


orrnat and Gap 11 , a preceding paragraph). 



In an under-range read, the controller transfers the specified number of words to 
memory and discards the remainder of the record. The controller becomes not busy 
shortly after the end -of -record mark is detected. The checksum is handled as in a nor- 
mal read. An over -range read, which inputs the checksum word (often useful for error 
recovery), terminates at the end-of-record mark. The checksum error bit (bit 13 in the 
status word) is valid as in a normal read. An under-range write causes no problems. 

An over -range write will reduce the gap field correspondingly for up to four words 
over the original format. If more than four words are written beyond the format, the 
next record (and format) is destroyed. The record is readable under most circumstances. 

READ STATUS WORD 

The sequence in Table 2-10 shows the order of instructions to read the contents of 
the status register. With DMC it is easiest to code this operation using the I/O bus as 
shown below, although DMC is perfectly acceptable. 
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Table 2-10. 2 -Surface Disk Read Status Word Instruction Sequence 



Step 



I/O Bus 



Test control unit busy indicator 
Enable I/O bus 

Execute read status word instruction 
Input status word 
Enable DMC /DMA 



DMA 



Test control unit busy indicator 

Set up DMA for one -word input 
transfer 

Execute read status word instruction 

(Enter DMA) 

(End -of -range) 



Instruction Descriptions 

SEEK TRACK ZERO, OCP '0025 

This instruction and its associated setup word cause the heads on the selected unit 
to move to track 000. The disk control unit busy indicator is set for 70 (jls after the set- 
up word is output; the seeking indicator of the selected unit is set for 20 to 200 ms after 
the setup word is output (see Table 2-1). More than one disk drive may be seeking at a 
time. When the heads reach track zero, the controller generates an interrupt request 
(which may be delayed until the controller becomes not busy). This instruction will be 
ignored if issued while the disk control unit busy indicator is set. A seek-track-zero 
instruction executed with the heads already on track zero is processed the same as a 
seek-track-zero from any other position. 

DIRECT SEEK, OCP '0125 

This instruction and its associated setup word cause the heads on the selected unit 
to move the number of tracks specified by bits 9 through 16 of the setup word and in the 
direction specified by bit 8 of the setup word, where means toward the center of the 
disk (higher track numbers) and 1 means toward the outside of the disk (lower track 
numbers). If the disk control unit detects a in the difference field (bits 9 through 16), 
it sends no orders to the disk drive, sets the seek error bit in the status word, and gen- 
erates an interrupt request. The disk control unit busy indicator is set for 70 (jls after the 
setup word is output; the seeking indicator of the selected unit is set for 20 to 200 ms after 
the setup word is output. This instruction is ignored if issued while the disk control unit 
busy indicator is set. 

The programmer can code several units to seek concurrently with successive OCP 
seeks and setup words. He must test for controller busy between OCP's. If several 
units are seeking, the programmer can either acknowledge interrupts as they occur or 
wait until all units have finished seeking, and then clear all interrupt requests with one 
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acknowledge interrupt. An interrupt request will be delayed until the controller becomes 
not busy (e.g., a data transfer immediately follows a seek). A seek directed to a non- 
existent track will result in a seek to zero and a seek error in the status word. 

READ CURRENT ADDRESS, OCP '0225 

This instruction and its associated setup word cause the next address encountered 
on the selected track by the selected track by the selected head to become available on the 
input bus. The disk control unit busy indicator is set from the time the setup word is 
ouput until the address becomes available to the central processor. The ready indicator 
is then set, the busy indicator is reset, and an interrupt request is generated. This OCP 
has no effect if issued while the DCU is busy. 

CP FINISHED, OCP '0425 

Execution of this instruction and its associated setup word cycles down the unit and 
illuminates both the STOP and LOAD indicators. A programmer may code this operation 
to signal the operator that a certain disk is no longer needed by the execution program. 
The DCU busy indicator remains set for 70 ms after the setup word OTA. No interrupt 
request is generated. 

WRITE TRACK FORMAT, OCP '0525 

This instruction and its associated setup word cause the selected head on the sel- 
ected head on the selected unit to detect the track origin and write a new format on the 
track. In addition, data may be written in the newly formatted records. The address, 
the data, and the gap size are under program control. 

If the output transfer rate is not maintained by the computer, the disk control unit 
aborts the operation, writes gap to the track origin, and sets the data-transfer rate- 
failure bit in the status word. The DCU is busy from the time of the order initiation 
OCP until formatting terminates at track origin a maximum of 70 y.s later. Refer to 
"Track Format and Gap" earlier in this section for information on how to format to 
access sequential records on a track. 

READ OR WRITE ONE RECORD, OCP *0625 

This instruction and its two associated setup words cause the selected head on the 
selected disk drive to read or write one record at the specified record address on the 
current cylinder. Bit 1 of the first setup word must be for read and 1 for write. 
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Read 

The unit reads until one of the following conditions occurs. 

a. End -of -record is sensed. 

b. The computer fails to maintain the necessary input transfer rate. 

c. Two index pulses are tallied. 

d. The stop transfer instruction (OCP '1025) is executed or DMC /DMA 
end-of-range occurs. Data transfer will cease, but the disk control 
unit continues reading to the end of the record. When a stop trans- 
fer instruction is executed during a read operation, the last data 
word transferred (before the instruction takes effect) will be inter- 
preted as a checksum. The checksum error bit in the status word 
may be set. This feature is useful in test programs. 

The control unit busy indicator is set from the time the OCP is issued until the 
read is completed in one of the four ways listed above. 

If the program specifies a larger number of words (range) to be read than the 
record contains, the record checksum is transferred to the central processor as if it 
were data, and the end-of-record is sensed before the next word is transferred. If, 
at the end of the read operation, the checking logic indicates an error, the checksum 
error bit in the status word is set. 

Write 

Data is written into the addressed record until one of the following conditions 
occurs. 

a. The stop transfer instruction (OCP '1025) is executed or DMC /DMA 
end-of-range occurs. 

b. The computer fails to maintain the necessary output transfer rate. 

c. Two index pulses are tallied. 

When condition a. or b, is encountered, the word being written is finished, and 
the checksum record is written along with the end-of-record mark and the field of ones 
(fields H, J, and K of Figure 2-6). When condition c. occurs, the operation is termin- 
ated immediately. 

The programmer should make sure that the record written is no larger than al- 
lowed by the record format. If it is too long by four words or less, the 5% gap will be 
diminished, but the following record will not be affected. If it is more than four words 
too long, the following records are destroyed. 
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The controller is busy from the time the OCP is issued until a. b. or c. above 
terminates the operation. The read /write operation may be requested when one or more 
units are seeking and will be executed either immediately or when the appropriate seek 
is complete. Any pending interrupt request is delayed until the operation is complete, 
i.e., the controller becomes not busy. 

STOP TRANSFER, OCP »1025 

This instruction, which does not require a setup word, stops track formatting if 
issued immediately after the DCU has received the last data word. If OCP '1025 is not 
issued within 70 [as of end-of-range for the last record formatted, the data-transfer 
rate -failure bit in the status word is set. Execution of a stop transfer instruction forces 
the controller to not busy. In this way, a programmer can clear a busy hangup which 
may result from an OCP with no setup word transfer or a hardware fault. If issued 
during a read operation, this instruction forces a diagnostic checksum (see 'Read, " 
preceding). 

READ STATUS WORD, OCP '1125 

This instruction causes the status word to be the next data-like word transferred 
via I/O bus, DMC, or DMA (whichever is enabled}. Code IMA '0025 or '1025 after the 
OCP to make the transfer via I/O bus. For DMC or DMA transfers, initialize the chan- 
nel before issuing the OCP. Before issuing OCP '1125 while the DCU is busy, delay 70 
ms (two revolutions) to allow completion of any transfer in progress. Reading the status 
word does not alter the state of the controller other than to clear the status request. 
See Figure 2-7 for the status word format. 

ENABLE DATA TRANSFER VIA DMC /DMA, OCP '1325 

ENABLE DATA TRANSFER VIA I/O BUS, OCP '1725 

OCP '1325 (or '1725), which does not require a setup word, enables the disk con- 
trol unit to use the DMC /DMA (or I/O bus) exclusively. It does not initiate an order to 
any of the disk drives. 

Pressing MSTR CLEAR initializes the system for DMC or DMA transfers. To 
initialize the system for I/O bus transfers, execute OCP '1725 before executing the OCP 
which implies the data transfer (e.g., OCP '0625, Read One Record). Transfers are 
enabled via the I/O bus until OCP '1325 is executed or the computer is MSTR CLEARed. 



2-21 #CA38 



ACKNOWLEDGE INTERRUPT, OCP '1425 

This instruction, which does not require a setup word, does not initiate any orders 
to the disk drives but does reset (clear) an interrupt request if one is present. The fol- 
lowing situations cause interrupts if allowed. 

a. The disk control unit goes from busy to not busy, except for the 70 -(as 

busy at the beginning of a seek, CP-finished, or read status word in- 
struction. Any OCP, except read status word, addressed to the disk 
control unit resets this interrupt request. 



b. 



d. 



A seek operation is completed. If this happens when the disk control 
unit is busy, the interrupt is delayed until the control unit goes to not 
busy. If a direct seek is requested and its setup word specifies a 
difference of zero tracks, this interrupt request is generated immed- 
iately. Only OCP '1425 resets this interrupt request. 

A disk drive error {bits 5, 6, 7, 11, or 12 in the status word) is 
detected. The operation is terminated, and an interrupt request 
is generated at the end of the 70-us order process interval. 

End-of-range is reached in write track format operations with DMC / 
DMA mode set. The interrupt signals the program to reinitialize the 
DMC /DMA within the time constraints. It may be cleared by OCP 
'1425 during the format operation or by OCP '1425 or OCP '1025 at 
the end of a format operation. 






INPUT FROM DISK TO A-REGISTER IF READY, INA '0025 

If the disk control unit has a data word ready for transfer, this instruction ORs 
the word from the DCU into the A-register and skips the next instruction. At the com- 
pletion of the instruction, data ready and status request are reset. If data is not ready, 
INA '0025 is treated as a NOP. To maintain the data transfer rate, INA must be ex- 
ecuted within 17 [is of the time data becomes ready (time constraints do not apply for 
status and address transfers). INA '0025 is not applicable to a DMA configuration. 

CLEAR A-REGISTER AND INPUT FROM DISK TO A-REGISTER IF READY INA '1025 

This instruction performs a function similar to that above, except the A-register 
is cleared before the data is ORed in. 

OUTPUT TO MOVING-HEAD DISK IF READY, OTA '0025 

If the data ready indicator is set, this instruction outputs data (usually a setup 
word) to the moving -head disk, resets data ready, and skips the next instruction. If 
data ready is reset, the instruction is treated as a NOP. The timing requirements for 
disk data are the same as for INA '0025 and '1025. Timing of setup words is noncritical. 
OTA '0025 is not applicable to a DMA configuration. 
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SET INTERRUPT MASK (BIT 4), SMK '0020 

The state of the standard interrupt mask for the moving -head disk is made equal 
to bit 4 of the A-register (which must contain the entire mask word) by executing 
SMK '0020. 

SKIP IF READY, SKS *0025 

The data ready indicator is used on both read and write operations to signal that 
another word may be transferred to or from the disk control unit. SKS '0025 tests this 
indicator. This instruction generally is not useful. 

SKIP IF NOT INTERRUPTING, SKS '0125 

This instruction skips if the disk control is not generating an interrupt request. 
Interrupt conditions are listed under OCP '1425. 

SKIP IF OPERATIONAL, SKS '0225 

This instruction skips if the DCU is not busy and if no error bits in the status 
word are set. It skips if the previous data transfer was completed satisfactorily or a 
seek operation started without error. 

SKIP IF NO ERROR, SKS '0325 

This instruction skips if no error bit is set in the status word (bits 3 through 7 
and 11 through 14). 

SKIP IF NOT BUSY, SKS '0425 

This instruction tests the disk control unit busy indicator and skips if the control- 
ler is not busy. The control unit is busy for the duration of a read, write, or write for- 
mat operation, and for 70 us after the beginning of a seek. See the relevant OCP des- 
criptions for specific information about busy conditions. 

SKIP IF UNIT NOT SEEKING, SKS 'XX25 

These instructions (Table 2-4) test the seek indicator of each disk drive. Since 
the indicator is set near the end of the 70-fxs seek cycle, a valid indication of unit seeking 
can be obtained only after the DCU has gone not busy. 
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section in 

TYPE 4623 10 -SURFACE SINGLE SPINDLE MOVING -HEAD DISK FILE OPTION 



DESCRIPTION 

The 10 -Surface Single Spindle Moving -Head Disk File Option, Type 4623, consists of 
a disk control unit and one to eight disk storage units. Each disk storage unit houses a 
disk drive and a disk pack, the recording medium. Figure 3-1 shows the 10-Surface 
Single Spindle Disk Storage Unit, and Figure 3-2 shows the 10-Surface Disk Pack. The 
disk control unit is referred to in this manual alternately as the DCU and disk controller. 
Unit, when used alone, is synonymous with the disk storage unit. 

The system block diagram, presented in Figure 3-3, shows that the disk control 
unit may be connected to the central processor through either a direct multiplex control 
(DMC) channel or a direct memory access (DMA) channel. The DMC transfers data 
between memory and the peripheral devices over the standard I/O bus. The DMA trans- 
fers data to and from memory at high speed over a special data bus. DMC also allows 
use of the I/O bus; DMA does not. Although this option can operate via the I/O bus, 
Honeywell neither supports nor recommends such operation. 

The recording medium, a Honeywell M-4005, is a stack of six magnetic oxide coated 
aluminum plates on a common shaft with a plastic handle and cover assembly. The pack 
is physically interchangeable with the IBM Model 1316 disk pack. With required adjust- 
ments, the Honeywell drive can read from or write on an IBM disk. Figure 3-4 shows 
the physical organization of the Honeywell disk pack. 

The Type 4623 option reads from and writes on number 203 cylinders. * The term 
"cylinders" refers to a set of 10 recording tracks which are at the same radial distance 
from the hub. The drive detects the beginning of all tracks by sensing one physical 
index mark on the disk pack hub. Each track is divided into records in a format defined 
by the user. The fields within a record are discussed under 'Programming Information" 
later in this section. 

The disk controller is described in Doc. No. 70130072318; the drive is described 
in Doc. No. 60022580, 60022581, and 60022585, 259 Disk Pack Drive Operation- 
Maintenance Manual and Illustrated Parts Manual. 



*By convention, cylinders 200, 201, and 202 are used as spares. 
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Figure 3-1. 10 -Surface Single Spindle Disk Storage Unit, Type 4623 




Figure 3-2. 10 -Surface Disk Pack, Type 4622 
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Figure 3-4. Physical Organization of Type 4622 Disk Pack 
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Type Number Information 

To specify a 10-Surface Moving-Head Disk system, choose from the following 
types. . _ . "' 



Type No. 

4622 
4623 



Additional Disk Pack 

Disk Control Unit with one Disk Storage Unit (each DCU is capable 
of controlling up to eight Disk Storage Units) 



4624 Additional Disk Storage Unit (Disk Storage Drive and Disk Pack) 

Timing 

The timing of disk rotation, bit transfer, and head travel is shown in Table 3-1 
The timing of specific data input and output operations is discussed under "Program- 
ming Information" in this section. 

Table 3-1. Timing for Basic Type 4623 Disk Functions 



Rotational Speed 

Timing for one revolution 

Average rotational latency 
(Time lapse for required data to 
move under head) 

Word transfer time 

Word data aperture 

Maximum head travel time: 

1 cylinder 

200 cylinders 



2352-2448 rpm 
25 ms (nominal) 
12.5 ms 

12. (MS 

.12 [xs 

22 ms 
132 ms 



J 



Storage Capacity 

The storage capacity of-a disk pack depends on the selected track format. Each 
track may be formatted for 1 to 103 records. The maximum capacity of a track is 1, 800 
words in 1 record. The 16.5-word overhead and the timing tolerance (5-percent gap) 
associated with each record reduce the net storage capacity as more records are 
formatted. 

Table 3-2 shows the gross storage capacity. Figure 3-5 shows the capacity of a 
track as a function of the number of records formatted on it. Table 3-3 shows record 
capacity as a function of the number of records per track for some commonly selected 
values. 
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Table 3-2. 10 -Surface Moving -Head Disk Capacity- 



Words per track 

Words per surface 

Words per disk pack 

Words per control unit 
(with 8 drives) 



Maximum 



1,800 

360,000 

3,600,000 

28, 800, 000 



l 



Minimum 



103 

20,600 

206,- 000 

1,648,000 



-Maximum capacity obtained with one 1, 800-word record per track; minimum capacity 
obtained with 103 one -word records per track. 



Table 3-3. Type 4622 Record Capacity as a Function of Records/Track* 
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NOTES 
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400- 
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20 



- 16.5* 



Number of 16-bit data words/track with 5% gap 

Number of records/track 

Number of words/record with 5% gap 



If tolerance of operating frequency exceeds 0.5 Hz, 
see "Track Format and Gap" in this section. 
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Figure 3-5._ 10 -Surface Disk Track Capacity vs Number of Records per Track 
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OPERATION ' Y 

Controls and Indicators 

Each disk storage unit has five indicator/switches located on the main control 
panel. 

START INDICATOR /SWITCH 

The START switch is used to start and stop the disk storage unit as follows. 

Start 

To start up the disk, apply power to the unit (if not on), load the disk pack, close 
the cover, and press START. The indicator will illuminate, the disk will rotate, and 
the heads will seek to track zero. In about 55 seconds the disk storage unit is ready for 
operation. 

Stop 

An individual disk storage unit may be turned off by pushing the illuminated START 
switch or by lifting the top cover. The heads will retract completely, and the spindle 
brake will be applied. About 20 seconds are required for this sequence. 

UNIT NUMBER INDICATOR 

This indicator is illuminated when the heads are loaded on the pack. It indicates 
the number assigned to the disk storage unit (0 through 7) in a multiple drive system. 

FAULT INDICATOR/SWITCH 

The FAULT indicator will illuminate upon detection of any of the following 
conditions. 

a. Selection of more than one head. 

b. Read and write modes selected at the same time. 

c. Read and erase selected at the same time. 

d. Erase mode selected without a write driver selected. - 

e. - Erase mode selected and both write drivers selected. 

f. Write drivers selected without erase mode selected. 

g. Attempt to read, write, or erase with head not directly on the track. 

The FAULT switch clears the indicator. If the fault condition reappears, the 
indicator is illuminated again. Clearing a recurrent fault may be attempted by stopping 
the unit, then restarting it with the START switch. 
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WRITE PERMIT INDICATOR /SWITCH 

When this indicator is illuminated the unit is in the permit mode, and writing and 
formatting on the disk is allowed. Since the unit cycles up (i. e. , starts) in the protect 
mode (indicator not illuminated), the WRITE PERMIT switch must be pressed before 
attempting the write or format operations. 

CP FINISHED INDICATOR /SWITCH 

OCP '042 5 controls the CP FINISHED indicator. The programmer can program 
this indicator to flash as a signal to the operator that the program is finished with the 
current disk pack. The command also causes the unit to cycle down. The CP FINISHED 
switch is pressed to restart the drive and turn the indicator off. 

Power 



The main circuit breaker at the rear of the disk drive controls power to the unit 
except for the main motor. Controller logic is powered from the computer. The main 
motor is controlled by the START pushbutton and interlocked with the plastic cover. 

Changing Disk Packs 

The disk pack should be changed with the main circuit breaker ON. This activates 
the spindle brake, making pack changing easier and safer. 

To install a pack, hold it by its cover handle, and remove the bottom cover by un- 
screwing the knob at the bottom. Slide back the plastic cover on the disk drive, and lower 
the pack over the matching spindle, being careful not to bump one against the other. 
Twist the disk pack handle clockwise until the pack is firmly seated on the spindle. Raise 
the disk pack cover and remove it. Close the plastic cover of the disk drive immediately 
to prevent the entry of dust. 

To remove a pack, first make sure it is not rotating. Then slide back the plastic 
cover of the drive, and place the disk pack coveir over the disk pack, making sure it is 
seated. Twist the disk pack cover handle counterclockwise until the pack is free. Re- 
move the disk pack, and close the drive cover. Place the disk pack in position over the 
bottom cover, and tighten it with the bottom knob. 

Cleaning Disk Packs 

Dust or dirt on the disk pack recording surfaces may cause read or write errors as 
well as permanent damage to the surfaces and the read/write heads. Honeywell disk 
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pack drives are equipped with nylon cleaning brushes to ensure optimum performance. 
Manual cleaning on Honeywell drives equipped with brushes usually is not necessary; 
brushes clean the packs during each cycle-up. 

If a specific pack continually causes read errors after write operations, however, 
cycle up the unit five times. The brushes will clean the error-causing disk pack during 
the cycle -up process. If read errors persist and the record or format was written on 
another drive, this, may be the cause of the error. If errors persist, ahd'the drive used 
for writing and reading is the same and otherwise satisfactory, take the error -causing 
track out of service and assign one of the spare tracks. If spare tracks are not avail- 
able, remove the pack from service, as the entire surface may be degraded. 

Check the disk pack filter on the bottom of each pack and change it when necessary. 
Filters can be ordered through your local Honeywell Field Service Office. 

Note that Honeywell disk packs are impervious to 91 -percent isopropyl alcohol 
(2-propanol); however, other solvents may cause damage. 

PROGRAMMING INFORMATION 

Relevant Hardware Information 

UNIT NUMBER ASSIGNMENT 

Each disk drive is assigned a number from to 7 at its installation, and each 
drive should be labelled with its appropriate number. 

TRACK FOE.MAT AND GAP 

Figure 3-6 shows the track format, Information is recorded on the disk in a 
serial bit stream. 

t 

Field A Is a 64-bit field which allows for jitter in detection of the index mark. 
This field is recorded only before the first record of the track. Fields B, E, and K are 
64 -bit fields which allow for the distance between the erase head and the read /write 
head. Fields C, F, and J are special fields also used internally. Field D is the address, 
which is a 24-bit field with the first 8 bits ignored. The remaining 16 bits contain a 
program-assigned address for each record. Field G contains the data of the record. Field 
H is a 16 -bit record checksum for field G. Field L is a gap field which must be at least 
5 percent of the total length of fields B through K: 

L= 16(0. 05(G+ 16.5)) = 0.80G + 13.2 
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where L is the length of field L in bits, G is the length of field G in words, and 16. 5 is 
the length in words of fields B through K except G. If the frequency tolerance exceeds 
0.5 Hz, increase the gap proportionally. For example, with a tolerance of 1 . Hz, 
increase the gap to 10 percent: 

5% _ Gap - 
0.5 Hz = 1.0 Hz 

To access sequential records within the same rotation, take into account time T 
between the end -of -busy for the first record (which allows the next OCP to be sent) and 
the output of the second setup word as follows. 

L = 16(0. 05(G'+ 16.5) + 0.078T + 1.75) 
= 0. 80G + 41.2 .+ 1.25T 
where T is in us. The minimum time T between the initiating OCP and output of the 
second setup word is 55 us. 

STATUS WORD 

The programmer can obtain detailed information about the state of important ele- 
ments within the controller by requesting a status word transfer. In particular, the con- 
tents of the status word help him to determine if recovery from, an error state is possible. 
Figure 3-7 shows the format of the status word with the significance of each bit (when set) 
called out. 
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INDEX 
PULSE 



< 



S 



ONES 



64 ONES FOR INDEX 
PULSE JITTER 



L— Fl 



RST RECORD BEGINS HERE 



64 ONES 



16-BIT ADDRESS MARK 



24-BIT RECORD ADDRESS 
(FIRST 8 BITS IGNORED) 



64 ONES 



8-BIT SYNC MARK 



DATA 
(1-1800 WORDS) 



16-BIT RECORD CHECKSUM 



8-BIT END-OF-RECORD MARK 



64 ONES 



5% GAP 



i 



s< 



r 



SECOND RECORD BEGINS 
HERE 



64 ONES 



) 



79M 



Figure 3-6. 10-Surface Disk Track Format 
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^8^9^10 ; : 



11 12 13 14 15 16 



- End -of- Record Mark Found 

Error, OR of bits 3-7 and 11-14 

Data Transfer Rate Failure 

Checksum Error 

■ Data Unsafe (Inconsistency in internal logic, such as read 
and write at the same time or erase without detent; 
refer to the hardware manual for complete list 
of data unsafe conditions) 

Write Operation requested while in protect mode 

1 Seek Error (Attempt to seek track outside 000 to 202 limits) 

Requested Unit Not Available 

Selected Unit Not On Line 

Attempt to Format over Index Mark 

Requested Address Not Found 

Data Ready for Transfer 

Controller Busy 



Figure 3-7. 10-Surface Disk Status Word Format 



3-13 



#CA38 



SETUP WORDS 

Six of the OCP instructions require one or two setup words which transfer informa- 
tion necessary for the particular operation. Figure 3-8 contains these six OCP's and the 
formats of the corresponding setup words. 

CHECKSUM % ' ' 

As data is written onto the disk the controller accumulates a checkword. The check- 
word is formed by exclusively ORing all data wds into a register. At the end of an n- 
word transfer, the checkword is a 16-bit even^§rity checksum which is written onto the 
disk as word n+1. f\ 

When data is read from the disk and passes back through the controller, the hard- 
ware recomputes the checksum. Word n-s-1 is included in the computation. If the result 
is nonzero, the checksum error bit in the status word is set. A programmer may exam- 
ine the checkword by requesting an n+1 word read operation. 

INTERRUPT REQUESTS 

Certain conditions cause hardware interrupt requests. These conditions are listed 
under "Acknowledge Interrupt, Model OCP '1^5," in this secSkn. 

ACCESS TO DMC DEDICATED LOCATIONS 

On Model 316 with high-speed DMC the programmer is guaranteed access to DMC 
dedicated locations only when the disk controller is not busy. More information on this 
subject is presented in the 316/516 Programmers' Reference Manual (Doc. No. 70130072156) 
under "316 High-Speed DMC Dedicated Locations . " 



OCP '0025 

Seek Track Zero 



OCP '0125 
Direct Seek 



OCP '0225 

Read Current Address 



OCP '0425 
CP Finished 

OCP '0525 

Write Track Format 

OCP '0625 

Read/Write One Record 





1 2 


3 4 5 


6 


7 


8 9 10 11 12 13 


14 


15 


16 






UNIT 
NO. 








UNIT 
NO. 




1 
D | NUMBER OF TRACKS 
1 






UNIT 
NO. 


j HEAD ! 
NO. ( 


. 




RECORD ADDRESS 






UNIT 

NO. 








. ;: \-. 






UNIT 1 

NO. J 


HEAD j \: : 


I 




UNIT | 
NO. j 


HEAD i 

NO. [ - 

t ■'■'.■• 


( 


RECORD ADDRESS 



NOTE 

D = Direction. means toward hub; 1 means toward rim. 

R/W » Read or Write. means read; 1 means write. 
Shaded bits not used 



Figure 3-8. 10 -Surface Disk Instructions with Required Setup Words 
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General Instruction Sequences 

The instruction complement for the Type 4623 is given in Table 3-4. Tables 3-5 
through 3-9 give appropriate instruction sequences for common operations. 

■ ' . "^ 

SEEK, SEEK TRACK ZERO 

Before information can be transferred to or from a record, the head must be posi- 
tioned on the proper track. Two instructions perform this function: One is an absolute 
seek to cylinder 000; the other moves the head a specified number of cylinders in either 
direction from the current position. The programmer is expected to keep track of the 
current head position Within his program. Table 3-5 shows the sequence of operations 
required for the seek operations. 



Table 3-4. 10-Surface Moving-Head Disk Instructions* 



Instruction 



OCP '0025 
OCP '0125 
OCP '0225 
OCP '0425 
OCP '0525 
OCP '0625 

OCP '1025 
OCP '1125 
OCP '1325 
OCP '1425 
OCP '1725 

INA '0025 
OTA '0025 



SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 
SKS 



'0025 
'0125 
'0225 
'0325 
'0425 
'0725 
'1025 
'1125 
"1225 
'1325 
'1425 
"1525 
'1625 
'1725 



SMK '0020 



Function 



Seek track zero 

Direct seek 

Read current address 

CP finished 

Write track format 

Read or write one record 

Stop transfer 
Read status word 
Enable DMC /DMA mode 
Acknowledge interrupt 
Enable I/O bus mode 

Input from disk to A-register if ready 

Output contents of A-register to disk if ready 

Skip if ready 

Skip if disk not requesting interrupt 

Skip if operational 

Skip if no error , 

Skip if not busy 

Skip if unit 7 not seeking 

Skip if ready 

Skip if unit not seeking 

Skip if unit 1 not seeking 

Skip if unit 2 not seeking 

Skip if unit 3 not seeking 

Skip if unit 4 not seeking 

Skip if unit 5 not seeking 

Skip if unit 6 not seeking 

Set interrupt mask (bit 4) 



^Address of moving-head disk control unit is 25. X in INA 'X025 may be either 1 or 0: 
means clear A-register before input; means input without first clearing. 
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Table 3-5. 10-Surface Disk Seek And Seek Track Zero Instruction Sequence 



; 



Step 



I/O Bus k DMC 



Test control unit busy indicator 
Test if drive seeking 

Execute seek instruction 
Output setup word 



Handle seek complete interrupt 
request 



DMA 



Test control unit busy indicator 

Test if drive seeking 

Set up DMA for one -word 
transfer 

Execute seek instruction 

(Enter DMA) 

(End -of -range) 

Handle seek complete interrupt 
request 



CP FINISHED 

Execution of the CP finished instruction causes the selected unit to seek track 
zero, power down, and flash the CP FINISHED indicator. The flashing continues until 
the operator presses CP FINISHED. The sequence of operations required for a CP fin- 
ished instruction is shown in Table 3-6. 

Table 3-6. 10-Surface Disk CP Finished Instruction Sequence 



Step 


I/O Bus and DMC 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


— 


Set up DMA for one -word transfer 


3 


Execute CP finished instruction 


Execute CP finished instruction 


4 


Output setup word 


(Enter DMA) 


5 


— 


(End -of -range) 



READ CURRENT ADDRESS 

Disks often are formatted so that the address of each record identifies the track, 
head, and unit. By reading the address of the next record formatted under such a system, 
a programmer can determine the track location and relative rotational position of the heads 
on the disk. Table 3-7 shows the sequence of operations required for reading the current 
address. When the DMA is used, the address is returned as the second word of the two- 
word buffer. 
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Table 3-7. 10-Surface Disk Read Current Address Instruction Sequence 



Step 


I/O Bus 


DMC 


DMA 


1 


Test control unit busy 
indicator . 


Test control unit busy- 
indicator 


Test control unit busy- 
indicator 


2 


— 


Set up DMC for one- 
word input transfer 


Set up DMA for two- 
word output transfer 


3 


Enable transfer via 
I/O bus 


Enable transfer via 
DMC /DMA 


Enable transfer via 
DMC /DMA 


4 


Execute read current 
address instruction 


Execute read current 
address instruction 


Execute read current 
address instruction 


5 


Output setup word 


Output setup word 


(Enter DMA) 


6 


INA current address 


(Enter DMC) 


(Disk control unit switches 
DMA to input) 


7 


Return to DMC /DMA 
mode 


(End -of -range) 


(End -of -range) 



WRITE TRACK FORMAT 

Table 3-8 shows the sequence of operations required for writing a track format. 
Formatting takes place in the following order (after the setup word). 
a. Record address 

Data for every word in the record (may be blank or filler) 
End -of -range 



b. 
c. 
d. 



Five -percent gap word (whose value is the number of bit cells in 
the gap field) 

e. Repetition of steps a. through d. for each record 

f. End-of -range, acknowledge interrupt, and stop transfer after the 
last record (which writes gap to the track origin) 



The 5-percent gap word related to the previous record must be output as the first 
word of the block being output for the present record. 

Because of timing constraints the CPU must be dedicated exclusively to formatting. 
Time -sharing or multiprogramming is not possible, because time is not available to handle 
interrupts. 



3-1' 



#CA38 



Table 3-8. 10 -Surface Disk Write Track Format Instruction Sequence 





Step 


DMC 


DMA 


1 
2 
3 

4 
5 
6 
7 
8 

9 
10 

11 


Test control unit "busy indicator 

a 
Set up DMC for n+l-word output 

Enable transfer via DMC /DMA 

Execute write track format instruction 

Output setup word 

(Enter DMC) 

(End -of -range) 

Reinitialize DMC for n+2 -word 

c 
output 

(Enter DMC) 

Repeat steps 6 through 9 for each 

record 

d 
Reinitialize DMC for 1-word output 


Test control unit busy indicator 

b 
Set up DMA for n+2 output 

Enable transfer via DMC /DMA ' 

Execute write track format instruction 

(Enter DMA) 

(End -of -range) 

Reinitialize DMA for n+2 -word 

c 
output 

(Enter DMA) 

Repeat steps 6 through 9 for each 
record 

Reinitialize DMA for 1-word output 


a .'■■ 
For first DMC transfer, word 1 should be record address and the 

remaining n words should be data. 

b 

For first DMA transfer, word 1 should be setup word, word 2 should 

be record address, and the remaining n words should be data. 

c 

For subsequent DMC or DMA transfers, word 1 should be the 5 -per- 
cent gap word for the preceding record, word 2 should be the record 
address, and the remaining n words should be data. 

d 

Last DMC or DMA transfer should be 5 -percent gap word for the pre- 
vious record. Setup must be accomplished within 60 fj.s and subse- 
quent interrupt request must be followed by stop transfer and acknow- 
ledge (clear) interrupts commands. The drive will write gap until it 
detects track origin. 

If the programmer has ensured that enough space remains on disk for gap 
for the final record (he may include the 64-bit field A), he need not trans- 
fer the 5-percent gap for the final record. If the last gap word is not 
transmitted or timing requirements are not satisfied, the drive writes 
gap to track origin and sets the data -transfer rate-failure bit in the status 
word. 



READ OR WRITE ONE RECORD 

The sequence of instructions for these two operations is almost identical. The data 
words, preceded by two setup words, are transferred between the computer and the disk. 
The address is read but not modified. The record checksum is written or read and com- 
pared but is not transferred to the computer unless a read has been specified for more 
words than the record contains. Table 3-9 shows the sequence of operations required for 
reading or writing one record. 
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Table 3-9. 10-Surface Disk Read or Write One Record Instruction Sequence 



Step 


DMC 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


Set up DMC for n-word input 
or output 


Set up DMA for N +2 -word output a 


3 


Enable transfer via DMC /DMA 


Enable transfer via DMC /DMA 


4 


Execute read /write one record 
instruction 


Execute read /write one record 
instruction 


5 


Output first setup word 


(Enter DMA) 


6 


Output second setup word^ 


_ 


7 


(Enter DMC) 


(Disk control unit switches DMA 
to input when reading) 


8 


(End -of- range) 


(End -of -range) 


a 

i- or DMA transfers, words 1 and ^ must be setup words; the remaining 

n words are data storage location u . 

b 

The time of second setup word is critical only if sequential access 

within the same rotation is desired (see "Track Format and Gap, " 
a preceding paragraph). 



In an under-range read the controller transfers the specified number of words to 
memory and discards the remainder of the record. The controller becomes not busy 
shortly after the end-of-record mark is detected. The checksum is handled as in a nor- 
mal read. 

An over-range read, which inputs the checksum word (often useful for error re- 
covery), terminates at the end-of-record mark. The checksum error bit (bit 1 3 in the 
status word) is valid as in a normal read. An under-range write causes no problems. 

An over-range write reduces the gap field correspondingly for up to four words over 
the original format. If more than four words are written beyond the format, the next 
record (and format) is destroyed. The current record is readable under most circum- 
stances. 

READ STATUS WORD 

The sequence in Table 3-10 shows the order of instructions to read the contents of 
the status register. With DMC it is easiest to code this operation using the I/O bus as 
shown below, although DMC is perfectly acceptable. 
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Table 3-10. 10 -Surface Disk Read Status Word Instruction Sequence 



- 
Step 


I/O Bus 


DMA 


1 


Test control unit busy indicator 


Test control unit busy indicator 


2 


Enable I/O bus 


Set up DMA for one -word input transfer 


3 


Execute read status word instruction 


Execute read status word instruction 


4 


Input status word 


(Enter DMA) 


5 


Enable DMC /DMA 


(End -of -range) 



Instruction Descriptions 

SEEK TRACK ZERO,. OCP '0025 

This instruction and its associated setup word cause the heads on the selected unit to 
move to track 000. The disk control unit busy indicator is set for 50 us after the setup 
word is output; the seeking indicator of the selected unit is set for 22 to 132 ms after the 
setup word is output (see Table 3-1). 

More than one disk drive may be seeking at a time. When the heads reach track zero 
the controller generates an interrupt request (which may be delayed until the controller 
becomes not busy). This instruction is ignored if issued while the disk control unit busy 
indicator is set. A seek-track-zero instruction executed with the heads already on track 
zero is processed the same as a seek-track-zero from any other position. 

DIRECT SEEK, OCP '0125 

This instruction and its associated setup word cause the heads on the selected unit to 
move the number of tracks specified by bits 9 through 16 of the setup word and in the di- 
rection specified by bit 8 of the setup word, where means toward the center of the disk 
(higher track numbers) and 1 means toward the outside of the disk (low,er track numbers). 
If the disk control unit detects a in the difference field (bits 9 through 16), it sends no 
orders to the disk drive, sets the seek error bit in the status word, and generates an in- 
terrupt request. The disk control unit busy indicator is set for 50 us after the setup word 
is output; the selected unit seeking indicator is set for 22 to 132 ms after the setup word is 
output. This instruction is ignored if issued while the disk control unit busy indicator is set, 

The programmer can code several units to seek concurrently with successive OCP 
seeks and setup words. He must test for controller busy between OCP's. If several units 
are seeking, the programmer can either acknowledge interrupts as they occur or wait 
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until all units have finished seeking, and then clear all interrupt requests with one acknowl- 
edge interrupt. An interrupt request will be delayed until the controller becomes not busy 
(e.g., if a data transfer follows a seek). A seek directed to a nonexistent track results in 
a seek to zero and a seek error in the status word. 

READ CURRENT ADDRESS, OCP '0225 

This instruction and its associated setup word cause the next address encountered on 
the selected track by the selected head to become available on the input bus. The disk con- 
trol unit busy indicator is set from the time the setup word is output until the address be- 
comes available to the central processor. Then the ready indicator is set, the busy in- 
dicator is reset, and an interrupt request is generated. This OCP has no effect if issued 
while the DCU is busy. 

CP FINISHED, OCP '0425 

Execution of this instruction and its associated setup word cycles down the unit, and 
illuminates the CP FINISHED indicator. A programmer may code this operation to signal 
the operator that a certain disk is no longer needed by the executing program. The DCU 
busy indicator remains set for 50us after the setup word OTA. No interrupt request is 
generated. 

WRITE TRACK FORMAT, OCP '0525 

This instruction and its associated setup word cause the selected head on the selected 
unit to detect the track origin and write a new format on the track. In addition, data may- 
be written in the newly formatted records. The address, the data, and the gap size are 
under program control. If the output transfer rate is not maintained by the computer, the 
disk control unit aborts the operation, writes gap to the track origin, and sets the data- 
transfer rate-failure bit in the status word. The DCU is busy from the time of the order- 
initiation OCP until formatting terminates at track origin. Refer to "Track Format and 
Gap, " earlier in this section for information on how to format to access sequential records 
on a track. 

READ OR WRITE ONE RECORD, OCP '0625 

This instruction and its two associated setup words cause the selected head on the 
selected disk drive to read or write one record at the specified record address on the cur- 
rent cylinder. Bit 1 of the first setup word must be for read and 1 for write. 
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Read 

The unit reads until one of the following conditions occurs. 

a. End -of -record is sensed. 

b. The computer fails to maintain the necessary input transfer rate. 

c. Two index pulses are tallied. 

d. The stop transfer instruction (OCP '1025) is executed or DMC/DMA 
end-of -range occurs. Data transfer will cease, but the disk control 
unit continues reading to the end of the record. When a stop transfer 
instruction is executed during a read operation, the last data word 
transferred before the instruction takes effect is interpreted as a 
checksum. The checksum error bit in the status word may be set. 
This feature is useful in test programs. 

The control unit busy indicator is set from the time the OCP is issued until the read is 
completed in one of the four ways listed above. 

If the program specifies a larger number of words (range) to be read than the record 
contains, the record checksum is transferred to the central processor as if it were data, 
and the end-of-record is sensed before the next word is transferred. If, at the end of the 
read operation, the checking logic indicates an error, the checksum error bit in the status 
word is set. 

Write 

Data is written into the addressed record until one of the following conditions occurs. 

a. The stop transfer instruction (OCP '1025) is executed or DMC/DMA end-of- 
range occurs. 

b. The computer fails to maintain the necessary output transfer rate. 

c. Two index pulses are tallied. 

When condition a. or b. is encountered, the word being written is finished, and the check- 
sum record is written along with the end-of-record mark and the field of ones (fields H, 
J, and K of Figure 3-6). When condition c. occurs, the operation is terminated immediately. 

The programmer should make sure that the record written is no larger than allowed 
by the record format. If it is too long by four words or less, the 5 -percent gap is dimin- 
ished, but the following record will not be affected. If it is more than four words too long, 
the following records are destroyed. 

The controller is busy from the time the OCP is issued until a. , b. , or c. , above 
y terminates the operation. The read/write operation may be requested when one or more 
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units are seeking and will be executed either immediately or when the appropriate seek is 
complete. Any pending interrupt request is delayed until the operation is complete, i.e., 
until the controller becomes not busy. 

STOP TRANSFER, OCP '1025 

This instruction, which does not require a setup word, stops track formatting if 
issued immediately after the DCU has received the last data word. If this OCP is not is- 
sued within 50 us of end-of-range for the last record formatted, the data-transfer rate- 
failure bit in the status word is set. Execution of a stop transfer instruction forces the 
controller to not busy. In this way, a programmer can cleacr a busy hangup which may 
result from an OCP -with no setup word transfer or a hardware fault. If issued during a 
read operation, this instruction forces a diagnostic checksum (see "Read", preceding). 

READ STATUS WORD, OCP '1125 

This instruction causes the status word to be the next data-like word transferred via 
I/O bus, DMC, or DMA (whichever is enabled). Code IN A '0025 or '1025 after the OCP 
to make the transfer via I/O bus. For DMC or DMA transfers, initialize the channel be- 
fore issuing the OCP. Before issuing OCP '1125 while the DCU is busy, delay 50 ms (two 
revolutions) to allow completion of any transfer in progress. Reading the status word 
does not alter the state of the controller other than to clear the status request. See Fig- 
ure 3-7 for the status word format. 

ENABLE DATA TRANSFER VIA DMC /DMA, OCP '1325; 
ENABLE DATA TRANSFER VIA I/O BUS, OCP '1725 

OCP ! 1325 (or '1725), which does not require a setup word, enables the disk control 
unit to use the DMC /DMA (or I/O bus) exclusively. It does not initiate an order to any of 
the disk drives . 

Pressing MSTR CLEAR initializes the system for DMC or DMA transfers. To ini- 
tialize the system for I/O bus transfers, execute OCP '1725 before executing the OCP 
which implies the data transfer (e.g., OCP '0625, Read One Record). Transfers are 
enabled via the XlO bus until OCP '1325 is executed or the computer is MSTR CLEARed. 

ACKNOWLEDGE INTERRUPT, OCP ■' 1*425 

This instruction, which does not require setup word, does not initiate any orders to 
the disk drives but does re.set (clear) an interrupt request if one is present. The following 
situations cause interrupts if allowed. 
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a. The disk control unit goes from busy to not busy, except for the . ^ 
50-us busy at the beginning of a seek, CP-finished, or read- *■ 
status-word instruction. Any OCP, except read -status -word, 

addressed to the disk control unit resets this interrupt request. 

b. A seek operation is completed. If this happens when the disk 
control unit is busy, the interrupt is delayed until the control 
unit goes to not busy. If a direct seek is requested and its set- 
up word specifies a difference of zero tracks, this interrupt 
request is generated immediately. Only OCP '1425 resets this 
interrupt request. 

c. A disk drive error (bits 5, 6, 7, 11, or 12 in the status word) 
is detected. The operation is terminated, aaid as ija*©.»]?upt re- 
quest is generated at the end of the 50-fis order process interval. 

d. End-of-range is reached in write-track-format operations with 
DMC /DMA mode set. The interrupt signals the program to re- 
initialize the DMC /DMA within the time constraints . It may be 
cleared by OCP '1425 during the format operation, or by OCP 
'1425 or OCP '1025 at the end of the format operation. 

INPUT FROM DISK TO A-REGISTER IF READY, INA *0025 

If the disk control unit has a data word ready for transfer, this instruction ORs the 
word from the DCU into the A-register and skips the next instruction. At the completion 
of the instruction, data -ready and status -request are reset. If data is not ready, INA 
'0025 is treated as a NOP. To maintain the data transfer rate, INA must be executed 
within 12 us of the time data becomes ready (time constraints do not apply for status and 
address transfers). INA '0025 is not applicable to a DMA configuration. 

CLEAR A-REGISTER AND INPUT FROM DISK. TO A-REGISTER 
IF READY, INA '1025 

This instruction performs a function similar to that above, except the A-register 

is cleared before the data is ORed in. 

OUTPUT TO MOVING-HEAD DISK IF READY, OTA '0025 

If the data ready indicator is set, this instruction outputs data (usually a setup word) 
to the moving-head disk, resets data ready, and skips the next instruction. If data ready 
is reset, the instruction is treated as a NOP. The timing requirements for disk data are 
the same as for INA '0025 and '1025. Timing of setup words is noncritical. OTA '0025 
is not applicable to a DMA configuration. 

SET INTERRUPT MASK (BIT 4), SMK '0020 

The state of the standard interrupt mask for the moving -head disk is made equal 
to bit 4 of the A-register (which must contain the entire mask word) by executing 
SMK '0020. 
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SKIP IF READY, SKS '0025 

The data ready indicator is used on both read and write operations to signal that 
another word may be transferred to or from the disk control unit. SKS '0025 tests this 
indicator. This instruction generally is not useful. 

SKIP IF NOT INTERRUPTING, SKS '0125 

This instruction skips if the disk control is not generating an interrupt request. 
Interrupt conditions are listed under OCP '1425. 

SKIP IF OPERATIONAL, SKS '0025 

This instruction skips if the DCU is not busy and if no error bits in the status word 
are set. It skips if the previous data transfer was completed satisfactorily or a seek 
operation started without error. 

SKIP IF NO ERROR, SKS '0325 

This instruction skips if no error bit is set in the status word (bits 3 through 7 
and 11 through 14). 

SKIP IF NOT BUSY, SKS '0425 

This instruction tests the disk control unit busy indicator and skips if the controller 
is not busy. The control unit is busy for the duration of a read, write, or write format 
operation, and for 50 jxs after the beginning of a seek. See the relevant OCP descriptions 
for specific information about busy conditions. 

SKIP IF UNIT NOT SEEKING, SKS 'XX25 

These instructions (Table 3-4) test the seek indicator of each disk drive. Since 
the indicator is set near the end of the 50-jj.s seek cycle, a valid indication of unit seek- 
ing can be obtained only after the DCU has gone not busy. 



3-25 #CA38 



SECTION IV 
EXAMPLES 



Four examples are included in this section. Each assumes that a routine named 
ERR is available to handle errors which show up in the status word. This routine is not 
shown. 

The techniques in the example programs apply to the 20-Surface Disk, 10-Surface 
Disk, and 2-Surface Disk, although the examples cite specific device characteristics of 
the 20-Surface Disk. To adapt these examples, address only surfaces and 1 for the 
2-Surface Disk and surfaces through 9 for the 10-Surface Disk. 

SEEK TRACK ZERO 

Figure 4-1 is an example of a program for returning the heads of disk drive number 
4 to track 000 on a DMC system. This program waits for the busy indicator to be reset 
before returning. 

WRITE TRACK FORMAT 



Figure 4-2 is an example of a program that formats track 3 (the fourth track) on the 
current cylinder into 25 records of 40 words each. Records in this example are assigned 
sequential numbers 1 through 25 decimal. The contents of buffer BUF are written as data 
in each record. Since BUF is not initialized, the programmer does not know in advance 
what data (or pseudo-data) will be written. 

The program uses a DMC channel and formats on moving -head disk drive 1, head 3 
(second drive, fourth head). The 5-percent gap is not long enough to allow immediate 
sequential access. 

This example program does not allow interrupts but does mask on interrupt requests 
which can be tested with SKS '0125. The test determines when the DMC reaches end-of- 
range. The controller will cause an interrupt request regardless of error conditions 
within two revolutions. 

READ ONE RECORD ON DMA/WRITE ONE RECORD ON DMC 

Figures 4-3 and 4-4 are examples which illustrate differences between DMA and 
DMC operations. The first program reads a 40-word record from the current cylinder 
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of disk drive 1, head 3 (the track formatted in Figure 4-2). The second program writes 
a 4-word record on cylinder 139, surface 9, at address '26. Assume that the example 
M$FT program (Figure 5-4) has previously formatted the track. 

One major difference between the two channel types is that DMA must start up in 
output mode for all operations, whereas with DMC read implies input mode and write 
implies output mode. With DMA, the controller automatically switches the channel to 
input mode after transfer of the setup words. 



SEEK DAC 


** 


SKS 


'0425 


JMP 


*-1 


SKS 


'1425 


JMP 


*-1 


OCP 


'0025 


LDA 


='20000 


OTA 


'0025 


JMP 


*-1 


SKS 


'0425 


JMP 


*-1 


SKS 


'0325 


JMP 


ERR 


JMP» 


SEEK 



ENTRY POINT 

TEST BUSY INDICATOR 

DELAY UNTIL NOT BUSY 

IS UNIT 4 SEEKING? 

DELAY UNTIL NOT SEEKING 

RETURN TO TRACK ZERO 

SETUP WORD FOR UNIT 4 

OUTPUT SETUP WORD 

DELAY IF NOT READY 

TEST BUSY INDICATOR 

DELAY UNTIL NOT BUSY 

ERROR? 

YES, PROCESS IT 

EXIT 



Figure 4-1. Seek Track Zero Example 
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REC 


OCP 


'1425 




SKS 


'0125 




SKP 






JMP 


*-2 


• 




■ ■ *** 




IRS 


BUF 




LDA 


BFAD 




. STA* 


STRT 


* 




DMC CAN 




IRS 


RCNT 




JMP 


REC 


* 








STA* 


END 




OCP 


'1425 




SKS 


'0125 




SKP 






JMP 


*-2 




SKS 


'0425 


* 








JST 


TERR 




OCP 


'1425 




JMP* 


FRMT 


* 






TERR 


DAC 


* 




SKS 


'0325 




JMP 


ERR 




STA 


TEMP 




LDA 


TERR 




SUB 


=2 




STA 


TERR 




LDA 


TEMP 




JMP* 


, TERR 


• 






GAP1 


DEC 


46 


BUF 


BSS 


41 


* 






ADST 


OCT 


.1 


RCNT 


OCT 





B1AD 


DAC 


BUF 


BEAD 


DAC 


GAP1 


BFND 


DAC 


ADST-1 


STRT 


OCT 


20 


END 


OCT 


21 


TEMP 


BSZ 


1 



MUST ACKNOWLEDGE INTERRUPT REQUEST 
IS DISC REQUESTING" INTERRUPT? 
YES, RESET DMC 
NO, DELAY UNTIL IT IS 

INCREMENT TRACK ADDRESS 
DMC START IS 5% GAP WORD 
STORE IN DMC START LOCATION 
BECOME ACTIVE AGAIN 

UPDATE RECORD COUNT 

NOT "DONE, DO ANOTHER RECORD 

SET DMC FOR 1— WORD. TRANSFER 

ACKNOWLEDGE INTERRUPT 

WAIT FOR INTERRUPT REQUEST 

EXIT WHEN REQUEST ARRIVES 

LOOP WHILE WAITING 

TEST BUSY INDICATOR WHILE WRITING 

GAP TO TRACK ORIGIN 
ERROR TEST IF BUSY 
ACKNOWLEDGE INTERRUPT 
RETURN 

ENTRY TO ERROR TEST LOOP 
ERROR? 

YES, PROCESS IT 
NO, SAVE A AND 
LOAD RETURN POINTER 
DECREMENT RETURN POINTER 
RESTOITE POTNTER 
RESTORE A REGISTER 
RETURN TO CALLING PROGRAM 



NUMBER OF BITS IN 5% GAP 
STORAGE FOR ADDRESS FOLLOWED 

BY 40 DATA WORDS 
ADDRESS OF FIRST RFCORD 
STORE RECORD COUNTER H*RE 
FIRST DMC START 
SUBSEQUENT DMC STARTS ~~ 
DMC ENDING ADDRESS 
DMC CHANNEL 1 START ADDRES_S -~ 
DMC CHANNEL 1 END ADDRESS 
STORAGE FOR A REGISTER IN TFRR 



Figure 4-2. Write Track Format Example 
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READ DAC 
INH 
SKS 
JMP 
LDA 
SSP 
SMK 
LDA 
SMK 
OCP 
LDA 
STA 
LDA 
STA 
OCP 

LDA 
SMK 
SKS 
SKP 
JMP 
SKS 
JST 
OCP 
JMP* 

TERR DAC 

SKS 

JMP 

STA 

LDA 

SUB 

STA 

LDA 

JMP* 

BUFA DAC 

BUF BSS 

TEMP BSZ 



*0425 

*-1 
BUFA 

*0124 

=-42 

'1124 

'1325 

«'4300 

BUF 

= '3 

BUF+1 

'0625 

DMA BEGINS 

="10000 

'0020 

*0125 

*-2 
'0425 
TERR 
'1425 

READ 

** 

*0325 

ERR 

TEMP 

TERR 

=2 

TERR 

TEMP 

TERR 

BUF 

42 

1 



ENTRY POINT 
INTERRUPTS NOT WANTED 
TEST BUSY INDICATOR 
DELAY UNTIL NOT BUSY 
START ADDRESS 
RESET FLAG FOR OUTPUT 
LOAD ADDRESS COUNTER 
2'S COMPLEMENT OF RANGE 
LOAD RANGE COUNTER 
ENABLE IN DMC/DMA MODE 
FIRST SETUP WORD 

SECOND SETUP WORD- 



READING 



READ OR WRITE 



MASK BIT 

SET MASK BIT 

TEST FOR END-OF-RANGE INTERRUPT REQUEST 

YES, SKIP TO EXIT ROUTINE 

NO, DELAY UNTIL END-OF-RANGE OCCURS 

TEST BUSY INDICATOR 

ERROR TEST IF BUSY 

ACKNOWLEDGE INTERRUPT 

NO, EXIT 

ENTRY TO ERROR TEST LOOP 
TEST FOR ERROR 
YES, PROCESS IT 
NO, SAVE A AND 
LOAD RETURN POINTER 
DECREMENT RETURN POINTER 
RESTORE POINTER 
RESTORE A REGISTER 

BUFFER ADDRESS 

DATA BUFFER 

STORAGE FOR A REGISTER IN TERR 



Figure 4-3. Read One Record on DMA Example 
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WRIT 


DAC 


*♦ 


ENTRY POINT 




INH 




INTERRUPTS NOT WANTED 




SKS 


'0425 


TEST CONTROLLER. .BUSY INDICATOR 




JMP 


*-1 


DELAY UNTIL NOT BUSY 




LDA 


BUFB 


BUFFER ADDRESS 




SSP 




RESET FLAG FOR OUTPUT 




STA* 


STRT 


STORE IN DMC STARTING ADDRESS 




LDA 


BFND 


END-OF-BUFFER ADDRESS 




STA* 


END 


STORE IN DMC ENDING ADDRESS 


- 


OCP 


'0625 


READ OR WRITE 




LDA 


='1100 


FIRST SETUP V70RD 




ssrt 




SET FLAG FOR OUTPUT 




OTA 


'0025 


OUTPUT FIRST SETUP WORD 




JMP 


*-1 


DELAY UNTIL READY 




LDA 


WADR 


SECOND SETUP WORD 




OTA 


'0025 


OUTPUT SECOND SETUP WORD 




JMP 


*-1 


DELAY UNTIL READY 


* 




DMC BEGINS 


WRITING 




LDA 


='10000 


MASK BIT 




SMK 


# 0020 


SET MASK BIT 




SKS 


•0125 


TEST FOR END-OF-RANGE INTERRUPT REQUEST 




SKP 




YES, SKIP TO EXIT ROUTINE 




JMP 


*— 2 


NO, DELAY UNTIL END-OF-RANGE OCCURS 




SKS 


'0425 


TEST BUSY INDICATOR 




JST 


TERR 


ERROR TEST IF BUSY 




OCP 


'1425 


ACKNOWLEDGE INTERRUPT 


• 


HLT 






TERR 


DAC 


•»» 


ENTRY TO ERROR TEST LOOP 




SKS 


'0325 


TEST FOR ERROR 




HLT 








STA 


TEMP 


NO, SAVE A AND 




LDA 


TERR 


LOAD RETURN POINTER 




SUB 


-2- 


DECREMENT RETURN POINTER 




STA 


TERR 


RESTORE POINTER 




LDA 


TEMP 


RESTORE A REGISTER 


» 


JMP* 


TERR 




BUFB 


DAC 


BUF 


BUFFER ADDRESS 


BFND 


DAC 


BUF+3 


END-OF-BUFFER ADDRESS 


STRT 


OCT 


20 


DMC STARTING ADDRESS 


END 


OCT 


21 


DMC ENDING ADDRESS 


WADR 


OCT 


26 


WRITE ADDRESS 


TEMP 


BSZ 


1 


STORAGE FOR A REGISTER IN TERR 


BUF 


OCT 


75 


DATA BUFFER 




OCT 


100 






OCT 


100 


t 




OCT 


150 





Figure 4-4. Write One Record on DMC Example 
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A second important difference is that DMA requires a starting address and range 
to determine data boundaries, whereas DMC requires starting and ending addresses of 
the data area. Note in Figure 4-3 that DMA range must be coded in 2's complement form. 

The means of outputting setup words for the two channel types also differ. DMA 
requires the setup word(s) in the first buffer location(s). DMC, on the other hand, must 
transfer the word(s) via the I/O bus (OTA '0025). 

CAUTION 

On DMA configurations that requirement for space for 
the setup word(s) has important implications. Either 
a two-word area for setup must be allocated in front of 
any area to be transferred, or the contents of one or 
two words must be saved and the words restored after 
use. For simultaneous compute /transfer operations 
the first method is recommended (with the second 
method the active program may inadvertently access 
the words used for setup). 



J 
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SECTION V 
DRIVER M$IO AND FORMATTER M$FT 



DRIVER M$IO 

M$lO (Doc. No. 70181509000) is the standard Honeywell I/O Library driver program 
for the 20-Surface Moving-Head Disk File Option (Type 4720), the 10-Surface Moving- 
Head Disk File Option (Type 4623), and the 2 -Surface Moving -Head Disk Store Option 
(Type 4651). This driver requires a DMC, high-speed DMC (HSDMC), or DMA channel, 

and supports up to eight disk drives. It occupies approximately 365 (245. ) words in 

o 10 

memory. 

Initialize Drive, M$IN 

M$IN configures M$IO for channel type and number. If M$IN is not called, the 
driver assumes the default configuration of DMA channel 1. Since M$IN does not check 
whether the controller is busy before executing the instruction sequence, call it only at 
system initialization time. 



The calling sequence and argument format for M$IN follow. 

(L) CALL M$IN DISK INITIALIZING ENTRY 

(L+l) OCT ARG0 

<L+2) 



DMC /DMA, CHANNEL NUMBER 
RETURN 



ARGO: 



for DMC or HSDMC, 

1 for DMA 



io II 



(6 



Channel No. (1-16 for DMC or 
.HSDMC, 
1-4 for DMA) 



Read Record, Write Record, or Read Current Record Address, M$IO 

The arguments following the call to routine M$IO indicate the operation the driver 
is to perform — read a record, write a record, or read the address of the current record. 
If the current record address is requested, it is returned in the second word of the buffer. 

After fetching its argument from the calling sequence, M$IO compares the current 
head position to that in ARG2; then seeks the track specified, if a seek is necessary. 
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ARG2 is passed as an absolute cylinder number. Since each directed seek (i. e. , not 
seek track zero) in the driver is followed immediately by a data transfer, only one unit 
can- be seeking at a time. 

Bit 1 of ARG3 allows the programmer to control status checking. If the bit is 
zero, M$IO checks status before returning and puts the status word into the A-register 
{see Figure 1-7 for a description of the status word). 

If a programmer wants to perform some computation while a data transfer is 
taking place, he can set bit 1 of ARG3. As soon as the data transfer begins (less than 
400 m-9 after, the call is made if the controller is not busy), control returns to the calling 
program, "then, by calling M$CK, the programmer can check status at a later time 
(after the data transfer is complete). 



The sequence below calls M$IO; argument formats follow. Note that ARG4 is not 
meaningful for read- cur rent-address. 

I/O ONE RECORD OR ADDRESS 

R/W, UNIT NUMBER, HEAD NUMBER 

CYLINDER NUMBER 



(D 

(L+2) 
(L+3) 



'CALL 
OCT 
OCT 
OCT 



M$IO 
ARG1 
ARG2 
ARG3 



ERROR AND STATUS CHECK/RETURN, 
BUFFER ADDRESS 

(L+4) OCT ARG4 RECORD ADDRESS 

(L+5) OCT ARG5 TRANSFER DATA/READ CURRENT 

ADDRESS, NUMBER OF WORDS 

(L+6) ERROR RETURN 

(L+7) NORMAL RETURN 



ARG1 



' 2 3 4 5 6 7 8 9 10 II 12 13 14 15 16 





% 






y////////////M 


- 


1 




1 


L Umt N 


o. ( 


Head No. 

0-7) 


(0-19) 



for Read, 

1 for Write 



ARG2: 



8 9 



16 



V//W/////////////A, 






< 


1 Cylinder No. (0-202; 
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ARG3: 



16 



Address of Data Buffer (See "Caution" note) 

{0 for Complete Operation, Check for Errors, and Make Appropriate 
Return when Controller Not Busy; 
1 for Start Operation and Make Normal Return Immediately 

CAUTION 

M$lO requires the first two words of addressed area 
for setup words; therefore, area two words longer than 
data block must be reserved for buffer (see "Caution" 
note under "Read One Record on DMA/Write One Record 
on DMC" in Section IV). 



ARG4: 



Record Address 



16 



ARG5: 



Data Record Size 

J for Read or Write One Record, 

\ 1 for Read Current Record Address 
If ARG5 = 0, default of 256 data words is assumed. 

Figure 5-1 shows a sample calling sequence for M$IO. In this sequence M$IO 

reads record A7 of cylinder '133 with head 7 on drive 3. The record is 128 words long. 

The driver will return to the calling program immediately without checking status or 

data errors. 



CALL 


M$IO 




OCT 


014700 


READ, UNIT 3, HEAD 7 

i 


OCT 


133 


CYLINDER '133 


DAC* 


BUF 


BUFFER ADDRESS (Bit 1 set by * for no error or 

status checking) 


BCI 


1,A7 


RECORD ADDRESS 


DEC 


128 


NUMBER OF DATA WORDS TO BE READ 


JMP 


ERR 


ERROR RETURN 


JMP 


CONT 


NORMAL RETURN 


BUF BSS 


130 


SPACE FOR 2 SETUP WORDS AND 128 DATA WORDS 



Figure 5-1. Driver M$lO Calling Sequence Example 
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Seek Track Zero, M$SZ 

Entry M$SZ seeks track zero, allowing a calling program to recover control of the 
heads 1 position. It resets the current cylinder pointer for the selected unit to zero and 
also checks for errors. Call M$SZ as follows. 

SEEK TRACK ZERO ON UNIT 

UNIT NUMBER 

ERROR RETURN 

NORMAL RETURN 



■^ 



(D 


CALL 


M$.SZ 


(L+D 


OCT 


ARG6 


(L+2) 






(L+3) 
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ARG6: 



V///A V/my//////////////////////A 



L— Unit No. (0-7) 

The status word from the disk controller is returned in the A-register. The driver 
retains control until the seek has been completed. 

Check Status, M$CK 

Entries M$SZ, M$CF, and M$IO (unless ARG3, bit 1 is set) return the status word 
to the A-register using this routine. M$CK returns control to the calling program when 
the current operation is complete (DCU goes not busy). 

Figure 1-7 shows the status word with an interpretation of its bits when set. When 
operating with the driver, status bits 1 and 2 are never set. The data-transfer rate- 
failure bit (bit 14) is set when a data transfer operation takes longer than 12 \is. DMC or 
real-time clock operations, memory increment breaks, and shifts may cause the 12-|is 
limit to be exceeded. Certain errors flagged in the status word are not uncommon and 
may be recoverable. In general, if a software function other than a data transfer rate 
failure produces an error, seek track zero and retry the operation. 

. « 

The calling sequence for the routine is: 

(L) CALL M$CK INPUTS STATUS OF LAST OPERATION 

TO A-REGISTER 

(L+l) ERROR RETURN 

(L+2) NORMAL RETURN 

Central Processor Finished With Unit, M$CF 

A programmer can use the M$CF entry to signal an operator that his program no 
longer needs a specified disk drive. Before M$CF stops the disk, it waits for completion 
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of the current data transfer. It then cycles down the specified drive and, on Type 4720, 
starts the CP FINISHED indicator flashing. On Type 4623, the CP FINISHED indicator 
is illuminated when it cycles down. 

M$CF returns the status word in the A-register and returns control when the 
current operation has been completed (DCU not busy). The following sequence calls 
M$CF; ARG6 is the same as in M$SZ above. 

(L) CALL M$CF CP FINISHED WITH UNIT 

(L+l) OCT ARG6 UNIT NUMBER 

(L+2) ERROR RETURN 

(L+3) NORMAL RETURN 

FORMATTER M$ FT 

Description 

M$FT (Doc. No. 70181570000) provides the capability of formatting disk pack off- 
line on any of the following moving -head disk options: the 2 -Surface Moving -Head Disk 
File Option (Type 4720), the 10-Surface Moving -Head Disk File Option (Type 4623), or 
the 2 -Surface Moving-Head Disk Store Option (Type 4651). On systems with memory 
larger than 4K, the program can determine the format and addresses of a selected track 
and list (in octal) the contents of a selected record on the teletype. This formatter pro- 
gram also provides the capability of formatting disk packs used with OLERT. 

The formatter program requires approximately 3, 593 (7, 011 o ) core locations. 

10 o 

It calls M$IO and several programs from V$LIB, the Verification Service Library. A 
self-loading system tape of M$FT must be generated on an 8K or larger system. 
Figure 5-2 presents the loader memory map when M$FT, V$LIB, and M$IN are loaded 
in that order. 
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•LOW 


00211 


♦START 


00211 


♦HIGH 


10550 


♦NAPES 


73603 


*COMN 


77700 


♦BASE 


00174 


V$IA 


07012 


V$IO 


07060 


V$TC 


07162 


V$QC 


07177 


V$Q 


07210 


VST 


07224 


VSTR 


07265 


V$OA 


07302 


VSOZ 


07313 


V$OS 


07 402 


V$OD 


07460 


V$AO 


07630 


VSFX 


07760 


VSFB 


07775 


VSSI 


10040 


V$SB 


10065 


p^sin 


10162 


p$io 


10205 


MSCK 


10375 


f*$CF 


10401 


PSSZ 


10457 










Figure 5-2. M$FT Memory Map 



When M$FT is used on a 4K system the following dummy routine is required to 
dummy the indicated names on V$LIB. This limits M$FT to the format mode only. 



SUBR 
SUBR 
SUBR 
SUBR 
SUBR 
SUBR 
SUBR 
SUBR 
SUBR 
SUBR 



V$I0,DUM 
V$0A,DUM 
V$0S,DUt* 
V$0Z,DUM 
V$0D,DUfi 
V$FB,DUM 
V$SB,DUr* 
V$A0,DUP1 

v$Fx r auf»ti 

V$SI,DUJ1J^ 



PUI*! 



Duni 



FEL 




DAC 


** 


IRS 


DUM 


JMP* 


DUM 


DAC . 


** 


IRS 


DUM1 


IRS 


DUM1 


JMP* 


DUM1 



END 
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Use 

To use M$FT, start the program at '1000. The program types out an identifying 
message and requests: 

MODE ?: 
The user responds with one of the following modes. 

F to format 

O to format OLERT disk pack 

T to specify the track number 

V to verify the format 

R to read a record. 
These five modes are explained in the following paragraphs. 

FORMAT (F) MODE 

One of four command types is input from either the teletype or the paper tape 
reader, or directly from the teletype keyboard after selecting the F mode. If the F 
mode is being selected for the first time, the heads should be positioned to cylinder 
zero before a formatting operation is initiated. 

The following format is used for a keyboard entry. 
Linefeed 

Command line (1 of the 4 types) 
Carriage return 

A paper tape entry must be in the following format. 
Leader {optional) 
Line feed ('212) 

Command line (1 of the 4 types) 

Carriage return ('215) ' ' 

X-OFF ('223, or DC3 on some keyboards) 

Command Types for F Mode 

Four different command types are used with the F mode to perform various 
functions. The function of each command type is described below along with the 
specific format used for each type. 
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TYPE 1 COMMAND: This command provides formatting data, describes the channel 
configuration, and formats the specified parts of the disk. This command line has a 
maximum of 37 characters as shown in Table 5-1 where each ASR column is equal to 
one character. 



) 



The formatted record will contain in separate words the associated record address, 
unit number, cylinder number, head number, sequence of the record in the format, and 
a -1. The remaining data portion of the record will be filled with zeros. 



A track can be formatted in 3 + n revolutions, where n is the number of records 
per track. Each revolution takes 25 or 35 ms depending on the type of unit. Formatting 
may be terminated by setting Sense Switch 1. 

Table 5-1. Column Assignments for M$FT Type 1 Commands ^ 



ASR Column 



Definition 



Range and Base 



1 
2 

3-4 
5-6 

7-9 
10-12 
13-15 
16-19 
20-25 
26-31 

32-33 

34 
35-36 

37 



Format command 

Number of unit to be formatted 

Number of starting surface 

Number of surfaces to be formatted on current 
cylinder 

Number of starting cyiuwier 

Number of cylinders to be formatted 

Number of records per track 

Number of words per record 

Address of first record to be formatted 

Increment to be added for address of each 
succeeding record 

Additional gap over 5% expressed in tenths of 
a percent (e. g. , 7. 3% gap would be specified by 
23 in- columns 32 and 33) 

Channel type: for DMA, 1 for DMC 
Appropriate DMA or DMC channel number 

Interlace factor 



Must be 1 
0-7 
00-19 

01-20 1Q 
000-202 1Q 
001-203 1Q 
001-103 1() 

0001-189110 
000000-177777 

000001-177777 



8 



8 



00-99 

0-1 
01-04 Q for DMA 
01-16. for DMC 

0-7 



Additional gap over 5% is recommended if the prime power source is subject to frequency 
variations (as in standby supply) or if the disk packs are to transported to a different 
geographical area. Additional gap may also be used to gain interrecord programming 
time. 
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M$FT also contains an address interlace facility which allows the programmer to 
optimize access time and storage capacity. A Q or 1 in column 37. of the command line 
indicates that records will be formatted sequentially (a 1:1 interlace factor); a 2 indicates 
that one nonsequential record will be formatted between sequentially numbered records 
(a 2:1 interlace factor); etc. 

TYPE 2 COMMAND: This command returns all heads to cylinder zero. Column 
assignments for the command line are presented in Table 5-2. A type 1 command must 
be given before a type 2 command in order to provide I/O channel data. To provide 
channel data without actually formatting the disk, a type 1 command may be issued with 
one of the arguments intentionally specified out-of-range (e.g. , an address of AAAAAA). 

TYPE 3 COMMAND: To print the contents of the command buffer, a type 3 command 
is specified using the command line column assignments presented in Table 5-2. This 
command is of limited use, 

TYPE 4 COMMAND: Command type 4 as presented in Table 5-2, is used to exit from 
the F mode. 

Table 5-2. Column Assignments for M$FT Type 2, 3, and 4 

Commands 



Command Type ASR Column 



Definition 



Range and Base 



Seek track zero command 

Number of the unit com- 
manded to seek 

Command which prints 
command buffer 

Command which exits to 
mode question 



Must be 2 
0-7 

Must be 3 

Must be 4 



Keyboard Conventions for F Mode 

In the F mode the following keyboard conventions apply. 

Rubout (DEL) - Backspaces the line one column. 

Left arrow - Erases the entire command line, issues line feed to 

start line again. 

Space - Skips one line image column. 

Backslash - Skips six line image columns, 

(shift L) or 
forward slash 
(/) 
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QLERT (O) MODE 

This mode should be used instead of the F mode to format disk packs used with 
an OLERT system. When the O mode is selected, DMC channel 1 and unit is assumed 
by M$FT. The gap size is fixed at 5%, and the interlace option is not available. Only 
one 20-surface unit may be formatted using this option, but up to two 10-surface units 
or four 2 -surface units may be formatted. In a multiunit system formatting starts at 
unit 0, and M$FT automatically switches to the other unit as required. 

After the O mode has been requested, the system requests the size of the program, 
table, and user areas, using the following format. 

rCPE ?: 

f, 10 OR ?0 ?: ?.0 - Number of surfaces 

IN CYLINDERS 

POH SZ ?: 1 - Number of cylinders in program area 

TPL SZ ?: 1 - Number of cylinders in table area 

USE SZ ?: 1 - Number of cylinders in user area 

The program area will have 512 words per record and three records per track. 
The addresses of the three records will be ! + N, '1777 + N, and '3776 + N, where N 
is the relative track number in octal. Typical addresses for a 20-surface disk are 
presented in Table 5-3. 

Table 5-3. Typical M$FT Program Area Addresses for 
20 -Surface Disk 



"^ 



Cylinder 


Head 


Record 


N 10 


Calculation 


Address 


1 


8 


3 


28 


'3776 + '34 


'4032 





"8 


2 '"''" 


8 


'1777 + '10 


■2007 


2 


13 


1 


53 


'0000 + '65 


'0065 



The table area will have 104 words per record and 15 records per track. The 
addresses of the 15 records will be '0 + N, '313 + N, '626 + N, etc. 

The user area will have 1, 800 words per record and one record per track. The 
addresses of the records will be '0 + N. 

Each area must be a minimum of one cylinder, but the total number of cylinders 
specified must not exceed 200 for a 20-surface unit, 400 for two 10-surface units, and 
800 for four 2 -surface units. 
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TRACK SPECIFICATION (T) MODE 

Inputs in T mode serve as arguments for verify (V) and read (R) mode operations. 
The format of the T mode system/user interchange for a 2 -surface disk is presented 
below. The range of arguments must be modified for the 2- or 10 -surface disk, 

UNIT ?: 0-7 (choose one) 

CYL ? : 0-202 (choose one) 

HEAD?: 0-19 (choose one) 

See "Read One Record (R) Mode" below for keyboard conventions. 

VERIFY FORMAT (V) MODE 

In the V mode, M$FT reads addresses on the selected track until it finds a repeat. 
It then types out the octal addresses (in the order found) and associated decimal lengths 
of all the records on the track. Set Sense Switch 1 to suppress printout. See "Read One 
Record (R) Mode" below for keyboard conventions and information on the first use of the 
V mode. 

READ ONE RECORD (R) MODE 

In this mode, M$FT reads a record from the selected track and prints in octal the 

requested portion of the record. The following information is requested when the R mode 

is selected. 

ADRS ? : Octal record address 

WORDS ? : Decimal number of words to read (< 1, 892) 

PRINT ? : Decimal print limits, separated by a comma 

The setting of Sense Switch 1 will suppress printing. With this switch set, M$FT 
will print out the first word specified in the response to the PRINT? : request. 

KEYBOARD CONVENTIONS FOR T, V, AND R MODES 

The following keyboard conventions apply in the T, V, and R modes. 

Rubout (DEL) - Returns to the first question with mode (e.g. , UNIT? : 

in T mode). 

Period or 

Carriage return - Terminates an input field. 

Comma - Separates subfields (used only in R mode print limits). 
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CHANNEL DATA IN V OR R MODE 

The first time V or R mode is requested, M$FT calls for channel data via th< 
following questions.. 

CORA ?: ' Type C for DMC or A 'for DMA. 

CHAN ?: « Type the channel number (1-16). 



J 



Error Messages 

M$FT may output the diagnostic messages listed in Table 5-4 to indicat 



e an 



error condition. 



Table 5-4. M$FT Error Messages 



WRONG CMND 
WRONG CHAR 

OVER 37 CHAR 
AA* OUT OF RANGE 



AA* NOT OCTAL 
AA* ZERO 

ERR STATUS XX, XX 



l-'AA is the number of the column which contains the error 



Command type not within 1-4 range 

Input character neither number nor recognized 
control character 

3 7 -character limit to command line exceeded 

Attempt to format more than 203 cylinders on one 
pack 

or 

Specified unit number > 7 

or 

Decimal number greater than upper range limit 

Nonoctal character where octal is required 

Channel number, or number of surfaces, cylinders, 
records, or words /record to be formatted illegally 
specified as 

Error indication in status word (XX 's are bit 
numbers set) 



Formatting Examples 

Figures 5-3 through 5-6 contain examples of M$FT formatting teletype outputs. 
In these examples the various modes and keyboard conventions are used to illustrate 
conventional and OLERT formatting. Input errors have been used to generate typical 
error messages. 



CONVENTIONAL 

Figure 5-3 illustrates conventional formatting. When M$FT is started an intro- 
ductory line is typed and the mode is requested. When an invalid mode (1) is selected, 
M$FT ignores the entry and generates a second mode request. After selecting the F 
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mode, a command line of over 37 characters is entered causing M$FT to issue an 
error message and a mode request. Then, the F mode is selected again, and a valid 
command line is entered. This formats a single 1, 800-word record at address '10000 
on unit 0, head 0. DMC channel 1, a 5% gap, and a 1:1 interlace factor are used. 

The next example in this illustration formats eight 800 -word records on unit 0, 
cylinders 138 and 139, heads 8 and 9. The starting address is '17, the gap is 7%, and 
the interlace factor is 1:1. An error message is output, because column 25 of the 
command line contains an 8. A second format operation is attempted using the forward 
slash to tab across the line to the erroneous column. A backslash could have been used 
to perform the same function. 

The second format operation is verified by checking the first and last records. 
The desired track is specified via the T mode, and then the V mode is selected. Each 
time M$FT is started at location '1000 it requests channel data the first time the V or R 
mode is specified. In this example the channel data is identified, and then the octal 
addresses and associated decimal lengths for all records on the track are printed. The 
last track is verified in a similar manner except the channel data is not requested a 
second time. 

Next, the record at address '26 on cylinder 139, surface 9 is read. Although 
1,000 words are specified, only the 800 words in the record plus the checksum are read, 
and the first 10 words are printed. Since this record was not the first record formatted 
on the track, three words of zero precede the address, unit, cylinder, head, and 
sequence numbers. The -1 word 9 is used to ensure that all bits are used at least once 
in checksum calculations. 

In subsequent records in the format two words of zero precede the format program 
variables. The use of these variables and the -1 does not serve any specific function in 
M$FT, but they do provide the user with a means of tracing the format history of a disk 
pack and possibly a unit-to-unit compatibility problem. 

FORMAT /WRITE 

In Figure 5-4, 15 records of 100 words each are formatted on unit 0, surface 9, 
cylinder 139, with a starting address of '26 and a 2:1 interlace factor. The track is 
verified to check the formatting and record interlace. From the printout it can be seen 
that all records have 100 words and that the addresses have a 2:1 interlace. 
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DISC FORMAT 3 MAY 71 REV E 
MODE ?: 1 
MODE ?: F 

10000010000010011800010000000000001010 
OVER 37 CHAR 
MODE ?: F 

1000010000010011800010000000000001010 



MODE ?: F 

100*62 13800200208000000 1800000 1201 Oil 
COLUMN 2500N0T OCTAL 
"TOTE 7 j F 
////7 
MODE 7: T 
UNIT 7: 

CYL 7: 138 
HEAD ?: 8 
MODE 7: V 
C OR A 7: C 

CHAN 7: 1 

000017 800 

000020 800 



; 



MODE 7: 

UNIT 7: 

CYL 7: 

HEAD 7: 



T 


139 
S 



MODE 7: V 

000025 800 

000026 800 



MODE ?: R 

ADRS 7: 26 
WORDS ?: 1000 
PRINT 7; 1,10 



000000 
000000 
000000 
000026 
000000 
000213 
0000 1 1 

8 000002 

9 177777 
10 000000 



Figure 5-3. M$FT Conventional Formatting Example 
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MODE ?: F 
1009011390010150100000026000001001012 



MODE 
UNIT 
CYL 
HEAD 
MODE 



? 
? 
? 

? 

? 

000034 
000044 
000035 
000026 
000036 
000027 
000037 
000030 
000040 
000031 
000041 
000032 
000042 
000033 
000043 



T 

139 

V 



100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 



MODE 
UNIT 
CYL 
HEAD 
MODE 



39 



000041 
000032 
000042 
000033 
000043 
000034 
000044 
000035 
000026 
000036 
000027 
£00037 
000030 
000040 
000031 



100 
100 
100 
100 
100 
100 
100 
100 
4 
100 
100 
100 
100 
100 
100 



MODE ?: R 

ADRS ?: 26 
WORDS 7: 10 
PRINT ?: 1,10 



000000 
000075 
000100 
000100 
000150 
000125 
000000 

8 000000 

9 000000 
10 000000 



Figure 5-4. M$FT Format/ Write Example 
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Then, an external routine (generated using the program in Figure 4-4) is loaded 
and run to write a 4-wqrd record on the formatted track at address '26. The track is 
verified a second time to show that address '26 now contains a 4-word record. To 
verify that the data was written, a read operation is performed with an address of '26 
specified. The four words that were written are printed along with the checksum. 

INTERLACE 

The example presented in Figure 5-4 illustrates the formatting of 15 records on 
a track with a 2:1 interlace factor. The verification of the track shows that records 
with sequential addresses have a single record formatted between them (i. e. , record 
address '37 is between addresses '26 and '27). 

It is not always possible to interlace records evenly for various interlace factors, 
but M$FT evaluates the records /track and interlace factor to determine the optimum 
formatting scheme. To illustrate this point, Figure 5-5 presents the results of a 
formatting operation where the 15 records have been formatted using a 3:1 interlace 
factor. The results of the verification indicate that all sequential records except 
address '32 and '37 are separated by two records. In the case of addresses '32 and 
'37, three records separate them and their next sequential address. 

OLERT 

Figure 5-6 illustrates the use of the OLERT (O) mode. In this example, the size 
of the three areas have been designated as one cylinder each. 

Verification of unit 0, cylinder 0, head indicates that the track has three 512- 
word records with addresses '0, '1777, and '3776 respectively. Then, verification is 
repeated for head 1 to illustrate the incrementing of the record addresses. 

The table area is checked by verifying unit 0, cylinder 1, head 0, which has been 
formatted with 15 records of 104-words each. The first record address is '24, the 
second record address is '337 ('24 + '313), and so on until the fifteenth record address 
is '5456. 
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MODE ?: F 




100901139001015010000002 6000001001013 


MODE ?: T' 


■■■• ■■ — - - •■•-•' • ■ 


UNIT ?: - 


■ - -'■'.' . ■ ' "' 


CYL ?:, 139^ 




HEAD ?: 9 




MODE ?: V 




000036 


100 


..„■•-■■ 000043 


100 


000032 


100 


000037 


100 


000044 


100 


000026 


100 


000033 


100 


000040 


100 


000027 


100 


000034 


100 


000041 


100 


000030 


100 


000035 


100 


000042 


100 


000031 


100 


MODE ?: 





Figure 5-5. M$FT Interlace Example 
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MODE ?: 






2, 10 OR 20 ' 


?: 20 




IN CYLINDERS 






PGM SZ ?: 


1 




TBL SZ ?: 


1 




USE SZ ?: 


1 




K)DE ?: T 






UNIT ?: 






CYL ?: 






HEAD ?: 






!"0DE ?: V 






003776: 


512 




000000 


512 ■ 




O01777 


512 




M 0DE ?: T 






UNIT ?: 






CYL ?: 






HEfi.D ?: 1 






WOE ?: V 






003777 


512 




O0O0O1 


512 




... 002000 


512 




fODE ?: T 






UNIT ?: 






CYL ?: 1 






HEAD ?: 






rODE 7: V 






003467 


104 




00400? 


104 




00^315 


104 




004630 


104 




005M3 


104 




005456 


104 




000024 


104 




00033 7 


104 




000652 


104 




001165 


104 




001500 


1 (14 




002013 


104 




00232* 


1C4 




002*4] 


104 




003154 


104 








Figure 5-6. M$FT OLERT Format Example 
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SECTION VI 
FORTRAN ACCESS TO DISK STORAGE 



Programmers writing in Fortran may use the disk in the same manner as an as- 
sembly language programmer. Data records will be unformatted (in the Fortran sense) 
and the programmer must supply the exact disk location to be used (unit, cylinder, head, 
and address). He must also provide for initializing the system, for operations corre- 
sponding to file opening and closing, and for transfer close-out (with error handling). 

Honeywell does not provide object programs as part of the software package but 
suggests that the following examples be adapted to meet specific requirements. The 
code shown uses some non-ANSI features available in the one -pass Fortran Compiler 
(Doc. No. 70180463000), starting with revision H, and compiled on a computer with 
8K or more of memory. If these conditions cannot be met, the same end result can be 
obtained by transferring more code to assembly language subroutines. The technique 
for doing this, using the argument transfer program F$AT, is detailed in the Assembly 
Language Manual (Doc. No. 70130072442). 

ERROR PROCESSING 

Disk data transfers are sensitive to the instructions being executed during the 
actual transfer period. If a DMC access cannot be made in the required time, then the 
data access error bit will be set in the status word and the transfer must be repeated. 
Some rate of access errors must be tolerated as a normal situation for simultaneous 
I/O transfer and computation if the disk is connected with a DMC (an access error is 
unlikely for connection to a DMA channel). 

s 

The propensity for access errors is greater in most respects for the Model 316 
than for the Model 516, and greater still for a Model-20 DMC than for a Model -21 DMC. 
It is relatively high for a 10- or 20-surface option (12/us aperture) and low for a 2-surface 
option (17 jus aperture). The access error may result from other hardware activity (which 
generally is not under program control or from the time required for indirect addressing, 
long shifts, and the optional multiply, divide and normalize instructions. 
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The Model 516 Fortran programmer may reduce the access error rate by avoid- 
ing the use of relational operators in logical IF statements which compile a 15-bit shift 
instruction. Thus, during the transfer period, the code generated by IF (A.GT.B) GO 
TO 200 would be likely to cause an access error, while the code from IF (A-B) 100, 
200, 200, would not. The access error rate usually cannot be reduced to zero, because 
most operations involving a multiply or divide (regardless of the hardware option) in- 
clude a 15-bit shift. The presence of shifts (or multiply, divide, or indirect addressing) 
does not affect- the -Model 316 access error rate. 

In the noninterrupt scheme suggested later the transfer is assumed "Closed-Out" 
just before the data is used (input) or just before the memory is re-used (output). If the 
transfer must be repeated, there is no advantage in attempting to perform useful com- 
putation, and the transfer will not be again subject to access errors caused by the pro- 
gram. .It is possible to design a disk access method with several buffers before and 
after the data being acted upon, or a nonsequential or multitasking feature which will 
cause the above not to be applicable. It is also possible not to attempt simultaneous 
compute, and seek plus transfer at all. 

ASSEMBLY LANGUAGE INTERFACE 

Figure 6-1- is" a suggested interface to connect Fortran user programs to the 
driver program M$ 10. The corresponding names are identical except the dollar sign 
is replaced with the letter D. The arguments (which have labels related to the meaning) 
are known to Fortran programs if they are declared External. DMC channel 1 is 
assumed. 

FORTRAN USING PROGRAM 

Figure 6-2 is an example of a program that accesses the disk through M$IO. Be- 
fore it becomes an operational program, it must be associated with a program requiring 
the access, either as a subroutine or by assigned or computed GO TO statements. 

It is assumed that the correct values for the transfer desired have been computed and 
are in place: 

UNIT Unit through 7 

DCYL Cylinder 1 through 203 

DHEAD Head i through 2, 10 or 20 

RECAD Address 32768 through 32767 

WORDS Word count 1 through 1800 or 1891 
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MODE Read, write, read address (2HRD, WR or RA) 

BUFA BUFA1 or BUFA2 

Two buffers of 62 words each have been declared as BUFR1 and BUFR2. Data 
areas DATA1 and DATA2 are 60 words each and are made equivalent two words into 
BUFR1 and BUFR2. This allows for the two words required by M$IO. 

The arguments required by M$10 are declared as external: 

STW Setup word 

CYL Cylinder 

BUF Buffer address (in memory) 

REC Record address (on track) 

WDS Word count 

CFUN CP Finished unit 

SZUN Seek Zero unit 

The initializing section is statements 90 through 92. The first part (which is ex- 
ecuted only once) sets bit 1 in the two address constants BUFA1 and BUFA2. This will 
cause M$IO to return control as soon as a transfer or seek plus transfer is set up. The 
DO loop (executed each time the program is initialized) brings each unit (through UNMAX, 
assumed to be three in this example) to its reference position and aligns the pointer 
-within M$IO. Note that the unit is shifted into position by multiplying by 2,048. An error 
during the seek zero operation (such as a unit not on line) would execute the statement 
GO TO 200 on return from MDSZ. A normal error -free seek will skip the instruction 
following the call. 

Statement 100 is the start of the read-write-read address portion. The opening 
call to M$CK ensures that no operation is in process and the new arguments can be moved 
into place. The error path to statement 201 generally indicates that simultaneous calls 
are being made on the disk. 

If the requested mode is found to be acceptable, the setup word is formed from the 
unit head and mode. Mode WR causes bit 1 of the setup word to be set. The cylinder, 
buffer and record address are moved forward verbatim. If the mode is RA, then bit 1 
of the word count is set (the count must be positive), as it is forwarded. An error in 
the start of the requested operation (detected by M$IO via MDIO) will result in control 
going to statement 202. 
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A read or write operation is shown as going to statement 401 while the transfer 
or transfer plus seek is taking place. Eventually the transfer must be closed out by 
checking that it is complete and no errors were detected. This is done by a call to 
M$CK. An error will cause control to go to statement 204 as shown. No errors will 
result in control passing to statement 402 which is part of the user program. 

If the mode was RA, then the call to M$CK. is made immediately. Upon return, 
the track record address that was just read will be found in the first word of the buffer 
area, and the rotational position of the disk may be determined. 

No separate example is given for the central processor finished function, as it 
would be virtually identical to the seek zero example. 

Except for statement 92, all continue statements must be replaced with code ap- 
propriate to the entire program. In the example they serve only to allow error-free 
compilation. 

The Fortran used in Figure 6-2 is non standard with respect to the use of the Ex- 
ternal declarations (which are used like the DAP assembly language pseudo operation 
EXT) and the Data statement (which corresponds to the DAP pseudo -operation DAC) to 
obtain the addresses of the buffers. 

LiOC and ISTORE are members of the Honeywell supplied library. 

USE OF FORTRAN FORMAT STATEMENTS 

A variable list may be processed against a format by use of the dummy device 

■*■'-'■.-' 
driver shown in Figure 6-3. During a write, data is gathered from the list elements 

and formatted into a 120-character buffer in FSIO. The unused portion of the buffer 

is filled with blanks. During a read, data is scattered from the 120-character buffer 

to become the new contents of the list. Of the two format lists, one is presumably an 

nA2 to effect an n-word buffer to buffer copy. 

There can be no intervening Read or Write statements or the contents of F$IO will 
be disturbed. The choice of device 9 was arbitrary. Any device number that will not 
be required may be used; however, the dummy routine must be loaded before the run- 
time library is loaded. 
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Figure 6-4 shows an example of this scheme. The variables may be made equiv- 
alent to the desired points in the user buffer areas, or they may be scattered as in 
normal I/O lists. 





ENT 


MDIN 




ENT 


MDCF 




ENT 


MDSZ 




ENT 


MDIO 




ENT 


STW 




ENT 


CYL 




ENT 


BUF 




ENT 


REC 




ENT 


WDS 




ENT 


CFUN 




ENT 


SZUN 


* 


REL 




* 






MDIO 


DAC 


** 




CALL 


M$I0 


STW 


BSZ 


1 


CYL 


BSZ 


1 


BUF 


DAC 


** 


REC 


BSZ 


I 


WDS 


BSZ 
SKP 


1 




IRS 


MDIO 




JMP* 


MDIO 


* 






MDIN 


DAC 


** 




CALL 


M$IN 




DEC 


1 




JMP* 


MDIN 


* 






MDSZ 


DAC 


** 




CALL 


M$SZ 


SZUN 


BSZ 
SKP 


1 




IRS 


MDSZ 




JMP* 


MDSZ 


* 






MDCF 


DAC 


** 




CALL 


M$EF 


CFUN 


BSZ 
SKP 


1 




IRS 


MDCF 




JMP* 


MDCF 



END 



DECLARE LABELS AS 
ENTRY POINTS FOR 
CORRESPONDING FORTRAN 
EXTERNAL DECLARATIONS- 



DATA READ OR WRITE ENTRY 

SETUP, WORD (UNIT AND HEAD) 

CYLINDER 

DATA ADDRESS IN MEMORY 

RECORD ADDRESS ON DISC 

WORD COUNT 

ERROR RETURN 

NORMAL RETURN 



INITIALIZE ENTRY 
PMC CHANNEL ONE 

SEEK ZERO ENTRY 

UNIT 

ERROR RETURN 

NORMAL RETURN 

CPU FINISHED ENTRY 

UNIT 

ERROR RETURN 

NORMAL RETURN 



Figure 6-1. Fortran-to-M$IO Interface 
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INTEGER UNIT, DCYL, DHEAD, RECAD, WORDS, i«OOE. 
+ 3UFA, BUFA1, DUFA2, UNMAX, ' 

+ BUFR1 (62), BUFR2 (62), 
+ DATA1 (SO), DATA2 (60), 
+ STW, CYL, BUF, REC, WDS, CFUN, SZUN 

EXTERNAL STW, CYL, BUF, REC, WDS, CFUN, SZUN 

EQUIVALENCE (BUFRK3), DATA1CD), (BUFR2(3 ) ,DATA2( 1 ) ) 

LOGICAL INDONE 

DATA INDONE/. FALSE. /,UNNAX/3/, 
+ BUFA1/BUFR1/, 3UFA2/3UFR2/ 

90 IF (INDONE) GO TO 91 
INDONE r .TRUE. 

BUFA1 = BUFA1 + 32767 + 1 
BUFA2 = BUFA2 + 327S7 + 1 
CALL MDIN 

91 DO 92 I r 1 , UNMAX 
J = CI-1) * 2043 

CALL ISTORE (LOC(SZUN) , J) 
CALL MDSZ 
GO TO 200 

92 CONTINUE 

100 CALL N$CK 
GO TO 201 

101 IF ((M0DE.NE.2HRD). AND. (MODE. NE.2HWR) . AND. (MODE. *JE.?HRA)) 
.+ GO TO 300 

J = (UNIT * 204S) + (Dh'EAD * 64) 
IF (M0DE.EQ.2HWR) J = J+32767+1 
CALL ISTORE CLOCCSTV) ,J) 

f 1 I I rcT.-rac f i nn/r>vi \ n^u, N 

CALL ISTORE (LQC( 3UF) ,BUFA) 

CALL ISTORE (LOC(REC), RECAD) 

J = WORDS 

IF (MODE. EQ. 2HRA) J = J+327S7+1 

CALL ISTORE (LOC(WDS),J) 

CALL MDIO 

GO TO 202 



102 IF (M0DE.NE.2HRA) GO TO 401 
CALL MSCK 
GO TO 203 



400 CONTINUE 



401 



CONTINUE 
CALL MSCK 
GO TO 204 



-r^ 



402 CONTINUE 



300 CONTINUE 



200 
201 
202 
203 
204 



CONTINUE 
CONTINUE 
CONTINUE 
CONTINUE 
CONTINUE 

END 



Figure 6-2. Fortran Code to Access Disk Through M$IO 



6-6 



#CA3 8 



■ 

* 








ENT 


F$W9 




ENT 


F$R9 


* 


REL 




* 






F$W9 


DAC 


** 




CALL 


F$IO 




DAC 


** 




IRS 


*-l 




JMP* 


*-2 


* 






F$R9 


DAC* 


** 




CALL 


FSIO 




DAC 


** 




IRS 


*-l 




JMP* 


*-2 


* 


END 





Figure 6-3. Dummy Device Driver 



C 
C 




WRITE (9,900) 
READ (9,901) 


IVARl, 
DATA! 


IVAR2, 


IVAR3 






900 
901 


FORMAT 
FORMAT 
END 


(1H ,7HFIG 6- 
(S0A2) 


•4,4X,I3 


,4X,I5, 


>4X F 


15) 



Figure 6-4. Use of Dummy Device Driver 
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COMPUTE* GENERATED INDEX 



IO-SUPFACE 

10-SCRFACF DISK INSTRUCTIONS WITH ReOUIKFO SETUP WORDS. 

3-14 
10-SURFACF Dl S< PAC<. TYPE 4622. 3-2 

10-SURMCF DISK STATl'S w'OkD FORMAT-. 3-13 -,~ 

10-5CJHFACF DISK TRACK CAPACITY VS NUMBER OF RECORDS PlR 
TRACK. 3-7 

10-SURFACF DISKS TRACK FORMAT. 3-12 
10-SURFACF SINGLE SPINDLE DISK STORAGE UNIT, TYPE 4623. 

3-2 
TYPE ^623 10-SURFACF SINGLE SPINDLE MOVING-HEAD DISK FILE 
OPTION. 3-1 ■ — ■ 
IO-SURFACE DISK 

ltV^WFACF DISK CP FINISHED INSTRUCTION SEQUENCE 3-16 
10-SURFACF DJSjC RFAD CURRENT ADDRESS INSTRUCTION^ 
- SEQUENCE. 3-17 ' • 

10-SURFACF' DISK READ OR wklTF ONF RECORD INSTRUCTION 

SEQUENCF. 3-19 

10-SURFACF DIS< REAQ STATUS WCRD INSTRUCTION 5EGUENCE. 

3-2C 
10-SURFACF DISK SEEK AMD SEEK TRACK ZEPO INSTRUCTION 
SEQUENCF. 3-16 

10-SURFACF DISK WRITF TRACK FORMAT INSTRUCTION SEQUENCE. 
3-18 
IO-SURFACE MOVING-MEAD DISK 

10-SURFACF ^OVING.HF.813 DISK CAPACITY. 3-6 
10-SURFACF "OVING-HEAD .DISK- INSTRUCTIONS. 3-15 
20-SURFACE 

20-SURFACF DISK PACK, TYPE 4722. 1-3 

ZO-SURFACP DISK SFEK AMD SEEK TRACK 2FPO INSTRUCTION 
SEQUENCF. 1-15 

20-SURFACF MCV1NC.-HEAD DISK INSTRUCTIONS. 1-14 
TYPE 4720 20-SURFACE SINGLE SPINDLE MOVING-HEAD DISK FILE 
OPTION. 1-1 
20-SURFACE DISK 

20-5URFACF DISK CP FINISHED INSTRUCTION SEQUENCE. 1-15 

20-SURFACF DISK READ CURRENT ADDRESS INSTRUCTION 

SEQUENCF. 1-16 

20-SURFACF DISK READ OR WRITE CNF RECORD INSTRUCTION 

SEQUENCF. 1-18 

20-SURFACF DISK PEAD STATUS WORD INSTRUCTION SEQUENCE. 

1-19 
20-SURFACF DISK WRITE TPAric. FO°MAT INSTRUCTION SEQUENCE. 

1-17 
TYPICAL MjFT PROGRAM AREA ADDRESSES FOR 20-SURFACE DISK. 
5-1C 
ZO-SURFACE DISK INSTRUCTIONS 

20-SURFACE DISK INSTRUCTIONS WITH REQUIRED SETUP WORDS. 
1-13 . 
ZO-SURFACE DISK TRACK 

20-SURFACE DISK TRACK FORMAT. 1-11 
ZO-SURFACE DISK TRACK CAPACITY 

20-SURFACE DISK TRACK CAPACITY VS NUMBER OF RECORDS PER 
TRACK. 1-7 
ZO-SURFACE MOVING-HEAD DISK 

20-SURFACE MOVING-HEAD DISK CAPACITY. 1-6 
ZO-SURFACE SINGLE SPINDLE 

20-SURFACE SINGLE SPINDLE DISK STORAGE UNIT TYPE 4720. 
1-2 
Z-SLWFACE 

2-SURFACE DISK TRACK CAPACITY VS NUMBER CF RECORDS PER 
TRACK, 2-10 

TYPE 4651 2-SURFACE DUAL SPINDLE MOVING-HEAD DISK STORE 
OPTION. 2-1 
Z-SURFACE DISK 

2-SURFACF DISK CP FINISHED INSTRUCTION SEQUENCE. 2-14 
2-SURFACE DISK READ CURRENT ADDRESS INSTRUCTION SEQUENCE. 

2-15 
2-SURFACF DISK READ OR WRITE ONE RECORD INSTRUCTION 
SEQUENCF, 2-17 
2-SURFACE DISK READ STATUS WORD INSTRUCTION 5EQUNCE. 

2-18 
2-SURFACF DISK SEEK AND SEEK TRACK ZFRO INSTRUCTION 
SEQUENCF. 2-14 

2-SURFACE DISK WRITE TRACK FORMAT INSTRUCTION SEQUENCE. 
2-16 
2-SURFACE DISK INSTRUCTIONS 

2-SURFACE DI5< INSTRUCTIONS WITH REQUIRED SETUP WORDS. 
2-12 
2-SURFACE DISK PACK 

2-SURFACE DI5K PACK, TYPE 4653. 2-4 
2-SURFACE DISK STATUS WORD FORMAT 

2-SURFACF DISK STATUS WORD FORMAT. 2-12 
2-SURFACE DISK TRACK FORMAT 

2-SURFACE DISK TRACK FORMAT. 2-11 
2-SURFACE DUAL SPINDLE 

2-SURFACF DUAL SPINDLE DISK STORAGE UNIT. TYPE 4651. 

2-3 
2-SURFACE DUAL 5PINDLE MOVING-HEAD DISK CAPACITY. 2-5 
2-SURFACE MOVING-MEAD DISK 

2-SURFACF MOVING-HEAD DISK INSTRUCTIONS. 2-13 



462? 

TYPE <,6?2 RECORD CAPACITY AS A FUNCTION OF KFCORDS/TRACK. 
3-6 

COLUMN ASSIGNMFNTS FOR M$FT TYPE 2,3 4 COMMANDS. 5-9 

READ RECORD, WRITE RECORD, OR READ CURRENT KFCORD 
ADDPFSS, M$IO. 5-1 

KFYBOARD CONVENTIONS FOR T, V, R MODES. ^-U 
ACCFSS 

ACCFSS TO DMC DFDICATED LOCATIONS. 2-9 3-14 

ACCFSS TO DMC DEDICATED LOCATIONS. 1-13 

FORTAN CODE TO ACCESS DISK THROUGH MsIO. 6-6 

FORTRAN ACCESS TO DISK STORAGE. 6-1 
ACKNOWLEDGE "'"*" -"~ 

ACKNOWLEDGE INTERRUPT, OCP U425. 1-23 2-22 3-23 
ADDRESS 

10-slrface disk read current address instruction 

sfouence. 3-17 

20-slrface disk read current addrfss instruction 

seoufnce. 1-16 

2-sufface disk rfad current address instruction sequfnce. 

2-15 

READ CURRFNT ADDRESS. 1-15 3-16 

READ CURRENT ADDRESS, OCP 4 0225. 1-20 3-21 

PFAD CURRFNT ADDRESS, OCP "0225. 2-19 

RFAD RECGRD. WRITE RECORD. OR READ CURRENT HFCORD 

ADDRFSS, MJlQ.^-l 

TYPICAL M$FT PROGRAM AREA ADDRESSES FOR 20-SURFACE DISK. 
5-10 
A-RFGISTER 

CLFAR A-REGISTFR AND INPUT FROM DISK TO A-REGISTER IF 

RFADY, INA *0025. 1-23 

CLFAR A-RFGISTER AND INPUT FROM CISK TO A-REGISTER IF 

READY. INA v 10 25. 2-22 3-24 

INPUT FROM DISK TO A-REGISTER IF READY, INA '-0025. 1-23 

2-22 3-24 
AREA 

TYPICAL MsFT PROGRAM AREA ADDRE55FS FOR 20-SURFACE DISK. 
5-10 
. ASSEMBLY 

I ASSEMBLY LANGUAGE INTERFACE. 6-2 
BASIC 

TIMING FOR BASIC TYPE 4623 DISK FUNCTIONS. 3-5 

TIMING FOR BASIC TYPE 4651 DISK FUNCTIONS. 2-5 

TIMING FOR BASIC TYPE 4720 DISK FUNCTIONS. 1-4 
BIT 4 

SET INTERRUPT MASK .BIT 4 * SMK »C020. 1-24 2-23 3-24 
BLOCK 

TYPE 4623 SYSTEM BLOCK DIAGRAM. 3-3 

TYPE 4651 SYSTEM BLOCK DIAGRAM. 2-4 
BUS 

CVIA I/O SUS, OCP >1725. 1-23 

ENABLE DATA TRANSFER VIA DMC/DMA, OCP l 1325 FNABLE DATA 

TRANSFER VIA I/O eus. OCP N 1725. 3-23 

ENABLE DATA TRANSFER VIA OMC/DMA 0CP»1325 - ENABLE DATA 

TRANSFER VIA I/O BUS OCP «1725. 2-21 
BUSY . 

SKIP IF NOT BUSY, SKS -0425. 1-24 2-23 3-25 
CENTRAL 

CFNTRAL PROCESSOR FINISHED WITH LMT M$CF. 5-4 
CHANGING 

CHANGING r.ISK PACKS. 1-9 2-7 3-9 
CHANNEL DATA IN V OR R MODE 

CHANNEL DATA IN V OR R MODE. 5-12 
CHECK 

CHFCK STATUS. M$CIC. 5-4 

CHECK. 2-6 
CHECKSUM 

CHECKSUM. 1-13 2-9 3-14 
CLEANING 

CLEAMNG CISK PACKS. 1-9 3-9 
CLEAR 

CLEAR A-REGISTER AND INPUT FROM CISK TO A-REGISTER IF 

READY, INA '0025. 1-23 

CLEAR A-RFGISTER AND INPUT FROM CISK TO A-REGISTER IF 
- RFADY, INA U025. 2-22 3-24 
CODF 

FORTAN CODE TO ACCESS DISK THROUGH MSIO. 6-6 
COLUMN ASSIGNMENTS 

COLUMN ASSIGNMENTS FOR M$FT TYPE 1 COMMANDS. 5-8 

COLUMN ASSIGNMENTS FOR M$FT TYPE 2. 3 4 COMMANDS, 5-9 
COMMAND 

TYPE 1 COMMAND. 5-8 

TYPF 2 COMMAND. 5-9 
TYPE 3 COMMAND. 5-9 
TYPE 4 COMMAND. 5-9 
COMMAND TYPES 

COMMAND TYPES FOR F MODE. 5-7 
COMMANDS 

COLUf-N ASSIGNMFNTS FOR M$FT TYPE 2. 3 4 COMMANDS. 5-9 

CAM 
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ROLS 

CONTROLS AND INDICATORS. 1-a 2-2 3-B 
CONVENTIONAL 

CONVENTIONAL. 5-12 
CP 

10-SURFACF DISK CP FINISHED INSTRUCTION SECLNCE. 3-16 
CP FINISHED. OCP *0<.25. 2-19 
CP FINISHED 

C^r^SMPn 15 ^ ^ i^'SHED INSTRUCTION SEQUENCE. 2-14 

CM MNI5HFD. 1-15 2-14 3-16 

CP FINISMFD, OCP *0425. 1-20 3-21 
CP FINISHED INDICATOR/SWITCH 

CP FINISHFD INDICATOR/SWITCH. 3-9 
CP FINISHED INSTRUCTION 

CURRENT " SURFACF ° IS< " FINISHLD INSTRUCTION SEGLENCE. 1-15 

10-5URFACF DIS< READ CURRENT ADDRESS INSTRUCTION 
SEOUENCF. 3-17 

20-SURFACF DIS< READ CURRENT ADDRESS INSTRUCTION 

SEOUENCF. i.i6 

2-SURFACE DISH READ CURRENT ADDRESS INSTRUCTION SEQUENCE. 

READ CURRFNT ADDRESS. 1-15 3_i 6 

READ CURRFNT ADDRESS. OCP '0225. 1-20 3-21 
CVIA 

CVIA I/O BUS. OCP '1725. 1-23 
DATA 

ENABLF DATA TRANSFER VIA DMC/DMA, OCP *1325 :' FNABLF DATA 

TRANSFER VIA I/O BUS. OCP '1725. 3-23 £ NAt > L E DATA 

ENABLF OATA TRANSFER VIA DMC/DMA OCP' 1325 - ENABLE DATA 

TRANSFER VIA I/O BUS OCP .1725. 2-21 *"*»Lt DATA 
OATA TRANSFFR ' 

ENABLF DATA TRANSFER VIA DMC/DMA OCP'13?5 - rNAF-LF DATA 

TRANSFER VIA I/O BUS OCP '1725. 2-21 
DESCRIPTION 

DESCRIPTION, 3-1 

INSTRUCTION DESCRIPTIONS. 1-19 3-20 
DEVICE 

DUMMY DFVICE DRIVER. 6-7 

USE OF OUMMY DEVICE DRIVER. 6-7 
DIRECT 

DIRECT SFFK, OCP 4 0125. 1-19 3-20 

DIRECT. SFFK, OCP -0125. 2-18 

10-SURFACF DISK INSTRUCTIONS WITH REQUIRED SETUP WORDS. 

3-14 

10-SURFACF OIS< PACK, TYPE 4622. 3-2 

10-SURFACF DISK TRACK CAPACITY VS NUMBER' OF RECORDS P£R 

20-SURFACF DIS< SEEK ANO SEEK TRACK ZERO INSTRUCTION 
SEOUENCF. 1-15 

20-SURFACF KOVING-HFAD DISK INSTRUCTIONS. l-i* 
2-SURFACE DUAL 5PINDLE DISK STORAGE UNIT, TYPE 4651. 

2-SURFACF DUAL SPINDLE MOVING-HEAD DISK CAPACITY. 2-5 

CLEAR A-RFGISTEP AND INPUT EROM DISK TO A-R£GISTFR IF 

READY. INA '0025. 1-23 

CLEAR A-RFGISTE" AND INPUT FROM DISK TO A-REG1STER IF 

READY. INA '1025. 2-22 3-24 

FORTAN CODE TO ACCESS DISK THROUGH MHO. 6-6 

FORTRAN ACCESS TO DISK STORAGE. 6-1 

INPUT FROM DISK TO A-R E GISTER IF READY. INA '0025. 1-23 

2-22 3-24 

OUTPUT TO MOVING-HEAD DISK IF READY. OTA *0025. 1-23 2-22 

3-24 
PHYSICAL ORGANIZATION OF TYPE 4622 DISK PACK. 3-4 
PHYSICAL ORGANIZATION OF TYPE 4653 DISK PACK. 2-8 
TIMING FOR BASIC TYPE 4651 DISK FUNCTIONS. 2.5 
TIMING FOR BASIC TYPE 4720 DISK FUNCTIONS. 1-4 
TYPE 4623 10-5URFACE SINGLE SPINDLE MOVING-HEAD DISK F1LF 
OPTION. 3-1 fc 

TYPE 4651 2-SURFACE DUAL SPINDLE MOVING-HEAD DISK STORE 
OPTION. 2-1 
OISK FILE OPTION 

TYPE *720 ZO-SURFACE SINGLE SPINDLE MOVING-HEAD DISK FILE 

OPTION, l-l 
DISK FUNCTIONS 

TIMING FOR BASIC TYPE 4623 DISK FUNCTIONS. 3-5 
DISK PACK 

20-SURFACF DISK PACK, TYPE 4722. 1-3 

CHANGING DISK PACKS. 1-9 2-7 3-9 

CLEANING DISK PACKS. 1-9 3-9 

PHYSICAL ORGANIZATION OF TYPE 4722 DISK PACK. 1-5 
01 5K STATUS WORD FORMAT 

10-SURFACF DISK STATUS WORD FORMAT. 3-13 
OISK 5T0RAGF UNIT 

10-SURFACF SINGLE 5PIN0LE DISK STORAGE UNIT, TYPE 4623. 

20-SURFACF SINGLE SPINDLE DISK STORAGE UNIT TYPE 4720. 
OISK TRACK 

2-SURFACF DISK TRACK CAPACITY VS NUMBER OF RECORDS PER 
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OISK TRACK (CONT) 

TRACK. 2-10 
DISKS TRACK FORMAT 

10-SURFACE DISKS TRACK FORMAT. 3-12 
DMA EXAMPLF 

READ ONF RFCORD ON DMA EXAMPLE. 4-4 
DMA/WRITF 

DMC "^ ° NF HFC0Rr> 0N DMA / WR ITE ONE RECORD ON DMC. w 

ACCESS TO DMC DEDICATED LOCATIONS. 1-13 
DMC DEDICATED LOCATIONS 

ACCFSS TO DMC DEDICATED LOCATIONS. 2-9 3-14 
DMC EXAMPLE 

WRITE ONE RECORD ON DMC EXAMPLE. 4-5 
DMC/DMA 

ENABLE DATA TRANSFER VIA DMC/DMA, OCP *1325 FNABLF QAT4 

TRANSFER VIA I/O BUS, OCP '1725. 3-23 

ENABLE DATA TRANSFER VIA DMC/DMA OCP' 1325 - ENABLE nATA 

TRANSFER VIA I/O BUS OCP M725. 2-21 tnA »l-E DATA 
DRIVER 

DRIVER M$I0 CALLING SEQUENCE EXAMPLE. 5-3 

DUMMY DFVICE DRIVER. 6-7 

USF CF DUMMY DEVICE DRIVER. 6-7 
DRIVER MIO 

DRIVER MSIO AND FORMATTER MSFT. 5-1 

DRIVER MSIO. 5-1 
DUAL 

TYPE 4651 2-SURFACF DUAL SPINDLE MOVING-HEAD DISK STORE 

OPTION. 2-1 
ENABLE 

ENABLE DATA TRANSFER VIA DMC/DMA, OCP 1325 FNABLE DATA 

TRANSFER VIA I/O BUS. OCP 1725. 3-23 

ENABLE DATA TRANSFER VIA DMC/DMA OCP' 1325 - ENABLF DATA 

TRANSFER VIA I/O BUS OCP '1725. 2-21 
EXAMPLES 

FORMATTING EXAMPLES. 5-12 
F MODE 

COMMAND TYPES FOR F MODE. 5-7 
FAULT 

FAULT INDICATOR SWITCH. 3-8 
FAULT/CP 

FA'JLT/CP FINISHED. 1-8 
FEATURES 

NON-ANSI FORTRAN FEATURES. 6-4 
FILF 

OPTION* 23 10 " SURFftCE SING >-E SPINCIE MOVING-HFAD DISK FILF 

FORMAT F MODE 

FORMAT F MODE. 5-7 
FORMAT/WRITE 

FORMAT/WRITE. 5-13 
FORMATTER MFT 

DRIVER M$io AND FORMATTER M$FT. 5-1 

FORMATTER MSFT. 5-5 
FORMATTING 

FORMATTING EXAMPLES. 5-12 

M$FT CONVENTIONAL FORMATTING EXAMPLE. 5-14 
FORTAN 

FORTAN CODE TO ACCESS DISK ThRCUC-H MSIO. 6-6 
FORTRAN 

FORTRAN ACCESS TO OISK STORAGE. 6-1 

FORTRAN USING PROGRAM. 6-2 

NON-ANSI FORTRAN FEATURES. 6-4 

UsF CF FORTRAN FORMAT STATEMENTS. 6-4 
FORTRAN-TO-MIO 

FORTPAN-TC-M$IO INTERFACE. 6-5 
FUNCTION 

TIMING FOR BASIC TYPE 4651 DISK FUNCTIONS. 2-5 

TIMING FOR BASIC TYPE 4720 DISK FUNCTIONS. 1-4 

TYPE 4622 RECORD CAPACITY AS A FUNCTION OF RFCORDS/TRACK. 

TYPE 4653 RECORD CAPACITY AS A FUNCTION OF RFCORDS/TRACK. 

TYPE 4722 RECORD CAPACITY AS FUNCTION OF RECORDS/TRACK. 
1-6 
GAP 

TRACK FORMAT AND GAP. 1-10 2-7 

TRACK FORMAT AND GAP. 3-10 
GPEFN 

POWFR ON GREEN . 2-2 
HARDWARE 

RELEVANT HARDWARE INFORMATION, 3-10 
HARDWARF INFORMATION 

RELEVANT HARDWARE INFORMATION. I-10 2-7 
INA- 0025 

CLFAR A-RFGISTFR AND INPUT FROM CISK TO A-REGISTER IF 

RFADY. INA '0025. 1-23 

INPUT FROM DISK TO A-REGISTER IF READY, INA *0025. 1-23 

INA 1025 

CLEAR A-RFGISTER AND INPUT FROM CISK TO A-REGISTER IF 
RFADY. INA '1025. 2-22 3-24 

CMS 
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INDEX MARK 

INDEX MARK. 2>7 
INDICATOR 

FAULT INDICATOR SWITCH. 3_8 
UNIT NllMPFR INDICATOR. 3-B 
INDICATOR/SWITCH 

START INDICATOR/SWITCH. 3-8 
INDICATORS 

CONTROLS ANP INDICATORS. 1-8 2-2 3-8 
INITIALIZE DRIVF 

INITIALIZF DRIVE. MjlN, 5-1 
INPUT 

CLEAR A-RFGISTER AND INPUT FROM DISK TO A-PEGISTFR IF 
READY, IMA »0025. 1-23 

CLEAR A-RFGISTFS AND INPUT FROM DISK TO A-REGISTFR IF 
READY, INA *1025. 2-22 3-2* 

INPUT FROM DIS< TO A-REGISTER IF READY, INA '0025. 1-23 
2-22- 3-2* 
INSTRUCTION 

20-SURFACF DIS< READ CURRENT ADDRESS INSTRUCTION 

SEQUENCF. ]- 16 

20-SURFACF DISK SEEK AND SEEK TRACK ZERO INSTRUCTION 

SEQUENCF. 1-15 

20-SURFACF DISK WRITE TRACK FORMAT INSTRUCTION SEQUENCE, 

1-17 
2-5URFACF DISK CP FINISHED INSTRUCTION SEQUENCF. 2-1* 
2-SURFACE 0I5K READ CURRENT ADDRESS INSTRUCTION SEQUENCE, 

2-15 
2-SURFACF DISK READ OR WRITE ONE RECORD INSTRUCTION 
SEQUENCF. 2-17 
- 2-SURFACF DISK SEEK AND SEE< TRACK ZERO INSTRUCTION 
SEQUENCE. 2-1* '"-■"■ 

2-SURFACE DISK WRITE TRACK FORMAT INSTRUCTION SEQUENCfc. 

2-16 
GENERAL INSTRUCTION SEQUENCES, 2-13 3-15 
INSTRUCTION DESCRIPTIONS. 1-19 3-20 
INSTRUCTION DFSCRIPTI0N5 

INSTRUCTION DESCRIPTIONS. 2-18 
INSTRUCTION 5FQUENCE 

10-SURFACE DISK READ CURRENT ADDRESS INSTRUCTION 

SEQUENCF. 3_i7 

10-SURFACE DISK READ OR WRITE CNE RECORD INSTRUCTION 

SEQUENCF. 3_19 

10-SURFACE DISK READ STATUS WORD INSTRUCTION SEQUENCE. 

3-2C 
10-SURFACF DlS< SEEK AND SEEK TRACK ZERO INSTRUCTION 
SEQUENCF, 3-16 
10-SURFACF DISK WRITE TRACK FORMAT INSTRUCTION SEQUENCE. 

3-18 
20-Su«FACE DISK READ OR wRiTE ONE RECORD INSTRUCTION 
SEQUENCF. i-ia 

20-SURFACF DISK REAO STATUS WCRO INSTRUCTION SEQUENCE. 
1-19 
INSTRUCTION SEOUENf* 

10-5URFACF DISK CP FINISHED INSTRUCTION S>QUFNCE» 3-16 
2-SURFACF DISK READ STATUS WORD INSTRUCTION SEQUENCE. 
2-18 
INSTRUCTIONS 

10-SURFACE DISK INSTRUCTIONS WITH RpQUIRED SETUP WORDS. 

3-1* 
10-SURFACF MOVING-HEAD DISK INSTRUCTIONS. 3-15 
20-5URFACE MOVING-HEAD DISK INSTRUCTIONS. 1-1* 
2-SURFACE MOVING-HEAD DISK INSTRUCTIONS. 2-13 
INTERFACE 

ASSEMBLY LANGUAGE INTERFACE. 6-2 
FORTRAN-TO-MSIO INTERFACE. 6-5 
INTERLACE 

INTERLACF. 5-16 
INTERRUPT 

ACKNOWLFDGE INTERRUPT, OCP v l*25. 1-23 2-22 3-23 
INTERRUPT RFQUESTS. 1-13 2-9 3-1* 

SET INTFRRUPT MASK BIT <, , SMK '0020. 1-2* 2-23 3-2* 
SKIP IF NOT INTERRUPTING, SKS v 0125. 1-2* 2-23 3-25 
I/O 

CVIA I/O BUS. OCP "'1725. 1-23 

ENABLE DATA TRANSFER VIA DMC/DMA, OCP" K 1325 ENABLE DATA 
TRANSFER VIA I/O BUS, OCP U725. 3-23 

ENABLF DATA TRANSFER VIA DMC/DMA OCP' 1325 - ENABLE DATA 
TRANSFER VIA I/O BUS OCP '1725. 2-21 
KEWOARD CONVFNTIONS 

KEYBOARD CONVENTIONS FOR F MODE. 5-9 - 

KEYBOARD CONVFNTIONS FOR T 

KEYBOARD CONVENTIONS FOR T, V, R MODES. 5-11 
LANGUAGE 

ASSEMBLY LANGUAGE INTERFACE. 6-2 
LOCATIONS 

ACCESS TO DMC DEDICATED LOCATIONS. 1-13 
NAP 

M$FT MEMORY MAP, 5-6 
MASK 

SET INTFPPuPT MASK BIT * , SMK '.0020. 1-2* 2-23 3-2* 



MCF 

CFNTFAL PROCFSSOR FINISHED WITH LMT MSCF. 5-4 
MESSAGES 

ERROR MESSAGES. 5-12 
MFT 

TYPICAL MsFT PROGRAM AREA ADDRF5SFS FOR 20-SUHFACE DISK. 
5-10 
MFT CONVENTIONAL 

MSFT CONVENTIONAL FORMATTING EXAMPLE. 5-1* 
MFT FORMAT/wRITF 

M$FT FORMAT/WRITF EXAMPLE. 5-15 
MFT INTERFACE 

M$FT INTERFACE FXAMPLE. 5-17 
MFT MEMORY 

MSFT MEMORY MAP, 5-6 
MFT OLERT FORMAT 

M$FT OLFHT FORMAT EXAMPLE. 5-18 
MFT TYPE 1 COMMANDS 

COLUMN ASSIGNMENTS FOR MjFT TYPE 1 COMMANDS. 5-8 
MFT TYPE 2 

COLUMN ASSIGNMFNTS FOR M$FT TYPE 2,3* COMMANDS. 5-9 
MIN 

INITIALIZE DRIVE. M$IN. 5-1 
MIO 

FOBTAN CCDF TO ACCESS DISK THRCUC-H M$IO. 6-6 
MIO CALLING 

DRIVER MjIO CALLING SEQUENCE EXAMPLE. 5-3 
MODF 

KEYBOARD CONVENTIONS FOR F MODE. 5-9 
TRACK SPECIFICATION ( T) MODE. 5-11 
MOVING-HFAD 

20-SURFACF MOVING-HEAD DISK INSTRUCTIONS. 1-1* 
2-SWFACE DUAL SPINDLE MCVING-HEAC DISK CAPACITY. 2-5 
OUTPUT TO MOVING-HEAD DISK IF REACY. OTA »0025 1-23 2-22 

3-2* 
TYPE *623 10-SURFACE SINGLE SPINDLE MOVIMG-hEAD DISK FILE 
OPTION. 3-1 

TYPF *651 2-SURFACE DUAL SPINDLE MOVING-HEAD DISK STORE 
OPTION. 2-1 

TYPE <,720 20-SURFACE SINGLE SPINCI E MOVING-HFAD DISK FILE 
OPTION, l-l 
NON-ANSI 

NON-ANSI FORTRAN FEATURES. 6-* 
OCP'1325 

ENABLF DATA TRANSFER VIA DMC/DMA CCP»1325 - ENABLE DATA 
TRANSFER VIA I/O BUS OCP M725. 2-21 
OCP "1025 

RFAD STATUS WORD,- OCP * 1025. 1-22 
OCP U725 

ENABLE DATA TRANSFER V IA OmC/OmA - OCPM32V- ENABLE DATA 
TRANSFER VIA I/O BUS OCP »1725. 2-21 
OCP *0025 

SEEK TRACK ZERO, OCP -0025. 1-19 ?->8 3-20 
OCP '0125 

DIRECT SEEK, OCP :0125, 1-19 3-20 
DIRFCT.SEEK, OCP *0125. 2-18 
OCP -0225 

RFAD CURRFNT ADDRESS. OCP > 0225. 1-20 3-21 
RFAD CURRENT ADDRESS, OCP '0225. 2-19 
OCP *0*25 

CP FINISHED, OCP x 0*25. 1-20 3-21 '-- W«« 
CP FINISHED, OCP '0*25. 2-19 . 
OCP '0525 

WRITE TRACK FORMAT, OCP '0525. 1-20 2-19 3-21 
OCP '0625 

READ OR WRITE ONE RECORD. OCP l 0625. 1-20 2-19 3-21 
OCP '1025- . ■ » -*-■ 

STOP TRANSFER, OCP v 1025. 1-22 2-21 3-23 
OCP *1125 

READ STATUS WORD, OCP '1125. 2-21 3-23 
OCP '1325 

ENABLE DATA TRANSFER VIA DMC/DMA, OCP «1325 FNABLE DATA 
TRANSFER VIA I/O BUS, OCP U725. 3-23 
OCP '1*25 

ACKNOWLFDGE INTERRUPT. OCP -*1*25. 1-23 2-22 3-23 
OCP '1725 

CVIA I/O BUS, OCP M725. 1-23 

ENABLE DATA TRANSFER VIA DMC/DMA, OCP *1325 ENABLE DATA 
TRANSFER VIA I/O BUS. OCP K 1725. 3-23 
OLERT 

OLERT. 5-16 
OLERT (0) MODF 

OLERT (0/ MODE. 5-10 
ONE RECORD DN.DMC 

READ ONE RECORD ON DMA/WRITE ONE RECORD ON DMC. *-l 
OPTION 

TYPE *623 10-SURFACE SINGLE SPfNClE MOVING-HFAD DISK FILE 
OPTION. J-i "-""*" 

OTA *0025 ^ 

OUTPUT TO MOVING-HFAD DISK IF REACY. OTA '0025. 1-23' 2-22 
3-2* 
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TPUT 1CONT) 

OUTPUT TO MOVING-HEAD DISK IF BEADY, OTA '0025. 1-23 2-22 

PACK 

10-surfacf disk pack. type 4622. 3-2 
physical organization of type 4622 disk pack. 3-4 
physical organization of type 4653 disk pack. 2-8 
pe«hit/protfct •- ""~ 

permit/protfct. 1-8 2-6 

POWER 

POWER. 1-9 2-T 3-9 
POWER OFF 

POWER OFF (RED). 2-5 
POWER ON 

POWER ON (GREEN). 2-2 
PROCESSING 

ERROR PROCESSING. 6-1 
PROCESSOR 

CENTRAL PROCESSOR FINISHED MTH -UNT/T***CF . 5-4 
PROGRAM 

FORTRAN USING PROGRAM. 6 _ 2 

TYPICAL M$FT PROGRAM AREA ADDRESSES FOR 20-SURFACE DISK.-™ 
5-1C 
PROGRAMMING 

PROGRAMMING INFORMATION. 3-10 
PROGRAMMING INFORMATION 

PROGRAMMING INFORMATION. 1-10 2-7 
R MODES 

-KEYBOARD CONVENTIONS FOR T. V. R MODES. 5-11 

READ 

10-SURFACF DISK READ CURRENT ADDRESS INSTRUCTION 

SEOUENCF. 3-17 

10-SURFACF DISK READ OR WRITE ONF RECORD INSTRUCTION 

SEOUENCF. 3-19 

10-SURFACF DISK READ STATUS WORD INSTRUCTION SEQUENCE. 

3-2C 
20-SURFACF DISK READ CURRENT ADDRESS INSTRUCTION 
SEOUENCF. 1-16 

20-SURFACF DISK READ 0« WRITE ONE RECORD INSTRUCTION 
SEOUENCF. 1-18 
20-SURFACF DISK READ STATUS WORD INSTRUCTION SEOUENCE. 

2*SURFACF DISK READ CURRENT ADDRESS INSTRUCTION SEQUENCE. 

2-SURFACE DISK READ OR WRITE ONE RECORD INSTRUCTION • 

SEOUENCF. 2-17 r „ ■ 

r*-^--.- i-SURf-A^F DISK READ 5TATUS WORD INSTRUCTION SEQUENCE. 
2-18 

READ CURRENT ADDRESS. 1-15 3-16 

READ CURRFNT ADDRESS, OCP »0225. 1-20 3-21 

READ ONF RECORD (R) MODE. 5-11 

READ ONF RECORD ON DMA EXAMPLE. 4-4 

READ CNF RECORD ON DVA/wRITE ONE RECORD CN CMC. 4-1 

READ OR WRITE ONE RECORD. 1-17 2-16 3-18 

READ OR WRITE ONE RECORD, CCP '0625. 1-20 2-19 3-21 

READ STATUS WORD. 1-18 3-19 

READ STATUS WORD* OCP '1025. 1-22 

READ STATUS WORD, OCP M125. 2-21 3-23 

READ. 1-21 2-20 3-22 
READ CURRENT 

REAO CURRFNT ADDRESS, OCP '0225. 2-19 

READ RECORD, WRITE RECORD, OR READ CURRENT RECORD 

ADDRESS* MJIO. 5-1 
READ CURRENT ADDRESS 

READ CURRFNT AODRESS. 2-14 
READ RECORD „ _„„ 

READ RECORD, WRITE RFCORD, OR READ CURRENT RECORD 

AODRESS, M$IO. 5-1 
READ STATUS WORD 

READ STATUS WORD. 2-17 
READY/LOAD 

READY /LOAD. 2-6 
RECORD 

10-SURFACE DISK READ OR WRITE ONE RECORD INSTRUCTION 

SEOUENCF. 3-19 

20-SilRPACE DISK READ OR WRITE ONE RECORD INSTRUCTION 

2-SURFACE DISK R£AD OR WRITE ONE RECORD INSTRUCTION 

SEOUENCF. 2-17 

READ ONF RECORD ON DMA EXAMPLE. 4-4 

READ ONF RECORD ON DMA/WRITE ONE RECORD ON DMC. 4-1 

READ OR WRITE ONE RECORD. 1-17 2-16 3-18 

READ OR WRITE ONE RECORD, OCP '0625. 1-20 2-19 3-21 

READ RECORD, WRITE RECORD, OR READ CURRENT RECORD 

TYPE 4622 RECO«o"cAf>AClTY JftS A FUNCTION CF RECORDS/TRACK. 

TYPE 4653 RECORD CAPACITY AS A FUNCTION OF RECORDS/TRACK. 

TYPE 4722 RECORD CAPACITY AS FUNCTION OF RECORDS/TRACK. 

1-6 

WRITE ONF RECORD ON DMC EXAMPLE. 4-5 



RECORD R MODE , , 

RFAD ONF RECORD (,Rf MODE. 5*11 

RECORDS 

20-SURFACF DISK TRACK CAPACITY V5 NUMBER OF RFCORDS PFR 

TRACK. 1-7 

2-SURFACE DISK TRACK CAPACITY VS NUMBFR OF RFCORDS PFR 

TRACK. 2-10 
RECORDS PER TRACK 

10-SURFACE DISK TRACK CAPACITY VS NUMBER OF RFCORDS PFR 

TRACK. 3-7 
RECORDS/TRACK 

TYPE 4622 RECORD CAPACITY AS A FUNCTION OF RFCORDS/TRACK. 

3-6 
TYPE 4653 RECORD CAPACITY AS A FLKCTION OF RFCORDS/TRACK. 

2-6 
TYPE 4722 RECORD CAPACITY AS FUNCTION OF RFCORDS/TRACK. 

1-6 

RED 

POWER OFF (RED). 2-5 
RELFVANT 

RFLFVANT HARDWARE INFORMATION. 1-10 2-7 

RELEVANT HARDWARE INFORMATION. 3-10 
#MCK 

CHFCK STATUS. »M$CK. 5-4 
»MSZ 

SEEK TRACK ZERO, #Ms,SZ. 5-4 
'XX25 

SKIP IF UNIT NOT SEEKING, SKS '-XX25. 1-24 
SEEK 

10-SURFACE DISK SEEK AND SEEK TRACK ZERO INSTRUCTION 

SEOUENCF. 3-16 

20-SURFACE DISK SEEK AND SEEK TRACK ZERO INSTRUCTION 

SEOUENCE. 1-15 

2-SURFACE DISK SEEK AND SEEK TRACK ZERO INSTRUCTION 

SEQUENCE. 2-14 

DIRECT SEEK, OCP >0125. 1-19 3-20 

DIRECT, SEEK, OCP '0125. 2-18 

SEEK TRACK ZERO FXAMPLE. 4-2 

5FEK TRACK ZERO. 4-1 

SEEK TRACK ZERO. OCP *0025. 1-19 2-18 3-20 

SE^K TRACK ZERO. *M$SZ. 5-4 

SEEK. SEEK TRACK ZERO. 1-14 3-15 

SFE<. SEEK TRACK ZERO. 2-14 
SEEK TRACK ZERO 

SEEK, SEEK TRACK ZE«0. 2-14 
SFEKING 

SKIP IF UNIT NOT SEEKING, SKS *XX25. 2-23 3-?5 

SKIP IF UNIT NOT SEEKING, SKS V XX25. 1-24 
SEQUENCE 

20-SURFACE DISK CP FINISHED INSTRUCTION SEQUENCE. 1-15 

20-SURFACE DISK READ CURRENT ADDRESS INSTRUCTION 

SEQUENCE. 1-16 „ . , 

20-SURPACE DISK SEEK AND SEEK TRACK ZERO INSTRUCTION 

SEOUENCE. 1-15 

20-SURFACE DISK WRITE TRACK FORMAT INSTRUCTION SEQUENCE. 

1-17 
2-SURFACE DISK CP FINISHED INSTRUCTION SEQUENCE. 2-14 
2-SURFACE DISK READ CURRENT ADDRESS INSTRUCTION SEQUENCE. 

2-15 
2-SURFACE DISK READ OR WRITE ONE RECORD INSTRUCTION 
SEQUENCE. 2-17 

2-SURFACE DISK SEEK AND SEEK TRACK ZERO INSTRUCTION 
SEOUENCE. 2-14 
2-SURFACE DISK WRITE TRACK FORMAT INSTRUCTION SEQUENCE. 

2-16 
DRIVER MSIO CALLING SEQUENCE EXAMPLE. 5-3 
GENFRAL INSTRUCTION SEQUENCES. 2-13 3-15 
GENERAL INSTRUCTION SEQUENCES. 1-14 

SET INTERRUPT MASK (BIT 4 j , SMK V C020. 1-24 2-23 3-24 

E 10-SURFACE DISK INSTRUCTIONS WlT^ REQUIRED SETUP WORDS. 

2oIsURFACE DISK INSTRUCTIONS WITH REQUIRED SETUP WORDS. 

1-13 
SETUP WORDS, 3-14 
SETUP WORDS 

2-SURFACE DISK INSTRUCTIONS WITH REQUIRED SETUP WORDS. 

2-12 
SETUP WORCS. 1-12 2-9 

SINGLE SPINDLE 

10-SURFACE SINGLE SPINDLE DISK STCRAGE UNIT, TYPE 4623. 
3-2 

SKIP 

SKIP IF NC ERROR, SKS '0325. 1-24 2-23 3-25 

SKIP IF NOT BUSY, SKS '0425. 1-24 2-23 3-25 

SKIP IF NOT INTERRUPTING. SKS *0125. 1-24 2-23 3-25 

SKIP IF OPERATIONAL, SKS >0025. 1-24 3-25 

SKIP IF OPERATIONAL, SKS v 0225. 2-23 

SKIP IF READY, SKS *0O25. 1-24 2-23 3-25 

SKIP IF UNIT NOT SEEKING. SKS \XX25. 2-23 3-?5 

SKIP IF UNIT NOT SEEKING, SKS 'XX25. 1-24 
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